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The reason behind this solution are the following:
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· A RN receiving a list of GUMMEIs but connected to one MME only (i.e. DeNB) will behave as above i.e. it will regard the DeNB as the only MME (thus no NNSF is needed) with a list of GUMMEI associated to it. It will thus use this IE not for NNSF but for handover related reasons. However the RN may wrongly set the GUMMEI IE in X2AP Handover Request message since is not aware of the pool configuration. DeNB will then take care to set a valid GUMMEI if the one set by the RN is wrong. As a result, it does not matter if the RN ignores the GUMMEI IE in S1 Setup Response or not. 
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---------First Change-------------------

4.7.4
S1 and X2 control plane aspects

The S1 control plane protocol stacks for supporting relaying are shown in 4.7.4-1. There is one S1 interface relation between the RN and the DeNB, and there is one S1 interface relation between the DeNB and each MME in the MME pool. The DeNB processes and forwards all S1 messages between the RN and the MMEs for all UE-dedicated procedures. The processing of S1-AP messages includes modifying S1-AP UE IDs and GTP TEIDs but leaves other parts of the message unchanged. All non-UE-dedicated procedures are handled locally between the RN and the DeNB, and between the DeNB and the MMEs.

The X2 control plane protocol stacks for supporting relaying are shown in 4.7.4-2. There is one X2 interface relation between the RN and the DeNB, and there is one X2 interface relation between the DeNB and every other eNB that the DeNB has an X2 relationship with. The DeNB processes and forwards all X2 messages between the RN and other eNBs for all UE-dedicated procedures. The processing of X2-AP messages includes modifying X2-AP UE IDs and GTP TEIDs but leaves other parts of the message unchanged. In addition, DeNB shall replace, if necessary, the GUMMEI IE set by the RN in X2AP HANDOVER REQUEST with a valid one.
All non-UE-dedicated X2-AP procedures are terminated at the DeNB, and handled locally between the RN and the DeNB, and between the DeNB and other eNBs. Upon reception of an X2 non cell related non-UE-associated message from RN or neighbour eNB, the DeNB may trigger associated non-UE-dedicated X2-AP procedure(s) to the neighbour eNB(s) or RN(s). Upon reception of an X2 cell related non-UE-dedicated message from RN or neighbour eNB, the DeNB may pass associated information to the neighbour eNB or RN(s) based on the included cell information. If one or more RN(s) are involved, the DeNB may wait and aggregate the response messages from all involved nodes to respond to the originating node. Further, parallel Cell Activation procedures are not allowed on each X2 interface instance. The processing of Resource Status Reporting Initiation/ Resource Status Reporting messages includes modification of measurement ID.
The S1 and X2 interface signalling packets are mapped to radio bearers over the Un interface.
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Figure 4.7.4-1: S1 control plane protocol stack for supporting RNs
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Figure 4.7.4-2: X2 control plane protocol stack for supporting RNs
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