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1 Introduction

This Text Proposals introduces the changes against TS 25.471 as required in the related discussion paper [1].
2 Discussions

2.1 Proposed changes
[BEGINNING OF CHANGES]
9.1.3
IURH SETUP REQUEST

This message is sent by a HNB to a neighbouring HNB to transfer the initialization information for a TNL association.

Direction: HNB ( HNB and HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	HNB Identity
	M
	
	9.2.7
	
	YES
	reject

	HNB RNL Identity
	M
	
	9.2.17
	
	YES
	reject

	
	
	
	
	
	
	


9.1.4
IURH SETUP RESPONSE

This message is sent by a HNB to a neighbouring HNB to transfer the initialization information for a TNL association.
Direction: HNB ( HNB and HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	HNB Identity
	M
	
	9.2.7
	
	YES
	reject

	HNB RNL Identity
	M
	
	9.2.17
	
	YES
	reject

	
	
	
	
	
	
	


 [NEXT CHANGE]
9.2.9
Void

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


[NEXT CHANGE]
9.3.3
PDU Definitions

-- Editor notes – new OID needed.
-- **************************************************************

--

-- PDU definitions for RNA.

--

-- **************************************************************

RNA-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) RNA(x) version1 (1) RNA-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


HNB-Identity,


Transaction-ID,

CSGMembershipStatus,

RNSAP-Message,


BackoffTimer
FROM RNA-IEs


TransactionID

FROM RNA-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


PrivateIE-Container{},


RNA-PRIVATE-IES,


RNA-PROTOCOL-EXTENSION,


RNA-PROTOCOL-IES

FROM RNA-Containers


id-Cause,


id-CriticalityDiagnostics,


id-HNB-Identity,


id-Transaction-ID,

id-CSGMembershipStatus,

id-RNSAP-Message,

id-BackoffTimer,


id-CSG-ID,


id-RNSAP-Message,


id-Senders-Transaction-ID,


id-Receivers-Transaction-ID,


id-Senders-HNB-RNL-ID,


id-Receivers-HNB-RNL-ID
FROM RNA-Constants;

-- **************************************************************

--

-- Iurh Setup REQUEST

--

-- **************************************************************

IurhSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {IurhSetupRequestIEs} },


protocolExtensions
ProtocolExtensionContainer { {IurhSetupRequestExtensions} } 
OPTIONAL,


...

}

IurhSetupRequestIEs RNA-PROTOCOL-IES ::= {


{ ID id-HNB-Identity




CRITICALITY reject
TYPE HNB-Identity





PRESENCE mandatory } |

{ ID id-HNB-RNL-ID

CRITICALITY reject
TYPE HNB-RNL-ID


PRESENCE mandatory }  ,


...

}

IurhSetupRequestExtensions RNA-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iurh Setup RESPONSE

--

-- **************************************************************

IurhSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {IurhSetupResponseIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {IurhSetupResponseExtensions} } 
OPTIONAL,


...

}

IurhSetupResponseIEs RNA-PROTOCOL-IES ::= {


{ ID id-HNB-Identity




CRITICALITY reject
TYPE HNB-Identity





PRESENCE mandatory } |

{ ID id-HNB-RNL-ID

CRITICALITY reject
TYPE HNB-RNL-ID


PRESENCE optional }  ,


...

}

[NEXT CHANGE]
9.3.4
Information Element Definitions

-- Editor notes – new OID needed.
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNA-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) RNA(x) version1 (1) RNA-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxNorOfSubFlows,


maxNrOfRFCIs,


maxNrOfRABs,


maxNrOfVol,


maxNrOfInterfaces
FROM RNA-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNA-CommonDataTypes


ProtocolExtensionContainer{},


RNA-PROTOCOL-EXTENSION

FROM RNA-Containers;

--A

--B

BackoffTimer ::= INTEGER(0..3600)

--C

-- **************************************************************

--

-- Cause IE

--

-- **************************************************************

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport



CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}

CauseRadioNetwork ::= ENUMERATED {


normal,


connect-failed,


network-release,


unspecificed,



...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseMisc ::= ENUMERATED {


processing-overload,


hardware-failure,


o-and-m-intervention,


unspecified,


...

}

CellIdentity ::=

BIT STRING (SIZE (28))

ClientType ::= ENUMERATED {


emergency-Services,


value-Added-Services,


pLMN-Operator-Services,


lawful-Intercept-Services,


pLMN-Operator-Broadcast-Services,


pLMN-Operator-O-et-M,


pLMN-Operator-Anonymous-Statistics,


pLMN-Operator-Target-MS-Service-Support,


...

}
CN-DomainIndicator ::= ENUMERATED { 


cs-domain, 


ps-domain 

}




[NEXT CHANGE]
9.3.6
Constant Definitions

-- Editor notes – new OID needed.
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNA-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) RNA(x) version1 (1) RNA-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNA-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Setup






ProcedureCode ::= 1

id-Connect






ProcedureCode ::= 2
id-DirectTransfer




ProcedureCode ::= 3
id-Disconnect





ProcedureCode ::= 4
id-ConnectionlessTransfer


ProcedureCode ::= 5

id-ErrorIndication




ProcedureCode ::= 6
id-privateMessage




ProcedureCode ::= 7

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256
maxNorOfSubFlows




INTEGER ::= 7

maxNrOfRFCIs





INTEGER ::= 63

maxNrOfRABs






INTEGER ::= 256

maxNrOfVol






INTEGER ::= 2

maxNrOfInterfaces




INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Transaction-ID







ProtocolIE-ID ::= 4
id-CSGMembershipStatus






ProtocolIE-ID ::= 5
id-RNSAP-Message







ProtocolIE-ID ::= 6
id-BackoffTimer








ProtocolIE-ID ::= 7


id-CSG-ID









ProtocolIE-ID ::= 9
id-RNSAP-Message







ProtocolIE-ID ::= 10
id-Senders-HNB-RNL-ID






ProtocolIE-ID ::= 11
id-Receivers-HNB-RNL-ID






ProtocolIE-ID ::= 12

id-Senders-Transaction-ID





ProtocolIE-ID ::= 13

id-Receivers-Transaction-ID





ProtocolIE-ID ::= 14
END

[END OF CHANGES]
3 Conclusion and proposal
In this document, the changes vs TS 25.471 (required by the Discussion Paper “Harmonisation of Iurh Setup and HNB Registration procedures” [1]) have been introduced.
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