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Agreements

1) Agreements: 
· ARP: 
· There is no need to introduce new mechanism to handle the congestion/overload due to ARP
· There is no need that ‘s the MCE informs the MME of pre-emption 
· Counting: 
· There is no need to introduce the M3 MBMS Session Release Indication to MME for counting
· It was agreed RAN3#70 that’s counting will occur after session start for over M3, this agreement does NOT include M2.
The following CRs where agreed:

· None
Revisions

· R3-110283 [DRAFT] LS on eMBMS UE counting (Ericsson)
· Need to clarify to RAN2 the accurate counting between UE interested and served?
· Offline discussion has concluded there is no need of LS to RAN2
· ( CB is not needed
CB the following need to be open and reviewed:
· R3-110334 Remove Procedure Lists and FFS for MBMS (Huawei, CATT) CR (36.300, Rel-10, Cat. F)
· May change name 

· R3-110332 LS on Support of ARP Pre-emption (Huawei)
It is proposed to have an agreement to keep the following CR as baseline paper, provided by the companies, for next meeting to avoid “change on change” and setup email discussion if needed:
· R3-110331 Introduction of ARP (Ericsson) (36.444, Rel-10, Cat. F)
· R3-110333 Introduction of MBMS counting procedure (CATT, Huawei, CATR) (36.443, Rel-10, Cat. B)
Postponed issues 

1) What is the impact of M3 Reset on on-going MBMS sessions? Is there protocol impacts? 

2) It needs to be clarified on M2 Counting if one or more report is need and how to report more than 16 services.
Minutes

	17.  E-MBMS enhancements WI

WIDs: RP-101244 (target: RAN#51); Status: RP-101122 (level: 60%)        

	Incoming LSs

	17.1  ARP

Open Issues:
ARP increases the risk for congestion/overload?
Does MME need to be informed of Pre-emption?
Stage3 details procedure

	R3-110060
	Overload and congestion due to ARP (Motorola)
	Disc

Relative to capacity of the CN and size MBSFN area
No need to introduce new mechanism to handle the congestion/overload due to ARP

	R3-110077
	Discussion on MBMS open issues (New Postcom)
	Appr

Methods for avoiding congestion/overload brought in by ARP could be implementation dependent.
Counting may be considered in implementation …

No CN indication or LS to SA2 to request a decision?

	R3-110078
	Draft LS on Indication of Pre-empted MBMS Service
	LSout

Noted

	R3-110092
	Discussion on ARP Open Issues (Huawei)
	Appr

ARP independent from counting (may be for implementation)

MCE hold context

No CN indication

Overload is implementation

	R3-110093
	Support of ARP Pre-emption (Huawei)
	CR (36.444, Rel-10, Cat. B)

Pre-empt means remove or modify

	R3-110094
	Support of ARP function for MBMS
	LSout

#70bis not RAN3#70

LS is fine in principal

CB Rev R3-110332

	R3-110193
	Pre-emption of other MBMS Services (Alcatel-Lucent)
	CR (36.300, Rel-10, Cat. F)

In case of GBR modify is not allowed …

Current TP does allow modification?

	R3-110194
	Pre-emption of other MBMS Services (Alcatel-Lucent)
	CR (36.444, Rel-10, Cat. B)

TPs different and preferred to R3-110093

	R3-110197
	Interaction of pre-emption and EPC (Alcatel-Lucent)
	Appr

No CN indication common understanding

	R3-110284
	Release of pre-empted eRABs (Ericsson)
	Appr

‘not pre-emptable’ session

the ‘Priority Level’ but UE Counting results and scheduling information may also be taken into consideration
Reset issue on M3? How to restart the session if running under the MCE? Interruption of service occurs?

Reset M3 ( MCE shall reset M2?

	R3-110285
	Introduction of ARP (Ericsson)
	CR (36.444, Rel-10, Cat. F)

Difference from S1 which is more generic?
Reference to 11?

Clean-up thee MME indication

Other issue??

Clarifies also Pre-empt means remove or modify

CB Rev R3-110331

	

	17.2 Counting

Open issues:

How and if the MCE may take the decision of deactivation?

Stage3 details procedure

	R3-110024
	Corrections on MBMS counting (New Postcom)
	CR (36.300, Rel-10, Cat. F)

MCE is under operators control 

Change not needed

	R3-110059
	The M3 MBMS Session Release Indication (Motorola)
	Disc

No need to introduce the M3 MBMS Session Release Indication to MME for counting

MCE may re-allocate the resource to eNB? No 

	R3-110073
	Synchronization issue of counting information transfer (CATT, Huawei, CATR)
	Disc

MCCH update time IE

No counting duration
eNB may report more than one time

	R3-110074
	Introduction of MBMS counting procedure (CATT, Huawei, CATR)
	CR (36.443, Rel-10, Cat. B)

Rev in R3-110327
Clarify one or more report need to be clarified? 
Capture next time
Add Failure message

Editorial Semantic description section 9.2.1.xx: “interested” no technically correct idle mode are not reported

Protocol-Id

REPROT ( Report

Add MCCH update time IE see R3-110073

No counting duration see R3-110073
CB Rev R3-110333


	R3-110144
	M2 MBMS Service Counting Request procedure (ZTE)
	Appr

No 16 counting services restriction
RAN2 has restriction to 16

Orange has preference for more than 16.

More than 16 counting should be allowed without impact on RAN2 but method needs to be clarified …

	R3-110145
	Alignment with Uu and M2 MBMS Service Counting procedure (ZTE)
	Appr

Noted

	R3-110195
	Completion of Counting Function (Alcatel-Lucent)
	Appr

How to deal with no-activation?

Backward compatibility issue with rel-9 eNB if no scheduling MCCH information after session start? 

Suspense for deactivation?

No agreement on M2 that’s counting is after session start , agreement is only on M3
Rely on MCE implementation when send session start. 

	R3-110196
	Completion of Counting Function (Alcatel-Lucent)
	CR (36.300, Rel-10 , Cat. F)

Noted

	R3-110282
	Analysis counting information provided to the MCE (Ericsson)
	Appr

Differentiate between the cases that the UE is receiving the session and if the UE is interested?
Can Interested UE may be differentiate in RAN2?

It is seems to be an optimization to accurate optimization … 

To be continue….

	R3-110283
	[DRAFT] LS on eMBMS UE counting
	Dr LS

CB: LS to RAN2 for clarification needed?

	R3-110095
	Remove Procedure Lists and FFS for MBMS (Huawei, CATT)
	CR (36.300, Rel-10, Cat. F)

Only capture the removal of function

FFS pending to LS discussion is not agreed

CB Rev in R3-110334

	R3-110146
	CR for alignment with Uu and M2 MBMS Service Counting procedure (ZTE)
	Appr

Noted

	


