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	If a SRVCC handover is performed towards both CS and PS domains, the PS handover can be rejected by target SGSN. A possible scenario is shown in the agreed CR at SA2 #82E (S2-110188) as follows:

The target SGSN may fail to proceed the relocation request, e.g. the PDN connection is not accepted in the UTRAN.
To proceed with SRVCC, target RNC has to be able to send a Relocation Request Acknowledgement message for the CS domain without receiving the request from the PS domain. 
However, in TS 25.413 subclause 8.7.5, Iu signalling coordination for CS and PS SRVCC handover is specified as follows:
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE messages only after all expected RELOCATION REQUEST messages are received and analysed.
Therefore, the target RNC behaviour in case of PS handover rejection at the target SGSN needs to be clarified.
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	The First Change


8.7.5
Co-ordination of Two Iu Signalling Connections

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by the target RNC when the Number of Iu Instances IE received in the Source RNC to Target RNC Transparent Container IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS.

When both the CS and PS user data Chosen Encryption Algorithm IE are received within the Source RNC to Target RNC Transparent Container IE and if these two received Chosen Encryption Algorithm IE are not the same, the target RNC shall fail the Relocation Resource Allocation procedure by sending back a RELOCATION FAILURE message.

The integrity protection (ciphering respectively) alternatives provided in the Integrity Protection Information IE (Encryption Information IE respectively) of the RELOCATION REQUEST messages received from both CN domains shall have at least one common alternative, otherwise the Relocation Resource Allocation shall be failed by sending back a RELOCATION FAILURE message.

If two CN domains are involved, the following actions shall be taken by the target RNC:

-
The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly from each CN domain within the RELOCATION REQUEST messages, to co-ordinate both Iu signalling connections.
-
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE messages only after all expected RELOCATION REQUEST messages are received and analysed. 
-
In case of  SRVCC, if no RELOCATION REQUEST message for the PS domain is received and only a RELOCATION REQUEST message for the CS domain is received and analysed, the target RNC may decide to generate and send a RELOCATION REQUEST ACKNOWLEDGE message. 
-
If the target RNC decides to send the Target RNC to Source RNC Transparent Container IE via the two CN domains, the target RNC shall ensure that the same Target RNC to Source RNC Transparent Container IE is included in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via the two CN domains and related to the same relocation of SRNS.

If the target RNC receives the UESBI-Iu IE on the Iu-CS but not on the Iu-PS interface (or vice versa), the RNC shall, if supported, use the UESBI-Iu IE for both domains.
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