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1. Overall Description:

RAN3 thanks SA5 for the LS (in S5-112133) on the error handling during activation of MDT. RAN3 discussed the potential signalling impacts proposed by the attached CR (in S5-112131) in the LS (in S5-112133) and reach the following conclusion: 

· RAN3 kindly asks to SA5 to motivate the actions of the MME/SGSN and the eNB/RNC in case of UE MDT log capability scenario of error handling.
· RAN3 confirms in case of interaction between Trace and Handover function, the MME is informed of the none configuration of the UE. This applies to MDT. RAN3 suggest to SA5 to remove the corresponding cases to avoid specification duplication.
· RAN3 kindly asks to SA5 to confirm the actions of the MME and the eNB in case of UE RLF. 
· RAN3 kindly asks to SA5 to reconsider the error scenario relative to the re-enters PLMN after the conclusion on EPLMN discussion, if any need.
· RAN3 should kind confirm in case of interaction between Trace and Relocation, the CN shall always re-initiate CN Invoke Trace procedure. This applies to MDT. RAN3 suggest to SA5 to remove the corresponding cases to avoid specification duplication.
· RAN3 kindly ask to SA5 to confirm of UE RLF in case of UTRAN and provide motivation on the benefit of the extra signalling. 
The attached document provides more consideration and argumentation on RAN3 discussions.

2. Actions:

To RAN3:

ACTION: 
1) RAN3 kindly asks SA5 to take the consideration of error handling into account. 

2) RAN3 kindly asks SA5 to motivate the actions of the MME/SGSN and the eNB/RNC in case of UE MDT log capability scenario of error handling.
3) RAN3 kindly asks to SA5 to confirm the actions of the MME and the eNB in case of UE RLF for LTE and confirm of UE RLF in case of UTRAN and provide motivation on the benefit of the extra signalling. 

4) RAN3 kindly asks to SA5 to reconsider the error scenario relative to the re-enters PLMN after the conclusion on EPLMN discussion, if any need.
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