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1 Introduction 

Enhanced SRNS Relocation was introduced in Rel-8, and in Rel-10 “ENHANCED RELOCATION COMPLETE REQUEST” message encodes “Relocation Target RNC-ID” its IE type is “Global RNC-ID”.
This message is sent from RNC to CN and when CN is S4-SGSN, “RAC” is necessary on the S4-SGSN to perform S-GW selection. However because of lack of “RAC” in “Global RNC-ID”, S-GW selection does not work. To resolve this issue “RAC” IE  should be added in “Global RNC-ID”. 
2 Discussion
This function was introduced into TS25.413 with R3-082331[1].
And EPS related procedures were introduced into TS23.060 section 6.9.2.2.5A as well, including procedures that will result in S-GW reselection. S-GW selection at S4-SGSN is based on the RAI but the RAC is not included in the signaling for this procedure from our view.
In non-enhance procedure; i.e. Sec.9.1.9 of TS25.413, the “RELOCATION REQUIRED” message encodes “Target ID” which has a choice of “target RNC-ID”, “CGI” and “target eNB-ID”. When we assume the case where relocation is between UMTSs, the choice is “target RNC-ID” which consists of “LAI”, “RAC”(option) and “RNC-ID”.
On the other hand, in enhance procedure, i.e. Sec.9.1.77 of TS25.413, the "ENHANCED RELOCATION COMPLETE REQUEST" message encodes "Relocation Target RNC-ID" whose IE type is "Global RNC-ID" but which does not include such “LAI” or “RAC”.
The "RAC" is used on the S4-SGSN to perform S-GW selection, if our understanding is correct, S-GW reselection will not work.
Please note that in TS29.303, the Rel‑10 version was modified to indicate that the RNC‑ID could be used to select an S-GW, but this is not indicated in Rel‑08/09. This was added to support SIPTO, and was not intended for use in lieu of RAI in normal (non‑SIPTO) cases.
3 Proposal.
To resolve this issue mentioned abve, we propose that “RAC” IE  should be added in “Global RNC-ID”.
If the proposal is aggreeable CR for this proposal is prepared by R3-112126[2].
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