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1 Introduction 
During the course of reviews of NBAP 25.433 a number of minor corrections and editorial have been identified, but it was not appropriate to make these corrections at the time. This list provides a summary of the errors and the corrections needed, so that a single big CR can correct these for Rel-11. 
2 Correction List
This is based on 25.433 v10.5.0.
2.1
References in Tabular
1.
In the tables of sections 9.2.1.31H and 9.2.1.31HA, the Single Stream MIMO Mode Indicator IE  has the reference 9.2.2.123. The correct reference should be 9.2.2.124

2. Correct reference to UL Scrambling code in 9.2.2.131 and 9.2.2.136 to 9.2.2.59
4.
In section 9.2.2.75 the FACH Measurement Occasion Cycle Length Coefficient IE has reference 9.2.2.82

As this has become a shared IE (used by FDD and TDD), the new reference is 9.2.1.111.

5. References to 9.2.3.33 Common Physical Channel ID 7.68Mcps, sometimes states 768Mcps (many places in TS).

6. Para 9.1.3.2, last 2 references to 9.2.3.14 refers to E-RUCCH midamble whilst the reference is to PRACH midamble. Should be referenced in IE type column.

7. Para 9.1.64 E-Cause and HS Cause should reference Cause in IE type column

8. 9.2.3.84  Starting E-RNTI IE should reference E-RNTI in IE Type and Reference column,

9. 9.2.3.81 IE name should be Common E-DCH MAC-d Flow ID LCR – reference 9.2.3.87

10.
9.2.3.80 IE name should be Common E-RNTI Information LCR – reference 9.2.3.84
11. 9.1.17.Enhanced UE DRX Capability LCR IE should reference Enhanced UE DRX Capability in IE Type and reference column (reference 9.2.1.116.  Similarly in 9.1.32 two instances.
12.
9.1.36.2  E-DCH TDD Information should reference RL-ID in IE type and reference column (ref 9.2.1.53), and in 9.1.39.2 and 9.1.42.2 and 9.1.47.2 E-DCH Serving RL should reference RL-ID in IE type and ref column. 
13 9.1.36.2, 9.1.39.2,  9.1.42.2 and  9.1.47.2  HS-SCCH TPC step size should reference TDD TPC DL Step Size in the IE type and reference column (ref 9.2.3.21)
14 9.1.42.2 and 9.1.47.2 E-DCH MAC-d Flows to Add should reference E-DCH MAC-d Flows Information TDD in IE type and ref column (ref 9.2.3.47) 3 instances in each message. 
15. 9.1.42.2 and 9.1.47.2 Reference for HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR should be 9.2.3.100 not 9.2.2.100. 
16. 9.1.64
PDSCH Set ID should reference PUSCH Set ID in IE type and reference column (ref 9.2.3.13)
17 9.2.1.31HA reference for MIMO Mode Indicator should be 9.2.1.120 not 9.2.1.118.
18 9.2.1.31H, 9.2.1.31HA, 9.2.3.5F, 9.2.3.7.2; HS-SICH TPC Step Size should reference TDD TPC UL Step Size in IE type and ref column (ref 9.2.3.21a).
2.2
Italicization of IEs

8.2.8.2
 Italicise TUTRAN-GPS Change Limit IE, TUTRAN-GPS Deviation Limit IE, TUTRAN-GPS Measurement Threshold Information IE, Predicted TUTRAN-GPS Deviation Limit IE, SFN-SFN Change Limit IE, SFN-SFN Deviation Limit IE. Multiple instances of each (Search for Limit IE), SFN-SFN Measurement Threshold Information IE, TUTRAN-GANSS Measurement Threshold Information IE
8.2.15.2 Italicize SixtyfourQAM DL Capability IE

8.2.17.2 Italicize E-DCH Semi-Persistent Resource Reservation Indicator IE, HARQ Preamble Mode IE, HS-DSCH Preconfiguration Setup IE, HARQ Preamble Mode Activation Indicator IE, MIMO Activation Indicator IE, Secondary Cells IE, MIMO N/M Ratio IE, HS-DSCH MAC-d PDU Size Format IE, SixtyfourQAM DL Usage Indicator IE, Continuous Packet Connectivity HS-SCCH less Information IE, Continuous Packet Connectivity HS-SCCH less Information Response IE, UE with enhanced HS-SCCH support indicator IE, UE Support Indicator Extension IE, HS-DSCH TDD Information IE, MIMO SF Mode for HS-PDSCH dual stream IE, HS-DSCH TDD Information Response IE, DCH Indicator For E-DCH-HSDPA Operation IE, DCH Information IE, Idle Interval Information IE
8.2.17.4 Italicise UARFCN IE
8.2.18.2
Italicize UL Common MAC Flow Specific Information IE, Maximum Number of Retransmission for Scheduling Info LCR IE, E-DCH TDD Information LCR IE, Multi-Carrier E-DCH Physical Layer Category LCR IE
8.3.1.2 Italicize HARQ Preamble Mode IE, HS-DSCH Preconfiguration Setup IE, HARQ Preamble Mode Activation Indicator IE, MIMO Activation Indicator IE, Secondary Cells IE, MIMO N/M Ratio IE, HS-DSCH MAC-d PDU Size Format IE, HS-DSCH TB Size Table Indicator IE, Sixtyfour QAM Usage Allowed Indicator and add ‘IE’ after it, SixtyfourQAM DL Usage Indicator IE, Continuous Packet Connectivity HS-SCCH less Information IE, Continuous Packet Connectivity HS-SCCH less Information Response IE, UE with enhanced HS-SCCH support indicator IE, UE Support Indicator Extension IE, E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, E-RGCH/E-HICH Channelisation Code IE, E-HICH Signature Sequence IE, E-RGCH Signature Sequence IE, E-DCH FDD DL Control Channel Information IE, RL Information Response IE, the E-DCH RL Indication IE, E-RGCH Power Offset IE, RL Specific E-DCH Information IE, E-HICH Power Offset IE, Initial DL Transmission Power IE, Maximum DL Power IE, Minimum DL Power IE, F-DPCH Slot Format IE, Additional E-DCH RL Specific Information To Add IE, DL Reference Power IE, Initial DL Transmission Power IE, HS-DSCH TDD Information Response IE, MIMO SF Mode for HS-PDSCH dual stream IE, HS-DSCH Common Information IE, Common MAC Flow Specific Information IE
8.3.2.2
Italicise HS-SICH SIR Target IE, HS-SICH TPC step size IE, HS-DSCH Information To Modify IE, MIMO Mode Indicator IE, MIMO SF Mode for HS-PDSCH dual stream IE, HS-DSCH TDD Information Response IE, Fast Reconfiguration IE, F-DPCH Slot Format IE, HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, MAC-es Guaranteed Bit Rate IE, E-DCH MAC-d Flows To Add IE
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