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9.2.1.31H
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID

9.2.1.31I
	Shall only refer to an HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority Indicator
	M
	
	9.2.1.53H
	
	–
	

	>>>T1
	M
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.52B
	
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Modify Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>>>T1
	O
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Delete Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.21B
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.4Cb
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.31L
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier, Two-Two carrier)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.31N
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.120
	For FDD and 1.28Mcps TDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	 
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.123
	For FDD only
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	For FDD only
	YES
	ignore

	Multiflow information
	
	
	
	For the Multiflow configuration
	
	

	>Total number of HS-DSCH cells
	M
	
	INTEGER (1..32,...)
	Total number of HS-DSCH cells configured for the inter-site Multiflow.
	YES
	reject

	>Ordinal number of frequency
	O
	
	INTEGER (1..32,...)
	Presence of this IE indicates that this is the assisting serving HS-DSCH cell. The value of this IE is the CQI index for the HS-DPCCH channel. 
	YES
	reject


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofPrioQueues
	Maximum number of Priority Queues

	maxnoofMACdPDUindexes
	Maximum number of different MAC-d PDU SIDs


9.2.1.31HA
HS-DSCH Information To Modify Unsynchronised
The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a Node B Communication Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	YES
	ignore

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier, Two-Two carrier)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only


	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.118
	For FDD and 1.28Mcps TDD only
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	 
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.123
	For FDD only
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	For FDD only
	YES
	ignore

	Multiflow information
	
	
	
	For the Multiflow configuration
	
	

	>Total number of HS-DSCH cells
	M
	
	INTEGER (1..32,...)
	Total number of HS-DSCH cells configured for the inter-site Multiflow.
	YES
	reject

	>Ordinal number of frequency
	O
	
	INTEGER (1..32,...)
	Presence of this IE indicates that this is the assisting serving HS-DSCH cell. The value of this IE is the CQI index for the HS-DPCCH channel. 
	YES
	reject


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofPrioQueues
	Maximum number of Priority Queues


9.2.2.18D
HS-DSCH FDD Information

The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.31IA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Not to be used. 
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ...)
	Not to be used.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Not to be used.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.21B
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.4Ca
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.23a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	YES
	ignore

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	Shall be ignored in Radio Link Setup and Radio Link Addition procedures. 
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	
	YES
	ignore

	Single Stream MIMO Activation Indicator
	O
	
	9.2.2.123
	
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	
	YES
	ignore

	Multiflow information
	
	
	
	For the Multiflow configuration
	
	

	>Total number of HS-DSCH cells
	M
	
	INTEGER (1..32,...)
	Total number of HS-DSCH cells configured for the inter-site Multiflow.
	YES
	reject

	>Ordinal number of frequency
	O
	
	INTEGER (1..32,...)
	Presence of this IE indicates that this is the assisting serving HS-DSCH cell. The value of this IE is the CQI index for the HS-DPCCH channel. 
	YES
	reject


9.2.2.18Da
HS-DSCH FDD Secondary Serving Information

The HS-DSCH FDD Secondary Serving Information IE is used for initial addition of Secondary Serving HS-DSCH information to a Node B Communication Context and defines the cell specific parameters for the secondary serving HS-DSCH Radio Link.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Measurement Power Offset
	M
	
	9.2.2.21C
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	HS-DSCH-RNTI
	M
	
	9.2.1.31J
	
	-
	

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	Single Stream MIMO Activation Indicator 
	O
	
	9.2.2.123
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.9
	If Diversity mode = "Closed loop mode 1" the procedure shall be rejected 
	YES
	reject

	Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject


9.2.2.18EB
HS-DSCH FDD Secondary Serving Information To Modify

The HS-DSCH FDD Secondary Serving Information To Modify IE is used for modification of Secondary Serving HS-DSCH information in a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	
	-
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.31L
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	MIMO Mode Indicator
	O
	
	9.2.1.120
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.124
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.9
	If Diversity mode = "Closed loop mode 1" the procedure shall be rejected
	YES
	reject

	Transmit Diversity Indicator
	C-DiversityMode
	
	9.2.2.53
	
	YES
	reject

	Non Cell Specific Tx Diversity
	O
	
	ENUMERATED (Tx Diversity, ...)
	Value = "Tx Diversity":

Diversity Mode and Transmit Diversity Indicator shall be non cell specific.
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject


	Condition
	Explanation

	DiversityMode
	The IE shall be present if Diversity Mode IE is is present and not set to "None". 


9.2.2.18EC
HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
The HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE is used for modification of Secondary Serving HS-DSCH information in a Node B Communication Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	MIMO Mode Indicator
	O
	
	9.2.1.120
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.124
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject
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