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1   Introduction
This contribution summarized the way forward for Rel-11 inter-RAT MRO. 

2   Discussion
The agreements so far:

1) Agreement: For supporting scenario a, the UE RLF reporting will be in LTE.

2) Agreement: For supporting RLF in scenario b, the UE RLF reporting is in LTE.

The open issues and the proposed way forward:

Open issue 1: For HOF in scenario b, need to check whether the current signaling in 3G is enough for RNC to detect the problem.
· After the HOF from 3G, the UE will try to revert to the old configuration and send in the source cell, if this can be done successfully, a “Ho from UTRAN failure” message to RNC indicating physical channel  failure. Since the source RNC can know that there is a recent HO and reconnection back, the RNC can detect the problem.
· If it cannot go back to source configuration, it will perform a cell selection and send Cell Update msg if a suitable cell can be found in UTRAN and then send Ho from UTRAN failure Msg. In the Cell Update message, U-RNTI is included. So the source RNC can find the UE context and know the recent HO failure event.

Assumption: It is possible for the RNC to detect the problem in Rel-11.
Open issue 2: Whether RIM signalling need to be defined over S1/Iu.
1) Notify the failure event to 3G

The principle to have it in Rel-11 was agreed. The detail will be discussed in next meeting.
2) Notification of correction

It is FFS. To be discussed in next.meeting.
Open issue 3: What information need to be reported from the UE in above two scenarios.
Proposed way forward: 

· The UTRAN cell identity where the UE attempts to re-connect after a failure in LTE.
· In LTE specifications previousPCellId can’t currently be a cell of another RAT. This should be updated.
· FFS:  the “age” timer: from the failure till RLF reporting
Open issue 4: Whether UE RLF report needs to be extended over S1.

          It is FFS in next meeting.
3   Conclusion
RAN3 agreed the following proposals:
Proposal 1: 
· For supporting scenario a, the UE RLF reporting will be in LTE.

· For supporting RLF in scenario b, the UE RLF reporting is in LTE. 
· For HO in HOF in scenario b, It is possible for the RNC to detect the problem in Rel-11.

Proposal 2: RIM signalling need to be defined over S1/Iu to notify the failure event to 3G.
Proposal 3: The information need to be reported from the UE:

· The UTRAN cell identity where the UE attempts to re-connect after a failure in LTE.
· In LTE specifications previousPCellId can’t currently be a cell of another RAT. This should be updated.
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