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	Reason for change:
(

	At last RAN3#77, the GUMMEI Type IE has been added with criticality “reject” in the INITIAL UE MESSAGE message for the scenario of the HeNB behind an HeNB GW. 
TS36.300 currently mandates the HeNB to include the IE every time when received from the UE regardless of whether the HeNB GW supports the IE or not. However, there are several reasons why the HeNB GW may not support receiving the IE:

· the HeNB GW is release 10,

· the HeNB GW is connected to only one MME in the pool and therefore doesn’t need to operate NNSF,
· the HeNB GW is connected to multiple MME nodes in the pool but there is no combo (MME/SGSN) nodes,
· the HeNB GW operates NNSF but uses another method: at the time of introducing the GUMMEI Type it was clearly captured in TS23.401 that the GUMMEI Type solution is optional. For example another solution based on the MSB of the received GUMMEI was mentioned at that time. Since only few UEs (release 10) will support the GUMMEI Type solution it is possible that a solution that also works for legacy UEs such as the MSB method is used at the HeNB GW at the beginning instead of the GUMMEI Type method.
For all those cases, the INITIAL UE Message procedure will always fail in the HeNB GW with the current criticality.

	
	

	Summary of change:
(

	Replace the mandate of inclusion of the GUMMEI Type by the HeNB by an optional inclusion or an inclusion conditional to the HeNB GW support.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the Initial UE Message procedure. 
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4.6.2
Functional Split

A HeNB hosts the same functions as an eNB as described in section 4.1, with the following additional specifics in case of connection to the HeNB GW:

-
Discovery of a suitable Serving HeNB GW;

-
A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used at the HeNB:

-
The HeNB will not simultaneously connect to another HeNB GW, or another MME.

-
The TAC and PLMN ID used by the HeNB shall also be supported by the HeNB GW;

-
Selection of an MME at UE attachment is hosted by the HeNB GW instead of the HeNB. Upon reception of the GUMMEI from a UE, the HeNB shall include it in the INITIAL UE MESSAGE message; upon reception of the GUMMEI Type from the UE, the HeNB may also include it in the message depending on HeNB GW support.

-
HeNBs may be deployed without network planning. A HeNB may be moved from one geographical area to another and therefore it may need to connect to different HeNB GWs depending on its location;

-
Signalling the GUMMEI of the Source MME to the HeNB GW in the S1 PATH SWITCH REQUEST message.
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