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9.2.1.41De
Neighbouring E-UTRA Cell Information
The Neighbouring E-UTRA Cell Information IE provides information for all E-UTRA Cells that are a neighbouring cell to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring E-UTRA Cell Information
	
	1..<maxnoofEUTRAneighbours>
	
	
	–
	

	>ECGI
	
	1
	
	EUTRAN Cell Global Identity as defined in TS 36.401 [61].
	–
	

	>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>E-UTRAN Cell Identifier
	M
	
	BIT STRING (28)
	The leftmost bits of the E-UTRAN Cell Identifier IE value correspond to the value of the eNB ID.
	–
	

	>CHOICE EARFCN Information
	M
	
	
	
	–
	

	>>FDD
	
	
	
	
	
	

	>>>EARFCN-FDD
	
	1
	
	
	
	

	>>>UL EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NuL in TS 36.104 [62]
	–
	

	>>>DL EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NdL in TS 36.104 [62]
	–
	

	>>TDD
	
	
	
	
	
	

	>>> EARFCN
	M
	
	9.2.1.41Df

EARFCN
	Corresponds to NdL in TS 36.104 [62]
	–
	

	>>FDD-Extended
	
	
	
	
	
	

	>>>EARFCN-FDD-Extended
	
	1
	
	
	YES
	ignore

	>>>UL EARFCN
	M
	
	9.2.1.41Dg
EARFCN-Extended
	Corresponds to NuL in TS 36.104 [62]
	–
	

	>>>DL EARFCN
	M
	
	9.2.1.41Dg
EARFCN-Extended
	Corresponds to NdL in TS 36.104 [62]
	–
	

	>>TDD-Extended
	
	
	
	
	YES
	ignore

	>>>EARFCN
	M
	
	9.2.1.41Dg
EARFCN-Extended
	Corresponds to NdL in TS 36.104 [62]
	–
	


	Range bound
	Explanation

	maxnoofLTEneighbours
	Maximum number of neighbouring LTE cells for one cell.


9.2.1.41Df
EARFCN
The EARFCN (E-UTRA Absolute Radio Frequency Channel Number) defines the carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	
	
	INTEGER (0..maxEARFCN)
	Defined in TS 36.104 [62].


9.2.1.41Dg
EARFCN-Extended
The EARFCN-Extended (E-UTRA Absolute Radio Frequency Channel Number) defines the carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN-Extended
	
	
	INTEGER (0..maxEARFCN-Extended, …)
	Defined in TS 36.104 [62].


9.2.1.41E
Paging Cause

Cause for a CN originated page.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging Cause
	
	
	ENUMERATED(

Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,

Terminating Background Call, Terminating Low Priority Signalling,…, Terminating High Priority Signalling, Terminating – cause unknown

)
	See in TS 25.331 [16]


9.2.1.155
Extended S-RNTI Group

The Extended S-RNTI Group identifies a group of UEs in the SRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Extended S-RNTI
	M
	
	9.2.1.154
	

	Extended S-RNTI bit mask index
	M
	
	Enumerated(b1, b2,..b21,…)
	


The Extended S-RNTI group is identified by all Extended S-RNTI values whose bits starting from the most significant bit down to, and including, the bit indicated by Extended S-RNTI bit mask index, are equal to the corresponding bits of the Extended S-RNTI in this IE.
The bits of the Extended S-RNTI in this IE that are less significant than the bit position indicated by the Extended S-RNTI bit mask index shall be ignored.

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
Unchanged parts omitted


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,


maxNrOfEUTRANeighboursPerRNC,


maxEARFCN,


maxEARFCN-Extended,

maxNrOfPreconfiguredNeighbours,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,

maxlengthMBMSconcatservlists,

maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,

maxNrOfEDCH-1,

maxNrOfDCHMeasurementOccasionPatternSequence,

maxNrOfULCarriersLCR-1,

maxNrOfCellIds,


maxNrOfRAIs,

maxNrOfLAIs,

maxNrOfExtendedNeighbouringRNCs,

maxFreqBandsTDD,

id-Allowed-Rate-Information,

Unchanged parts omitted


id-UMTS-Cells-Info,


id-ANRReportIndication,


id-ANR-Cell-Information,


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,


id-UE-RF-Band-CapabilityLCR,

id-EARFCN-FDD-Extended,


id-EARFCN-TDD-Extended
FROM RNSAP-Constants

Unchanged parts omitted

-- E

EARFCN ::= INTEGER (0..maxEARFCN)

EARFCN-Extended ::= INTEGER (0..maxEARFCN-Extended, ...)

EARFCN-Information ::= CHOICE {

fDD

EARFCN-FDD,


tDD

EARFCN,


...,

extension-EARFCN-Information
Extension-EARFCN-Information

}

Extension-EARFCN-Information
::=
ProtocolIE-Single-Container {{ Extension-EARFCN-InformationIE }}

Extension-EARFCN-InformationIE RNSAP-PROTOCOL-IES ::= {

{ ID id-EARFCN-FDD-Extended

CRITICALITY ignore
TYPE EARFCN-FDD-Extended
PRESENCE optional }|


{ ID id-EARFCN-TDD-Extended

CRITICALITY ignore
TYPE EARFCN-Extended
PRESENCE optional },


...
}

EARFCN-FDD ::= SEQUENCE {

uL-EARFCN

EARFCN,


dL-EARFCN

EARFCN
}

EARFCN-FDD-Extended ::= SEQUENCE {

uL-EARFCN

EARFCN-Extended,


dL-EARFCN

EARFCN-Extended
}

E-AGCH-Table-Choice ::= ENUMERATED{table16B, table16B-1, ...}

ECGI ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


e-UTRAN-Cell-ID


BIT STRING (SIZE (28)),


iE-Extensions


ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}

Unchanged parts omitted

-- V

-- W

-- X

-- Y

-- Z

END
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Unchanged parts omitted

maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11

maxGANSSSatAlmanac





INTEGER ::= 36

maxGANSSClockMod





INTEGER ::= 4

maxNrOfEDCHRLs






INTEGER ::= 4

maxEARFCN







INTEGER ::= 65535
maxEARFCN-Extended





INTEGER ::= 262143
maxNrOfEUTRANeighboursPerRNC


INTEGER ::= 256

maxNrOfMCCHMessages





INTEGER ::= 5

maxNrOfMBMSL3






INTEGER ::= 64

maxNrOfEDCHMACdFlowsLCR




INTEGER ::= 256

maxNrOfEDCHMACdFlowsLCR-1



INTEGER ::= 255

maxNrOfPreconfiguredNeighbours


INTEGER ::= 256

maxNrOfHSDSCH-1






INTEGER ::= 32

Unchanged parts omitted

id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order






ProtocolIE-ID ::= 909
id-CPC-RecoveryReport













ProtocolIE-ID ::= 910
id-FTPICH-Information













ProtocolIE-ID ::= 911

id-FTPICH-Information-Reconf











ProtocolIE-ID ::= 912

id-UE-RF-Band-CapabilityLCR












ProtocolIE-ID ::= 913
id-Extended-S-RNTI














ProtocolIE-ID ::= 914

id-ExtendedAffectedUEInformationForMBMS









ProtocolIE-ID ::= 915

id-Extended-S-RNTI-Group












ProtocolIE-ID ::= 916
id-FTPICH-Information-Response











ProtocolIE-ID ::= 917

id-FTPICH-Reconfiguration-Information









ProtocolIE-ID ::= 918
id-EARFCN-FDD-Extended













ProtocolIE-ID ::= xxx
id-EARFCN-TDD-Extended













ProtocolIE-ID ::= yyy
id-SpeechVersion














ProtocolIE-ID ::= 2048

id-SourceID
















ProtocolIE-ID ::= 2049

id-TargetID
















ProtocolIE-ID ::= 2050

id-ClassmarkInformation2












ProtocolIE-ID ::= 2051

id-ClassmarkInformation3












ProtocolIE-ID ::= 2052

id-GSM-Cell-CM-Rqst














ProtocolIE-ID ::= 2053

id-Extension-CommonMeasurementObjectType-CM-Rprt






ProtocolIE-ID ::= 2054

id-Extension-CommonMeasurementObjectType-CM-Rqst






ProtocolIE-ID ::= 2055

id-Extension-CommonMeasurementObjectType-CM-Rsp







ProtocolIE-ID ::= 2056

id-Extension-FailureIndicationMeasurementList







ProtocolIE-ID ::= 2057

id-Extension-FailureMeasurementList










ProtocolIE-ID ::= 2058

id-Extension-TerminationMeasurementList









ProtocolIE-ID ::= 2059

id-GsmCellList-CM-Rprt













ProtocolIE-ID ::= 2060

id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
END
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