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1   Introduction
This contribution summarized the outcome of the MRO discussion.
2   Discussion
Issues discussed during offline:

1) Basic stage 3 CR detail

· CRNTI related description
Considering the C-RNTI saving is S1 handover related. The relevance of the S1 handover and how it works is not fully clear. And from another point of view, it is allowed in implementation to save it. Therefore, the C-RNT saving part will be leave out of the CR.
· Enumerated or choice

Choice type is decided.
· The application name

General name in Samung CR will be used.
· Semantics description for new IE in B.1.3

Need to check energy saving discussion. Then decide whether similar Semantics description is needed. The new E-UTRAN Cell Identifier IE in [3] is related to this checking result.
The semantic description for 'Failure Event Reporting' and 'The Too Early inter-RAT HO' should be added. New cell id is not needed as the related cell identity was included in UE RLF Report container. 
2) Routing information
There is no agreement so far.
3) Mobility change procedure

No agreement to define a one direction procedure (LTE->3G) without response in Rel-11. Alternatives are to provide LTE to UTRAN mobility parameters change indication in Rel11 or postpone the discussion to Rel-12.
Continue discussion in Rel-12.
4) RLF Indication over S1
There are two options:

· Define it in Re-11, get the TAI of the last serving cell by implementation 

· Postpone to next release

Offline discussion is still ongoing. 
3   Conclusion
The following proposals were agreed:
· The C-RNT saving part for S1 handover will be leave out of the CR.
· Choice type is decided for too early HO indication.

· General naming will be used for future proof.

· The semantic description for 'Failure Event Reporting' and 'The Too Early inter-RAT HO' added. New cell id is not needed as the related cell identity was included in UE RLF Report container.
· Automatic mobility setting change postponed to Rel-12.

The former three agreements were reflected in the CR R3-12xxxx.
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