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1. Overall Description:

In its study on inter-RAT SON mechanisms between LTE and eHRPD, RAN3 agreed the following Mobility Robustness Optimisation use-case, included in TR 37.813 (attached):
"Enable the eNB to detect the scenario where a UE connected to the E-UTRAN experiences connection failure and immediately establishes a new radio connection to eHRPD AN (too late handover from LTE to eHRPD). Such detection mechanism can be used by the eNB to adjust the inter-RAT handover trigger from LTE to eHRPD."
As per TR 37.813, the foreseen solution would be based on upload of connection failure information from the UE when it later reconnects to E-UTRAN.

RAN3 would therefore like to kindly ask for RAN2's feedback on the feasibility to, within Rel-12 time-frame, e.g. extend the RLF Report with the identity of the eHRPD cell where the UE established connection after the failure (e.g. while T311 is running similar to the Rel-11 selectedUTRA-CellId IE). Also other information already defined, in particular timeConnFailure and timeSinceFailure will be needed for the use-case agreed by RAN3.
2. Actions:

To RAN2  : 
RAN3 kindly asks for RAN2's feedback on the feasibility to extend information reported by the UE as described above.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #79bis 
15 – 19 April 2013

Chicago, U.S.
TSG-RAN WG3 Meeting #80 
20 – 24 May 2013

Fukuoka, Japan
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