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1. Overall Description:

RAN3 discussed the RAN impacts of SIPTO at the Local Network (SIPTO@LN) by using a standalone GW in the local network. The solution requests that the (H)eNB provides the Local (H)eNB Network ID to the MME in every INITIAL UE MESSAGE and every UPLINK NAS TRANSPORT control message. However, there is no definition of Local (H)eNB Network in current TS 23.401then RAN3 assumes the definition of Local (H)eNB Network for LIPA in TR23.859 is also applicable.
A Local (H)eNB/(H)NB Network is defined by a set of (H)eNB/(H)NB having IP connectivity for SIPTO@LN via one or several standalone GWs, whereby:

· a H(e)NB only belongs to a single Local (H)eNB/(H)NB Network;

· a standalone GW only belongs to a single Local (H)eNB/(H)NB Network;

· the H(e)NBs of a Local (H)eNB/(H)NB Network may belong to different CSGs;
· a CSG can comprise both H(e)NBs of the Local (H)eNB/(H)NB Network and H(e)NBs outside the Local (H)eNB/(H)NB Network.

In addition, there are no detailed requirements e.g. the maximum numbers of LHN to be supported in a PLMN in current TR23.859 or TS 23.401.

2. Actions:

To SA2:  
RAN3 kindly asks SA2 to confirm the definition of Local (H)eNB/(H)NB Network in RAN3.

RAN3 kindly asks SA2 to clarify the detailed requirements e.g. the maximum numbers of LHN to be supported in a PLMN.
3. Date of Next RAN3 Meetings:
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