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	Reason for change:
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	According to TS23.003, “The S-TMSI shall be constructed from the MMEC and the M-TMSI:<S-TMSI> = <MMEC><M-TMSI>”. And it also said that “The operator shall need to ensure that the MMEC is unique within the MME pool area and, if overlapping pool areas are in use, unique within the area of overlapping MME pools”, which means we can deduce the MME Group ID of the UE’s serving MME from MMEC. Meanwhile, the selected PLMN of UE will be sent to eNB by RRCConnectionSetupComplete message in TS36.331. 
On the other hand, GUMMEI indicates the globally unique MME identity, which includes PLMN ID、MME Group ID and MMEC in TS36.413, while PLMN ID is madantory. Therefore, the description of UE’s MME selection based on its GUMMEI and selected PLMN seems redundant.
Based on the above analysis, we can see that eNB or HeNB GW, who performs the NAS Node Selection Function, determines the UE’s MME association either based on its S-TMSI and selected PLMN or based on its GUMMEI rather than based on its S-TMSI or based on its GUMMEI and selected PLMN in current TS36.300. 
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	1. Clarify that depending on the actual scenario the NNSF determines the UE’s MME association either based on its S-TMSI and selected PLMN (e.g. at service request) or based on its GUMMEI (e.g. at attach or tracking area update in non-registered TA).
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the NNSF function.
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* FIRST CHANGE *

19.2.1.7

NAS Node Selection Function (NNSF)

The interconnection of eNBs or HeNB GW, if deployed, to multiple MME/Serving S-GWs is supported in the E-UTRAN/EPC architecture. Therefore a NAS node selection function is located in the eNB or the HeNB GW, if deployed, to determine the MME association of the UE, based on the UE’s temporary identifier, which was assigned to the UE by the CN node (e.g. MME or SGSN).

NOTE:
In case the UE’s temporary identifier is assigned by the SGSN, respective mapping rules are defined in TS 23.003 [26].

Depending on the actual scenario the NNSF determines the UE’s MME association either based on  its S-TMSI and selected PLMN (e.g. at service request) or based on its GUMMEI (e.g. at attach or tracking area update in non-registered TA).
The NNSF in the eNB or HeNB GW, if deployed, may differentiate between a GUMMEI mapped from P‑TMSI/RAI and a native GUMMEI as described in TS 23.401 [17].

This functionality is located in the eNB or in the HeNB GW, if deployed, and enables proper routing via the S1 interface. On S1, no specific procedure corresponds to the NAS Node Selection Function.
* END OF CHANGE *
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