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8.3.19
Radio Link Parameter Update 

8.3.19.1
General

The Radio Link Parameter Update procedure is excuted by the Node B when the update of HS-DSCH [FDD - or E-DCH or UL CLTD] related radio link parameter values are needed on the Node B side. With this procedure, Node B can suggest some HS-DSCH [FDD - or E-DCH or UL CLTD] related Radio Link Parameter values to RNC.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.19.2
Successful Operation
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Figure 48: Radio Link Parameter Update Indication, Successful Operartion

The Node B initiates the Radio Link Parameter Update procedure by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the CRNC. The message contains suggested value(s) of the HS-DSCH [FDD - or E-DCH] related parameter(s) that should be reconfigured on the radio link(s).
If the Node B needs to update HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].
------------------------------------------
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-------------------------------------------
 [FDD – If the Node B needs to indicate that the CPC Recovery has been initiated, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CPC Recovery Report IE.]

 If the Node B needs to indicate HFN de-synchronization, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HFN de-synchronization Indication IE.
------------------------------------------
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9.1.89
RADIO LINK PARAMETER UPDATE INDICATION

9.1.89.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	HS-DSCH FDD Update Information
	O
	
	9.2.2.18Ea
	
	YES
	ignore

	E-DCH FDD Update Information
	O
	
	9.2.2.13DA
	
	YES
	ignore

	Additional HS Cell Information RL Param Upd
	
	0..<maxNrOfHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Update Information
	M
	
	9.2.2.18Eaa
	
	–
	

	Additional E-DCH Cell Information RL Param Upd
	
	0..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release. 
	EACH
	ignore

	>>Additional E-DCH FDD  Update Information
	M
	
	9.2.2.138
	
	–
	

	CPC Recovery Report
	O
	
	ENUMERATED(Initiated, …)
	
	YES
	ignore

	UL CLTD State Update Information 
	O
	
	9.2.2.155
	
	YES
	ignore

	HFN de-synchronization Indication
	
	0..<maxNrOfMACdFlows>
	
	
	
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	YES
	ignore

	>HFN de-sync Indication
	M
	
	ENUMERATED(failure, …)
	
	YES
	ignore


	Range Bound
	Explanation

	maxNrOfHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxNrOfEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows


------------------------------------------

Skip to next change
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9.1.89.2
TDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	HS-DSCH TDD Update Information
	O
	
	9.2.3.5GA
	
	YES
	ignore

	HFN de-synchronization Indication
	
	0..<maxNrOfMACdFlows>
	
	
	
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	YES
	ignore

	>HFN de-sync Indication
	M
	
	ENUMERATED(failure, …)
	
	YES
	ignore


	Range Bound
	Explanation

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows


------------------------------------------
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS
>>Unchanged text omitted

FrameAdjustmentValue,


FrameHandlingPriority,


FrameOffset,


HARQ-Info-for-E-DCH,

HFN-de-synchronization-Indication,

HSDPA-Capability,


HSDSCH-Common-System-InformationFDD,


HSDSCH-Common-System-Information-ResponseFDD,


HSDSCH-Configured-Indicator,


HSDSCH-Paging-System-InformationFDD,


HSDSCH-Paging-System-Information-ResponseFDD,


HS-DSCH-Serving-Cell-Change-Info,

HS-DSCH-Serving-Cell-Change-Info-Response,


HSDSCH-MACdPDU-SizeCapability,


HS-PDSCH-FDD-Code-Information,


HS-SCCH-ID,


HS-SCCH-FDD-Code-Information,


HS-SICH-ID,


IB-OC-ID,


IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,
>>Unchanged text omitted

id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,

id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatCapability,

id-HSDPA-And-EDCH-CellPortion-Information-PSCH-ReconfRqst,


id-HSDSCH-Configured-Indicator,

id-HFN-de-synchronization-Indication,

id-HS-DSCH-Serving-Cell-Change-Info,

id-HS-DSCH-Serving-Cell-Change-Info-Response,

id-IndicationType-ResourceStatusInd,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationReportCharacteristics,



id-InformationType,
>>Unchanged text omitted
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION FDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkParameterUpdateIndicationFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID


CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID


PRESENCE
mandatory
} |

{ ID id-HSDSCH-FDD-Update-Information

CRITICALITY

ignore

TYPE
HSDSCH-FDD-Update-Information


PRESENCE
optional
},

...

}

RadioLinkParameterUpdateIndicationFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Update-Information




CRITICALITY ignore
EXTENSION E-DCH-FDD-Update-Information

PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Param-Upd

CRITICALITY ignore
EXTENSION Additional-HS-Cell-Information-RL-Param-Upd

PRESENCE optional}|


{ ID id-Additional-EDCH-Cell-Information-RL-Param-Upd
CRITICALITY ignore
EXTENSION Additional-EDCH-Cell-Information-RL-Param-Upd

PRESENCE optional}|


{ ID id-CPC-RecoveryReport







CRITICALITY ignore
EXTENSION CPC-RecoveryReport


PRESENCE optional}|


{ ID id-UL-CLTD-State-Update-Information



CRITICALITY ignore
EXTENSION UL-CLTD-State-Update-Information
PRESENCE optional}|

{ ID id-HFN-de-synchronization-Indication



CRITICALITY ignore
EXTENSION HFN-de-synchronization-Indication
PRESENCE optional},

...

}

>>Unchanged text omitted
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION TDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkParameterUpdateIndicationTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID


CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID


PRESENCE
mandatory
} |

{ ID id-HSDSCH-TDD-Update-Information

CRITICALITY

ignore

TYPE
HSDSCH-TDD-Update-Information


PRESENCE
optional
},

...

}

RadioLinkParameterUpdateIndicationTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HFN-de-synchronization-Indication


CRITICALITY ignore
EXTENSION HFN-de-synchronization-Indication
PRESENCE optional},

...

}

>>Unchanged text omitted
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

>>Unchanged text omitted
-- ==========================================

--
H

-- ==========================================

HFN-de-sync-Indication

::=
ENUMERATED { failure,










... }

De-sync-detect-Counter ::= INTEGER (1..8191,...)

De-sync-detect-Timer ::= INTEGER (1..8191,...)

HFN-de-synchronization-Indication
::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HFN-de-synchronization-Indication-Item
HFN-de-synchronization-Indication-Item ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


hFN-de-sync-Indication



HFN-de-sync-Indication,


iE-Extensions





ProtocolExtensionContainer { { HFN-de-synchronization-Indication-Item-ExtIEs } }


OPTIONAL,


...

}

HFN-de-synchronization-Indication-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

>>Unchanged text omitted
id-Two-ms-Grant-E-DCH-RACH-Resources







ProtocolIE-ID ::= 1249

id-Two-ms-Overridden-E-DCH-RACH-Resources






ProtocolIE-ID ::= 1250

id-Two-ms-Denied-E-DCH-RACH-Resources







ProtocolIE-ID ::= 1251

id-Further-Enhanced-UE-DRX-InformationFDD






ProtocolIE-ID ::= 1252

id-Common-E-RGCH-Operation-Indicator







ProtocolIE-ID ::= 1253

id-Common-E-RGCH-InfoFDD










ProtocolIE-ID ::= 1254
id-HFN-de-synchronization-Indication







ProtocolIE-ID ::= XXXX
END
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