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	Area restriction information may be received either via an S1AP message or via an X2AP message or configured by OAM. To be more precise, the availability of the area restriction information is achieved by reception of such information via S1AP or X2AP, or by configuration via OAM.

In currrent specifications the following is captured: The available UE area restriction information shall be propagated by the source eNB over X2 at intra E-UTRAN handover. This sentence implies that even when the UE area restriction information is configured by OAM, it shall be propagted via X2 at intra E-UTRAN handover. Since the propagation of configured information is not a desired operation, a correction to current specifications is needed.
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	The above mentioned sentence has been changed to prevent the propagation of area restriction information configured by OAM.
Rev. 1:

The word “only” is added, in order to exclude the possibility of propagation of iformation not received via S1AP or X2AP.
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This CR has an impact under a functional point of view. The impact can be considered isolated since it only affects the area restriction functionality.
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10.4
Area Restrictions

The area restriction information for a UE includes the Serving PLMN, and may include a list of equivalent PLMNs, and information on which area restrictions are to be applied during ECM-CONNECTED state. It may be provided by the MME at context setup over the S1 interface, and may be updated by the MME during S1 Handover, and when sending NAS Downlink messages.

NOTE:
In case of GWCN network sharing scenario, the area restriction information should always be provided by the MME to the eNBs.

Upon receiving the UE area restriction information, the eNB shall store it and thereafter it should use it to determine whether to apply restriction handling for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, if applicable [17] [23]. If the area restriction information is not available at the eNB, the eNB shall consider that there is no restriction for subsequent mobility actions.

Only if received via S1 signalling or X2 signalling, the UE area restriction information shall be propagated by the source eNB over X2 at intra E-UTRAN handover.  For the case when the X2 handover results in a change of serving PLMN (to an equivalent PLMN), the source eNB shall replace the Serving PLMN with the identity of the target PLMN and move the Serving PLMN to the equivalent PLMN list, before propagating the UE area restriction information.
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