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	Reason for change:
(

	The criticality setting of the eNB UE S1AP ID and MME UE S1AP ID is misaligned between tabular and asn1 in the UE RADIO CAPABILITY MATCH RESPONSE message which can create confusion and could lead to checking error. 

Given that the criticality of the eNB UE S1AP ID and MME UE S1AP ID is usually “ignore” in response messages, we propose to change the criticality in the tabular of the UE RADIO CAPABILITY MATCH RESPONSE message from “reject” into “ignore”.

	
	

	Summary of change:
(

	The criticality of the eNB UE S1AP ID and MME UE S1AP ID in the tabular of the UE RADIO CAPABILITY MATCH RESPONSE message is changed from “reject” into “ignore”.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional point of view.

The impact can be considered isolated since it only affects the UE Radio Capability Match procedure. 
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9.1.4.12
UE RADIO CAPABILITY MATCH RESPONSE

This message is sent by the eNB to report the compatibility between the UE radio capabilities and network configuration.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	ignore

	Voice Support Match Indicator
	M
	
	9.2.1.85
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

Asn1 not modified
-- **************************************************************

--

-- UE Radio Capability Match Response

--

-- **************************************************************

UERadioCapabilityMatchResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UERadioCapabilityMatchResponseIEs} },


...

}

UERadioCapabilityMatchResponseIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID



CRITICALITY ignore
TYPE MME-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY ignore
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-VoiceSupportMatchIndicator
CRITICALITY reject
TYPE VoiceSupportMatchIndicator

PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************
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