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================== Start of Change ==================

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe

CCO
Cell Change Order

DL
Downlink

EARFCN
E-UTRA Absolute Radio Frequency Channel Number

E-CID
Enhanced Cell-ID (positioning method)

eNB
E-UTRAN NodeB

EP
Elementary Procedure

EPC
Evolved Packet Core

E-RAB
E-UTRAN Radio Access Bearer

E-UTRAN
Evolved UTRAN

GNSS
Global Navigation Satellite System

GUMMEI
Globally Unique MME Identifier

HFN
Hyper Frame Number

IE
Information Element

L-GW
Local GateWay

MDT
Minimization of Drive Tests

MME
Mobility Management Entity

PDCP
Packet Data Convergence Protocol

PLMN
Public Land Mobile Network

S-GW
Serving Gateway

SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network

SN
Sequence Number

TAC
Tracking Area Code

UE
User Equipment

UL
Uplink

================== End of Change ==================
================== Start of Change ==================

8.2.3
UE Context Release

8.2.3.1
General

The UE Context Release procedure is initiated by the target eNB to indicate to the source eNB that radio and control plane resources for the associated UE context are allowed to be released.

The procedure uses UE-associated signalling.

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1:  UE Context Release, successful operation

The UE Context Release procedure is initiated by the target eNB. By sending the UE CONTEXT RELEASE message the target eNB informs the source eNB of Handover success and triggers the release of resources. 
Upon reception of the UE CONTEXT RELEASE message, the source eNB may release radio and control plane related resources associated to the UE context. For E-RABs for which data forwarding has been performed, the source eNB should continue forwarding of U-plane data as long as packets are received at the source eNB from the EPC or the source eNB buffer has not been emptied (an implementation dependent mechanism decides that data forwarding can be stopped). When the eNB supporting L-GW function for SIPTO@LN operation releases radio and control plane related resources associated to the UE context, it shall also request using intra-node signalling the collocated L-GW to release the SIPTO@LN PDN connection as defined in TS 23.401 [12].
8.2.3.3
Unsuccessful Operation

Not applicable.

================== End of Change ==================
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