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8.3.4.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

/*partially omitted */
 [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to “E-DCH”, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-PDSCH RL ID IE and/or the Serving E-DCH RL IE and if both HS-DSCH and E-DCH are configured in the new configuration but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message except for the E-DCH decoupling operation.
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

/*partially omitted */
8.3.7.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed, and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected” [TDD – or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected”], the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure, and the DRNC shall respond with a RADIO LINK RECONFIGURATION FAILURE message.

/*partially omitted */
If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-PDSCH RL ID IE and/or the Serving E-DCH RL IE and if both HS-DSCH and E-DCH are configured in the new configuration but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message except for the E-DCH decoupling operation.
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-PDSCH RL ID IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as “HS-DSCH not configured” then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

/*partially omitted */
 [FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the UL MIMO Information IE in E-DCH FDD Information IE but does not contain the UL CLTD Information IE, or if it contains HS-DSCH Preconfiguration Setup IE with UL MIMO Information IE but without UL CLTD Information IE, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains more than one of a MIMO Activation Indicator IE, a MIMO with four transmit antennas Activation Indicator IE, a Dual Stream MIMO with four transmit antennas Activation Indicator IE in HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

/*partially omitted */
9.2.2.123
Cell Capability Container Extension FDD

The Cell Capability Container Extension FDD IE is an extension to the Cell Capability Container FDD IE and indicates the cell capability in the same way as Cell Capability Container Extension FDD IE. 

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent and/or non-adjacent carrier) or Dual Band capable. Such support indicators in this Cell Capability Container Extension FDD IE shall be ignored by the SRNC if the cell does not have the required support indicated in the Cell Capability Container FDD IE: Multi Cell Support Indicator = "1" and/or Dual Band Support Indicator = "1". Support indicators that depend on multi-cell (adjacent and/or non-adjacent carrier) support are indicated in the table below with /Adjacent-carrier/. Support indicators that depend on Dual Band support are indicated in the table below with /Dual-band/. Support indicators that depend on that the cell supports one or both of multi-cell (adjacent and/or non-adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. The marked support indicators indicate the support regardless of the supported multi-cell type in a multicell configuration: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container Extension FDD
	
	
	BIT STRING (128)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator, /Multi-cell/.

The second bit: Multi Cell and MIMO Support Indicator, /Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Support Indicator, /Adjacent-carrier/.
The fourth bit: Multi Cell E-DCH Support Indicator, /Adjacent-carrier/.

This bit shall be ignored by the SRNC if the fifth bit: Separate Iur Transport Bearer Support Indicator = “0” and the sixth bit: E-DCH UL Flow Multiplexing Support Indicator = “0”
The fifth bit: Separate Iur Transport Bearer Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The sixth bit: E-DCH UL Flow Multiplexing Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator, /Multi-cell/.

This support indicator is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB.

Hexadecimal digit 0 means no support for 3 or more HSDPA carriers. Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Support Indicator, /Dual Band/.
The thirteenth bit: HSDPA 3 or more Carrier and MIMO Single Band Support Indicator, /Adjacent-carrier/
The fourteenth bit: HSDPA 3 or more Carrier and MIMO Dual Band Support Indicator, /Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Support Indicator,/Dual Band/.

The sixteenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Single Band Support Indicator, /Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Dual Band Support Indicator,/Dual Band/.

The eighteenth bit: Frequency Specific Compress Mode Capability/Multi-cell/.

The nineteenth bit: UL CLTD capability.

The twentieth to twenty-second bit: Supported MIMO transmit antennas (N). This capability is coded as the representation of the supported MIMO transmit antennas with the twentieth bit as the MSB and the twentys-econd bit as the LSB. Hexadecimal digit 0 means no support for more than 2 MIMO transmit antennas. Hexadecimal digit 2 means MIMO with four transmit antennas support.

Hexadecimal digit 1 is reserved. Undefined values are considered as spare.

The twenty-third bit: MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-fourth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-fifth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-seventh bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

This 3GPP release supports MIMO with four transmit antennas for up to 4 carriers.

The twenty-ninth bit:

Intra-Node B Multiflow.

The thirtieth bit:

Inter-Node B Multiflow.

The thirty-first to thirty-third bits: Supported Multiflow configuration, where value 0 indicates support for one frequency two cells, value 1 indicates support for two frequencies three cells, value 2 indicates support for two frequencies four cells. Values 3-7 are reserved for future use.

The thirty-fourth bit: Multiflow and MIMO.

The thirty-fifth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation.

The thirty-sixth bit: Multiflow and single stream MIMO.

The thirty-seventh bit: UL SixtyfourQAM capability.

The thirty-eighth bit: UL MIMO capability.

The thirty-ninth bit: UL MIMO and SixteenQAM capability.

The fourtieth bit: UL MIMO and SixtyfourQAM capability.

The fourty-first bit: Common E-RGCH capability.

The xxxth bit: E-DCH decoupling operation Capability.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


/*partially omitted */
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,

/*partially omitted */
CellCapabilityContainerExtension-FDD ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator
-- Second bit: Multi Cell and MIMO Support Indicator
-- Third bit: Multi Cell and Single Stream MIMO Support Indicator
-- Fourth bit: Multi Cell E-DCH Support Indicator
-- Fifth bit: Separate Iub Transport Bearer Support Indicator
-- Sixth bit: E-DCH UL Flow Multiplexing Support Indicator
-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator
-- Twelfth bit: Dual Band and MIMO Support Indicator
-- Thirteenth bit: 3 or more carrier HSDPA and MIMO Single Band Support Indicator
-- Fourteenth bit: 3 or more carrier HSDPA and MIMO Dual Band Support Indicator
-- Fifteenth bit : Dual Band and Single Stream MIMO Support Indicator 

-- Sixteenth bit : 3 or more carrier HSDPA and Single Stream MIMO Single Band Support Indicator 

-- Seventeenth bit : 3 or more carrier HSDPA and Single Stream MIMO Dual Band Support Indicator 

-- Eighteenth bit: Frequency specific Compressed Mode Support Indicator

-- Nineteenth bit: UL CLTD Capability

-- Twentieth to  twenty-second bit: Supported MIMO transmit antennas (N).

-- Twenty-third bit: MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-fourth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-fifth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-seventh bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-ninth bit: Intra-site Multiflow

-- Thirtieth bit: Inter-site Multiflow

-- The thirty-first to thirty-third bits:  Supported Multiflow configuration, where:

--   value 0 indicates support for one frequency two cells

--   value 1 indicates support for two frequencies three cells

--   value 2 indicates support for two frequencies four cells

--   values 3-7 are reserved for future use.

-- Thirty-fourth bit: Multiflow and MIMO

-- Thirty-fifth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation

-- Thirty-sixth bit: Multiflow and single stream MIMO

-- Thirty-seventh bit: UL 64QAM Capability

-- Thirty-eighth bit: UL MIMO Capability

-- Thirty-ninth bit: UL MIMO and 16QAM Capability

-- Fourtieth bit: UL MIMO and 64QAM Capability

-- Fourty-first bit: Common E-RGCH Capability
-- xxxth bit: E-DCH decoupling operation Capability
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
