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1   Introduction
A potential IOT issue about encoding of Inter RAT Cell ID for SON transfer is discussed in this paper.
2   Discussion
The Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer shall be copied from IRAT Cell ID/ Cell Identifier IE in SON Transfer Request / Response Container:
	Requested Cell List
	
	1 .. <maxnoofIRATReportingCells>
	
	One of the IRAT Cell IDs contained in this list shall be copied in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018).


The IRAT Cell ID/ Cell Identifier IE is defined as OCTET STRING type in S1AP which contains Length and Value:

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Reporting RAT
	M
	
	
	

	>E-UTRAN
	
	
	
	

	>>Cell Identifier
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.

	>UTRAN
	
	
	
	

	>>Cell Identifier
	M
	
	OCTET STRING
	Contains the Source Cell Identifier IE as defined in TS 25.413.

	>GERAN
	
	
	
	

	>>Cell Identifier
	M
	
	OCTET STRING
	Contains the Cell Identifier IE as defined in TS 48.018.

	>eHRPD
	
	
	
	

	>>eHRPD Sector ID
	M
	
	B.1.18
	


However, the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container is defined as IE type which only contains Value part in TS 48.018:

11.3.63.1.4      RAN-INFORMATION-REQUEST Application Container for the SON Transfer Application
Reporting Cell Identifier: 
-     If the request concerns an E-UTRAN cell, this field is encoded as the E-UTRAN CGI IE as defined in 3GPP TS 36.413 [36].

-     If the request concerns a UTRAN cell, this field is encoded as the Source Cell Identifier IE (UTRAN Source Cell ID) as defined in 3GPP TS 25.413 [38].
-     If the request concerns a GERAN cell, this field is encoded as the Cell Identifier IE defined in sub-clause 11.3.9.

-     If the request concerns an eHRPD eAN cell,this field is encoded as the eHRPD Sector ID IE as specified in 3GPP2 C.S0024-B [47].

Therefore, the IRAT Cell ID/ Cell Identifier IE in SON Transfer Request / Response Container can not be copied as the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container directly, i.e. the Length part shall be removed according to TS 48.018.
3   Proposals
A potential IOT issue about encoding of Inter RAT Cell ID for SON transfer is discussed and we propose:
Proposal 1: Only value part of IRAT Cell ID/ Cell Identifier IE in SON Transfer Request / Response Container is copied in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container.
The corresponding CRs are given in [1][2].

4   Reference

[1] R3-140591, Correction on Inter-RAT Cell ID in SON container (Huawei)

[2] R3-140592, Correction on Inter-RAT Cell ID in SON container (Huawei)
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