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1. Overall Description:

The following has been agreed in RAN1 for Category 0 UEs:

· For broadcast traffic, there is no explicit restriction on the resource allocation size (number of PRBs).

· For unicast traffic, there is implicit restriction on the resource allocation size (number of PRBs) due to the max TBS limitation (1000 bits).
As a consequence of the above decision, RAN2 and RAN3 can disregard from the LS in R1-141033.
RAN1 has also reached the following conclusion: 
· It was shown by one company that if eNB knows a Category 0 UE with 1 RX antenna, e.g. during Paging and/or RAR, it helps increase random access response capacity. However, RAN1 has not concluded the study on whether or not it is beneficial for the eNB to know a Category 0 UE with 1 RX antenna, e.g. during Paging and/or RAR. RAN1 will further discuss it in RAN1#77 and will inform RAN1’s updates on this issue, if any, to RAN2 accordingly.

· Note: the 1000-bit limitation also applies to PUSCH

2. Actions:

To RAN 2 and RAN4: RAN1 respectfully asks RAN2 and RAN4 to take into account the RAN1 agreement and conclusion stated above in the specification of the low cost MTC UE.
3. Date of Next TSG-RAN1 Meetings:
TSG - RAN1 Meeting#77

19 - 23 May, 2014, Seoul, South Korea
TSG - RAN1 Meeting#78

18 - 22 August, 2014, Dresden, Germany
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