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<start of modification>
8.2
Basic mobility procedures

<partially omitted>
8.2.x
SeNB initiated SeNB Release
8.2.x.1
General

This procedure is initiated by the SeNB to release all resources for a specific UE at the SeNB.

The procedure uses UE-associated signalling.

8.2.x.2
Successful Operation
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Figure 8.2.x.2-1: SeNB initiated SeNB Release, successful operation.
The SeNB initiates the procedure by sending the SENB RELEAE REQUIRED message to the MeNB. When the SeNB sends the SENB RELEASE REQUIRED message, it shall start the timer TDCoverall. 
Upon reception of the SENB RELEAE REQUIRED message, the MeNB replies with the SENB RELEAE CONFIRM message. For each E-RAB configured with the SCG bearer option to be released, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The SeNB may start data forwarding and stop providing user data to the UE upon reception of the SENB RELEAE Confirm message, For E-RABs for which data forwarding has been performed, the SeNB should continue forwarding of U-plane data as long as packets are received at the SeNB from the EPC or the SeNB buffer has not been emptied (an implementation dependent mechanism decides that data forwarding can be stopped).
Interactions with the UE COTEXT RELEASE procedure (FFS):
The reception of the UE CONTEXT RELEASE message shall stop the timer TDCoverall.
8.2.x.3
Unsuccessful Operation

Not applicable.
8.2.x.4
Abnormal Conditions

If the timer TDCoverall expires before the SeNB has received the SeNB RELEASE CONFIRM message, the SeNB shall locally release the UE context.
<next modification>
9.1.x
Messages for Dual Connectivity
9.1.x.y1
SENB RELEASE REQUIRED
This message is sent by the SeNB to request the release of all resources for a specific UE at the SeNB.

Direction: SeNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore


9.1.x.y2
SENB RELEASE CONFIRM
This message is sent by the MeNB to confirm the release of all resources for a specific UE at the SeNB.

Direction: MeNB ( SeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	ignore

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	ignore

	E-RABs to be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	–
	–

	>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>SCG Bearer
	
	
	
	
	
	

	>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	–

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256
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