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8.4.2
Successful Operation
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Figure 5: UE Register Procedure: Successful Operation

The HNB shall initiate the procedure by sending a UE REGISTER REQUEST message to the HNB-GW including UE specific data. The HNB shall always include within the UE Identity IE the UE permanent identity (i.e. IMSI) if it does not serve a CSG cell or for registration of UEs without CSG capability except if the Registration Cause IE indicates "emergency call".

The HNB-GW shall perform access control or membership verification in case of non-CSG UEs or non-CSG HNBs. If the HNB does not operate in closed access mode or access control is successful, the HNB-GW shall respond with a UE REGISTER ACCEPT message including the Context-ID IE. 

The UE REGISTER ACCEPT message may include the CSG Membership Status IE for the UE registering to the cell.

The HNB-GW shall not perform access control if the Registration Cause IE indicates "emergency call".

9.2.51
Neighbour Identity

This information element contains the HNB RNL Identity or the macro Cell-ID the HNB indicates to the HNB-GW in order to obtain the S-RNTI Prefix.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Neighbour Identity
	
	
	
	

	>HNB
	
	
	
	

	>>HNB RNL Identity
	M
	
	9.2.36
	

	>Macro RNC
	
	
	
	

	>>Cell-ID
	M
	
	9.2.25
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