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<start of modification>
8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.

If the Usefulness of Battery Optimization IE is contained in the RADIO LINK SETUP REQUEST message, the DRNC may store the received value and use it to determine whether this UE can benefit from battery optimization techniques.

<partially omitted>
[FDD – Additional E-DCH Setup:]

[FDD – If the Additional E-DCH Cell Information RL Setup Req IE is present in the RADIO LINK SETUP REQUEST message, then the Additional E-DCH Cell Information Setup IE defines the new configuration and then:]

-
[FDD – The DRNS shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – The DRNS shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
· [FDD – If the UL SIR Target IE in the UL DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE and/or the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE are present, the DRNS shall use the information in the same same way as for the information used on Primary uplink frequency.] 

· [FDD – If the Secondary UL Frequency Activation State IE is present in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE, the DRNS shall use the information as initial activation state of the Radio Links on the secondary uplink frequency.]

· [FDD – If the Propagation Delay IE, the Initial DL Tx Power IE, Primary CPICH Ec/No IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

· [FDD – If the Extended Propagation Delay IE and/or Enhanced Primary CPICH Ec/No IE is included in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH Secondary RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

· [FDD – If the F-DPCH Slot Format Support Request IE in the F-DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE is included, the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to TS 25.211 [8] and include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Respone IE in the RADIO LINK SETUP RESPONSE message. If the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE includes the F-DPCH Slot Format IE, the DRNS may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

· [FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Processing Overload Level IE are present in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in same way as for the information used on Primary uplink frequency.]

-
[FDD – If the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to “Separate Iur Transport Bearer Mode” the DRNS shall use this mode in the new configuration and apply separate transport bearers for the MAC-d flows.]

-
[FDD – if the Multicell E-DCH Transport Bearer Mode IE for an Additional E-DCH to be Setup is set to “UL Flow Multiplexing Mode” the DRNS shall use this mode in the new configuration and multiplex MAC-d flows on the transport bearers.]

-
[FDD – if Separate Iur Transport Bearer Mode is used in the new configuration, then:]

-
[FDD – The DRNS shall follow the rules defined in this procedure for single carrier mode of operation for establishment of the transport bearer for a MAC-d flow and use the Transport Bearer Not Requested Indicator IE in the RL Specific E-DCH Information IE in the RL Information IE received for the corresponding Radio Link(s) of the Primary Uplink Frequency to determine the transport bearer configuration in the new configuration for the radio links of the Secondary Uplink Frequency.]

-
[FDD – If the Transport Layer Address IE and Binding ID IE is included for an E-DCH MAC-d flow in the Additional E-DCH MAC-d Flows Specific Information IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, then the DRNS may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. If the DRNS establishes a transport bearer for the concerned E-DCH MAC-d flow the DRNS shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE in the Additional E-DCH MAC-d Flow Specific Information Response IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE for establishment of a transport bearer for every E-DCH MAC-d flow being established.]

-
[FDD – If activation of power balancing for the Additional E-DCH RL by the RADIO LINK SETUP REQUEST message is supported by the DRNS, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message]

-
[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message and if DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.] 

-
[FDD – If the Additional Serving E-DCH Radio Link is configured in the DRNS, then:]

-
[FDD – The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – The DRNS may include in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the Additional serving E-DCH RL and may include the Default Serving Grant in DTX Cycle 2 IE.]

-
[FDD – If the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission shall be changed, the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

-
[FDD – If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new additional serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC. If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the resources that are allocated for the new additional serving E-DCH Radio Link.]

-
[FDD – If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNS shall include in the RADIO LINK SETUP RESPONSE message the Primary Scrambling Code IE, the UL UARFCN IE and the DL UARFCN IE for the secondary UL frequency in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If Primary CPICH is not to be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used” in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE RADIO LINK SETUP RESPONSE message.]

-
[FDD – If Secondary CPICH may be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Secondary CPICH Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK SETUP RESPONSE message. If the DRNS doesn’t include the Secondary CPICH Information IE, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used”.]
[FDD – E-DCH –HS-DSCH:]

[FDD – If the RADIO LINK SETUP REQUEST message includes the DCH Indicator For E-DCH-HSDPA Operation IE, then the DRNS shall ignore the DCH Information IE in the RADIO LINK SETUP REQUEST message.] 
<next modification>

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD – The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.

<partially omitted>
[FDD – Additional E-DCH Setup:]

[FDD – If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is “Setup”, then the Additional E-DCH Cell Information Setup IE defines the new configuration and then:] 

-
[FDD – If the C-ID IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the C-ID IE indicates the cell in which the additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the Additional E-DCH on the secondary uplink frequency and setup the requested Additional E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD – The DRNS shall setup the Additional E-DCH on the secondary uplink frequency and setup the requested Additional E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
-
[FDD – If the C-ID IE is not included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the E-DCH Additional RL ID IE indicates the existing RL on which the Additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the Additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD – The DRNS shall setup the Additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
· [FDD – The DRNS shall use for the non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters the same values as for the corresponding cell of the Primary uplink frequency.]

· [FDD – If the UL SIR Target IE in the UL DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE and/or the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE are present, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.] 

· [FDD – If the Secondary UL Frequency Activation State IE is present in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE, the DRNS shall use the information as initial activation state of the Radio Links on the secondary uplink frequency.]

· [FDD – If the Initial DL Tx Power IE, the Primary CPICH Ec/No IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE, is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.] 

· [FDD – If the Enhanced Primary CPICH Ec/No IE is included in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH Secondary RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

· If the F-DPCH Slot Format Support Request IE in the F-DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE is included, the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to TS 25.211 [8] and include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message. If the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE includes the F-DPCH Slot Format IE, the DRNS may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

· [FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Processing Overload Level IE are present in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

· [FDD – If activation of power balancing for the Additional E-DCH RL by the RADIO LINK ADDITION REQUEST message is supported by the DRNS, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

· [FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

· [FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message.]

· [FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message and if DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.] 

· [FDD – If the Additional Serving E-DCH Radio Link is configured in the DRNS, then:]

-
[FDD – The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – The DRNS may include in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message the the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the Additional serving E-DCH RL and may include the Default Serving Grant in DTX Cycle 2 IE.]

-
[FDD – If the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission shall be changed, the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant E-DCH FDD Information Response IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

-
[FDD – If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, then the DRNS shall activate the resources that are allocated for the new additional serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC. If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the resources that are allocated for the new additional serving E-DCH Radio Link]

-
[FDD – If Primary CPICH is not to be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used” in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If Secondary CPICH may be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Secondary CPICH Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message. If the DRNS doesn’t include the Secondary CPICH Information IE, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used”.]

[FDD – Additional E-DCH RL Addition:]

[FDD – If the Additional E-DCH Cell Information RL Add Req IE is present in the RADIO LINK ADDITION REQUEST message and the choice of Setup Or Addition Of E-DCH On Secondary UL Frequency is “Addition”, then the Additional E-DCH Cell Information Addition IE defines the new configuration and then:]

-
[FDD – The DRNS shall setup the requested E-DCH resources as requested, or as configured in the UE context , on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Add IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – The DRNS shall setup the requested E-DCH resources as requested, or as configured in the UE context , on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Add IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – if the Multicell E-DCH Information IE is included and contains the Minimum Reduced E-DPDCH Gain Factor IE, the DRNS shall use the information in the same way as for the information used on the Primary uplink frequency.]

-
[FDD – if the Additional E-DCH FDD Information IE is included and contains the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Processing Overload Level IE, the DRNS shall use the information in the same way as for the information used on the Primary uplink frequency.]

-
[FDD – If the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE is included in the Additional E-DCH RL Specific Information To Add IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to “Individual” in the existing Additional E-DCH RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH RL Specific Information To Add IE, the DRNS shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional RL(s), if activation of power balancing by the RADIO LINK ADDITION REQUEST message is supported, according to subclause 8.3.15. In this case, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message. If the DRNS starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level which is calculated based on the following IEs in the Additional E-DCH RL Specific Information To Add IE (if received): Primary CPICH Ec/No IE or the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE or to the power level which is calculated based on the power relative to the Primary CPICH power used by the existing Additional RLs.]

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set the same value for the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Add IE the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Add IE in the RADIO LINK ADDITION RESPONSE message and if DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.]
-
[FDD – If in the Additional E-DCH RL Specific Information To Add IE the Primary CPICH Ec/No IE or the Primary CPICH Ec/No IE and the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE measured by the UE are included for an RL in the RADIO LINK ADDITION REQUEST message, the DRNS shall use this in the calculation of the Initial DL TX Power for this additional RL. If the Primary CPICH Ec/No IE is not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CPICH power used by the existing RLs.]
<next modification>

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION PREPARE message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE. 
<partially omitted>
[FDD – Additional E-DCH Setup:]

[FDD – If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Setup”, then the Additional E-DCH Cell Information Setup IE defines the new configuration and then:] 

-
[FDD – If the C-ID IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the C-ID IE indicates the cell in which the additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the Additional E-DCH on the secondary uplink frequency and setup the requested Additional E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD – The DRNS shall setup the Additional E-DCH on the secondary uplink frequency and setup the requested Additional E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
-
[FDD – If the C-ID IE is not included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the E-DCH Additional RL ID IE indicates the existing RL on which the Additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD – The DRNS shall setup the additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
-
[FDD – The DRNS shall  use for the non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters the same values as for the corresponding cell of the Primary uplink frequency.]

-
[FDD – If the UL SIR Target IE in the UL DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE and/or the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE are present, the DRNS shall use the information in the same same way as for the information used on Primary uplink frequency.] 

-
[FDD – If the Secondary UL Frequency Activation State IE is present in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE, the DRNS shall use the information as initial activation state of the Radio Links on the secondary uplink frequency.]

-
[FDD – If the Initial DL Tx Power IE, the Primary CPICH Ec/No IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If the Enhanced Primary CPICH Ec/No IE is included in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH Secondary RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If the F-DPCH Slot Format Support Request IE in the F-DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE is included, the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to TS 25.211 [8] and include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RL Reconf IE in the RADIO RECONFIGURATION READY message. If the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE includes the F-DPCH Slot Format IE, the DRNS may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

-
[FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE , the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Processing Overload Level IE are present in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If activation of power balancing for the Additional E-DCH RL by the RADIO LINK RECONFIGURATION PREPARE message is supported by the DRNS, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message.] 

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the AdditionalE-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the AdditionalE-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message and if DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.] 

-
[FDD – If the Additional Serving E-DCH Radio Link is configured in the DRNS, then:]

-
[FDD – The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – The DRNS may include in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the Additional serving E-DCH RL and may include the Default Serving Grant in DTX Cycle 2 IE.]
-
[FDD – If the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission shall be changed, the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If Primary CPICH is not to be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used” in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If Secondary CPICH may be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Secondary CPICH Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message. If the DRNS doesn’t include the Secondary CPICH Information IE, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used”.]

[FDD – Additional E-DCH Configuration Change]

[FDD – If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Configuration Change”, then the Additional E-DCH Cell Information Configuration Change IE defines the new configuration and then:]

-
[FDD – If the UL Scrambling Code IE and/or the UL SIR Target IE are present in the UL DPCH Information IE in the Additional E-DCH Configuration Change Information IE and/or id the Minimum Reduced E-DPDCH Gain Factor IE is present in the Multicell E-DCH Information IE in the Additional E-DCH Configuration Change Information IE, the DRNS shall use the information in the same way as for the information that is used on the Primary uplink frequency.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE in the Additional E-DCH Configuration Change Information IE, then:]

-
[FDD – The DRNS shall configure the concerned UE Context to use F-DPCH in the downlink in the new configuration.]

-
[FDD – If the F-DPCH Information IE includes the F-DPCH Slot Format Support Request IE, then the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to TS 25.211 [8] and include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE for new RLs on the secondary UL frequency or in the Additional Modified E-DCH FDD Information Response IE for modified RLs in the RADIO LINK RECONFIGURATION READY message. If the Multicell E-DCH Information IE in the Additional E-DCH Configuration Change Information IE includes the F-DPCH Slot Format IE, the DRNS may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

[FDD – Additional E-DCH RL Addition:]

[FDD – If the Additional E-DCH RL Specific Information To Add IE is present in the Additional E-DCH Configuration Change Information IE, then:]

-
[FDD – The DRNS shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH Additional RL ID IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – The DRNS shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH Additional RL ID IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – If the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE is included, the DRNS shall use the information in the same way as for information is used on the Primary uplink frequency.]

-
[FDD – If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to “Individual” in the existing Additional E-DCH RL(s) and the RADIO LINK RECONFIGURATION PREPARE message includes the DL Reference Power IE in the Multicell E-DCH RL Specific Information IE, the DRNS shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional RL(s), if activation of power balancing by the RADIO LINK RECONFIGURATION PREPARE message at RL addition on secondary UL frequency is supported, according to subclause 8.3.15. In this case, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message. If the DRNS starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level which is calculated based on the following IEs (if received): Primary CPICH Ec/No IE or the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE or to the power level which is calculated based on the power relative to the Primary CPICH power used by the existing Additional RLs.]

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message] 

-
[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Add IE, the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message and if DRNS has no valid data for the E-RGCH/ E-HICH Channelisation Code IE, then it shall insert the E-RGCH/ E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/ E-HICH Channelisation Code IE contains invalid data.]
-
[FDD – If the Primary CPICH Ec/No IE or the Primary CPICH Ec/No IE and the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE measured by the UE are included for a RL in the RADIO LINK RECONFIGURATION PREPARE message, the DRNS shall use this in the calculation of the Initial DL TX Power for this additional RL. If the Primary CPICH Ec/No IE is not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CPICH power used by the existing RLs.]
[FDD – Additional E-DCH RL Modification:] 

[FDD – If the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then the RL indicated by the E-DCH Additional RL ID IE indicates the RL on which E-DCH resources shall be modified:]
· [FDD – If the Improved DL control channels IndicatorIE in the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then the RL indicated by the E-DCH Additional RL ID IE indicates the RL shall be transimitted on the corresponding cell of the primary uplink frequency.] 

· [FDD – If the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, and/or the E-DCH DL Control Channel Grant IE in the Multicell E-DCH RL Specific Information IE is included, the DRNS shall use the information in the same way as for the information used on the Primary uplink frequency.] 

· [FDD – If the DL Reference Power IEs is included in the Multicell E-DCH RL Specific Information IE and power balancing is active, DRNS shall apply DL power Control in the same way as defined for the Primary uplink frequency.]

· [FDD – If updating of power balancing parameters by the RADIO LINK RECONFIGURATION PREPARE message is supported by the DRNS, the DRNS shall include the DL Power Balancing Updated Indicator IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE for each affected RL in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the Phase Reference Update Indicator IE is included in the Multicell E-DCH RL Specific Information IE, DRNS shall modify the channel estimation information according to TS 25.214 [10] subclause 4.3.2.1 and set the value(s) in Primary CPICH Usage For Channel Estimation IE and/or Secondary CPICH Information Change IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message accordingly.]

-
[FDD – If the RADIO LINK RECONFIGURATION READY message includes the Primary CPICH Usage For Channel Estimation IE and/or the Secondary CPICH Information Change IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE, the DRNS shall avoid the new configuration in which neither the Primary CPICH nor the Secondary CPICH is used as a Phase Reference for this Radio Link.]

[FDD – Additional E-DCH Modification:] 
[FDD – If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]
· [FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Maximum Bitrate IE is included, the DRNS shall use this information for the related resource allocation operation.] 

· [FDD – If the E-DCH Processing Overload Level IE is included, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the RNC by initiating the Radio Link Failure procedure.]

· [FDD – If the DL TX power upper or lower limit has been re-configured for the secondary UL frequency, the DRNS shall include the new value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD – The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s), and the DRNS shall include in the RADIO LINK RECONFIGURATION READY message the Maximum Uplink SIR IE and Minimum Uplink SIR IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE for each Radio Link when these values are changed.] 

· [FDD – If the Additional E-DCH serving RL is in this DRNS, the DRNS may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission. In this case the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional Modified E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

[FDD – Additional E-DCH Removal]

[FDD – If the Additional E-DCH Cell Information RL Reconf Prep IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Removal”, then the additional E-DCH on the secondary uplink frequency shall be removed.]
<next modification>

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
<partially omitted>
[FDD – Additional E-DCH Setup:]

[FDD – If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Setup”, then the Additional E-DCH Cell Information Setup IE defines the new configuration and then:] 

-
[FDD – If the C-ID IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the C-ID IE indicates the cell in which the additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD – The DRNS shall setup the E-DCH on the secondary uplink frequency and setup the requested E-DCH resources on the Radio Links and in the cells indicated by the E-DCH Additional RL ID IE and the C-ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
-
[FDD – If the C-ID IE is not included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the E-DCH Additional RL ID IE indicates the existing RL on which the additional E-DCH shall be setup.]

-
[FDD – The DRNS shall setup the additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE.]
-
[FDD –The DRNS shall setup the additional E-DCH on the Radio Links indicated by the E-DCH Additional RL ID IE in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present.]
-
[FDD – The DRNS shall use for the non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters the same values as for the corresponding cell of the Primary uplink frequency.]

-
[FDD – If the UL SIR Target IE in the UL DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE and/or the DL Power Balancing Information IE and/or the Minimum Reduced E-DPDCH Gain Factor IE in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE are present, the DRNS shall use the information in the same same way as for the information used on Primary uplink frequency.] 

-
[FDD – If the Secondary UL Frequency Activation State IE is present in the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE, the DRNS shall use the information as initial activation state of the Radio Links on the secondary uplink frequency.]

-
[FDD – If the Initial DL Tx Power IE, the Primary CPICH Ec/No IE, the E-AGCH Power Offset IE, the E-RGCH Power Offset IE and/or the E-HICH Power Offset IE is included in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If the Enhanced Primary CPICH Ec/No IE is included in the Multicell E-DCH RL Specific Information IE in the Additional E-DCH Secondary RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If the F-DPCH Slot Format Support Request IE in the F-DPCH Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE is included, the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to TS 25.211 [8] and include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconfIE in the RADIO LINK RECONFIGURATION RESPONSE message. If the Multicell E-DCH Information IE in the Additional E-DCH FDD Setup Information IE includes the F-DPCH Slot Format IE, the DRNS may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

-
[FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Maximum Bitrate IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Processing Overload Level IE are present in the Additional E-DCH FDD Information IE in the Additional E-DCH FDD Setup Information IE in the Additional E-DCH Cell Information Setup IE, the DRNS shall use the information in the same way as for the information used on Primary uplink frequency.]

-
[FDD – If activation of power balancing for the Additional E-DCH RL by the RADIO LINK RECONFIGURATION REQUEST message is supported by the DRNS, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Setup IE in the Additional E-DCH FDD Setup Information IE the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE for each Additional E-DCH RL in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message and if DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.] 

-
[FDD – If the Additional Serving E-DCH Radio Link is configured in the DRNS, then:]

-
[FDD – The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – The DRNS may include in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the Additional serving E-DCH RL and may include the Default Serving Grant in DTX Cycle 2 IE.]
-
[FDD – If the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission shall be changed, the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If Primary CPICH is not to be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used” in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If Secondary CPICH may be used as a Phase Reference for this Radio Link on the secondary UL frequency, the DRNS shall include the Secondary CPICH Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the DRNS doesn’t include the Secondary CPICH Information IE, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the value “Primary CPICH shall not be used”.]

[FDD – Additional E-DCH Configuration Change]

[FDD – If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Configuration Change”, then the Additional E-DCH Cell Information Configuration Change IE defines the new configuration and then:]

-
[FDD – If the Minimum Reduced E-DPDCH Gain Factor IE and/or the Common DL Reference Power IE is present in the Multicell E-DCH Information IE in the Additional E-DCH Configuration Change Information IE IE the DRNS shall use the information in the same way as for the information that is used on the Primary uplink frequency.]

-
[FDD. If the UE Context is configured for F-DPCH Slot Format operation, the DRNS shall include the F-DPCH Slot Format IE in the Additional E-DCH FDD Information Response IE for new RLs on the secondary UL frequency or in the Additional Modified E-DCH FDD Information Response IE for modified RLs in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD – Additional E-DCH RL Addition:]

[FDD – If the Additional E-DCH RL Specific Information To Add IE is present in the Additional E-DCH Configuration Change Information IE in the Additional E-DCH Configuration Change Information IE, then:]

-
[FDD – The DRNS shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH Additional RL ID IE. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – The DRNS shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH Additional RL ID IE on the corresponding cells of the primary uplink frequency if the Improved DL control channels Indicator IE is present. Non cell specific Radio Link related parameters and non cell specific E-DPCH, UL DPCH, E-DCH and F-DPCH parameters shall take the same values as for the corresponding cell of the Primary uplink frequency.]
-
[FDD – If the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE is included, the DRNS shall use the information in the same way as for the information used on the Primary uplink frequency.]

-
[FDD – If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to “Individual” in the existing Additional E-DCH RL(s) and the RADIO LINK RECONFIGURATION REQUEST message includes the DL Reference Power IE in the Multicell E-DCH RL Specific Information IE, the DRNS shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new Additional RL(s), if activation of power balancing by the RADIO LINK RECONFIGURATION REQUEST message at RL addition on secondary UL frequency is supported, according to subclause 8.3.15. In this case, the DRNS shall include the DL Power Balancing Activation Indicator IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the DRNS starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level which is calculated based on the following IEs (if received): Primary CPICH Ec/No IE or the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE or to the power level which is calculated based on the power relative to the Primary CPICH power used by the existing Additional RLs.]

-
[FDD – For each Additional E-DCH RL not having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall set the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message to a value that uniquely identifies the RL as a RL Set within the UE Context. The generation of E-HICH related information for Additional E-DCH RLs in different RL Sets shall not be common.]

-
[FDD – For all Additional E-DCH RLs having a common generation of the TPC commands in the DL with another Additional E-DCH RL, the DRNS shall assign to each Additional E-DCH RL the same value for the RL Set ID IE included in the Additional E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. This value shall uniquely identify these Additional E-DCH RLs as members of the same RL Set within the UE Context. The generation of E-HICH information for all Additional E-DCH RLs in a RL Set shall be common.]

-
[FDD – For each Additional E-DCH RL which has or can have a common generation of E-RGCH information with another Additional E-DCH RL (current or future) when the DRNS would contain the Additional E-DCH serving RL, the DRNS shall set a same value to the E-DCH RL Set ID IE for the Additional E-DCH RL in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message] 

-
[FDD – For every additional E-DCH RL indicated in the Additional E-DCH RL Specific Information To Add IE, the DRNS may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNS may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the Additional E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message and if DRNS has no valid data for the E-RGCH/ E-HICH Channelisation Code IE, then it shall insert the E-RGCH/ E-HICH Channelisation Code Validity Indicator IE to indicate that the E-RGCH/ E-HICH Channelisation Code IE contains invalid data.]

-
[FDD – If the Primary CPICH Ec/No IE or the Primary CPICH Ec/No IE and the Enhanced Primary CPICH Ec/No IE in the Multicell E-DCH RL Specific Information IE measured by the UE are included for a RL in the RADIO LINK RECONFIGURATION REQUEST message, the DRNS shall use this in the calculation of the Initial DL TX Power for this additional RL. If the Primary CPICH Ec/No IE is not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CPICH power used by the existing RLs.]
[FDD – Additional E-DCH RL Modification:] 

[FDD – If the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then the additional E-DCH RL indicated by the E-DCH Additional RL ID IE indicates the RL on which E-DCH resources shall be modified:]
· [FDD – If the Improved DL control channels IndicatorIE in the Additional E-DCH RL Specific Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then the RL indicated by the E-DCH Additional RL ID IE indicates the RL shall be transimitted on the corresponding cell of the primary uplink frequency.] 

· [FDD – If the E-AGCH Power Offset IE, the E-RGCH Power Offset IE, the E-HICH Power Offset IE, and/or the E-DCH DL Control Channel Grant IE in the Multicell E-DCH RL Specific Information IE is included, the DRNS shall use the information in the same way as for the information used on the Primary uplink frequency.] 

· [FDD – If the DL Reference Power IEs is included in the Multicell E-DCH RL Specific Information IE and power balancing is active, DRNS shall apply DL power Control in the same way as defined for the Primary uplink frequency.]

· [FDD – If updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is supported by the DRNS, the DRNS shall include the DL Power Balancing Updated Indicator IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE for each affected RL in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the RADIO LINK RECONFIGURATION RESPONSE message includes the Primary CPICH Usage For Channel Estimation IE and/or the Secondary CPICH Information Change IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE, the DRNS shall avoid the new configuration in which neither the Primary CPICH nor the Secondary CPICH is used as a Phase Reference for this Radio Link.]

[FDD – Additional E-DCH Modification:]
[FDD – If the Additional E-DCH FDD Information To Modify IE is present in the Additional E-DCH Configuration Change Information IE, then:]

· [FDD – If the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the E-DCH Minimum Set E-TFCI IE and/or the E-DCH Maximum Bitrate IE is included, the DRNS shall use this information for the related resource allocation operation.] 

· [FDD – If the E-DCH Processing Overload Level IE is included, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the RNC by initiating the Radio Link Failure procedure.]

· [FDD – If the DL TX power upper or lower limit has been re-configured for the secondary UL frequency, the DRNS shall include the new value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE in the RADIO LINK RECONFIGURATION RESPONSE message. 

· [FDD – The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s), and the DRNS shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Maximum Uplink SIR IE and Minimum Uplink SIR IE in the Additional Modified E-DCH FDD Information Response IE in the Additional E-DCH Cell Information Response RLReconf IE for each Radio Link when these values are changed.] 

· [FDD – If the Additional E-DCH serving RL is in this DRNS, the DRNS may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled transmission. In this case the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE in the Additional Modified E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD – Additional E-DCH Removal]

[FDD – If the Additional E-DCH Cell Information RL Reconf Req IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency is “Removal”, then the additional E-DCH on the secondary uplink frequency shall be removed.]
<next modification>

9.2.2.115
Additional E-DCH RL Specific Information To Setup

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH Additional RL Specific Information
	
	1..<maxNrOfEDCHRLs>
	
	
	–
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.49
	
	–
	

	>C-ID
	O
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Initial DL Tx Power
	O
	
	DL Power

9.2.1.21A
	
	
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>E-AGCH Power Offset
	O
	
	9.2.2.61
	
	–
	

	>E-RGCH Power Offset
	O
	
	9.2.2.62
	
	–
	

	>E-HICH Power Offset
	O
	
	9.2.2.63
	
	–
	

	>Additional E-DCH MAC-d Flow Specific Information
	O
	
	9.2.2.118
	
	–
	

	>Multicell E-DCH RL Specific Information
	O
	
	9.2.2.119
	
	YES
	ignore

	>Improved DL control channels Indicator
	O
	ENUMERATED (True)
	
	TRUE means that the DL control channels of the E-DCH configurations related to the RL and/or the cell on the secondary carrier should be transmitted on the corresponding one on the primary carrier.
	
	


	Range bound
	Explanation

	maxNrOfEDCHRLs
	Maximum number of E-DCH RLs for one UE


9.2.2.116
Additional E-DCH RL Specific Information To Add

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH Additional RL Specific Information To Add
	
	1..<maxNrOfEDCHRLs>
	
	
	–
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>E-AGCH Power Offset
	O
	
	9.2.2.61
	
	–
	

	>E-RGCH Power Offset
	O
	
	9.2.2.62
	
	–
	

	>E-HICH Power Offset
	O
	
	9.2.2.63
	
	–
	

	>Additional E-DCH MAC-d Flow Specific Information
	O
	
	9.2.2.118
	
	–
	

	>Multicell E-DCH RL Specific Information
	O
	
	9.2.2.119
	
	YES
	ignore

	>Improved DL control channels Indicator
	O
	ENUMERATED (True)
	
	TRUE means that the DL control channels of the E-DCH configurations related to the RL and/or the cell on the secondary carrier should be transmitted on the corresponding one on the primary carrier.
	
	


	Range bound
	Explanation

	maxNrOfEDCHRLs
	Maximum number of E-DCH RLs for one UE.


9.2.2.117
Additional E-DCH RL Specific Information To Modify

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH Additional RL Specific Information to Modify
	
	1..<maxNrOfEDCHRLs>
	
	
	–
	

	>E-DCH Additional RL ID
	M
	
	RL ID

9.2.1.49
	
	–
	

	>E-AGCH Power Offset
	O
	
	9.2.2.61
	
	–
	

	>E-RGCH Power Offset
	O
	
	9.2.2.62
	
	–
	

	>E-HICH Power Offset
	O
	
	9.2.2.63
	
	–
	

	>Additional E-DCH MAC-d Flow Specific Information
	O
	
	9.2.2.118
	
	–
	

	>Multicell E-DCH RL Specific Information
	O
	
	9.2.2.119
	
	YES
	ignore

	>Improved DL control channels Indicator
	O
	ENUMERATED (True)
	
	TRUE means that the DL control channels of the E-DCH configurations related to the RL and/or the cell on the secondary carrier should be transmitted on the corresponding one on the primary carrier.
	
	


	Range bound
	Explanation

	maxNrOfEDCHRLs
	Maximum number of E-DCH RLs for one UE.


<next modification>

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<partially omitted>
Additional-EDCH-RL-Specific-Information-To-Setup-ItemIEs
::=SEQUENCE{


eDCH-Additional-RL-ID



RL-ID,


c-ID







C-ID



OPTIONAL,


firstRLS-indicator




FirstRLS-Indicator,


propagationDelay




PropagationDelay



OPTIONAL,


initialDL-transmissionPower


DL-Power



OPTIONAL,


primaryCPICH-EcNo




PrimaryCPICH-EcNo


OPTIONAL,


e-AGCH-PowerOffset




E-AGCH-PowerOffset






OPTIONAL,


e-RGCH-PowerOffset




E-RGCH-PowerOffset






OPTIONAL,


e-HICH-PowerOffset




E-HICH-PowerOffset






OPTIONAL,


additional-EDCH-MAC-d-Flows-Specific-Info-List

Additional-EDCH-MAC-d-Flows-Specific-Info-List

OPTIONAL, 


multicellEDCH-RL-SpecificInformation

MulticellEDCH-RL-SpecificInformation
OPTIONAL,


improved-DL-Control-Channels-Indicator

Improved-DL-Control-Channels-Indicator 
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-RL-Specific-Information-To-Setup-ItemIEs-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-RL-Specific-Information-To-Setup-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Additional-EDCH-Cell-Information-To-Add-List
::= SEQUENCE (SIZE (1.. maxNrOfEDCH-1)) OF Additional-EDCH-Cell-Information-To-Add-ItemIEs

Additional-EDCH-Cell-Information-To-Add-ItemIEs::=SEQUENCE{


additional-EDCH-UL-DPCH-Information-Setup



Additional-EDCH-UL-DPCH-Information-Addition,


additional-EDCH-RL-Specific-Information-To-Add-List

Additional-EDCH-RL-Specific-Information-To-Add-List, 


additional-EDCH-FDD-Information




Additional-EDCH-FDD-Information

OPTIONAL,


multicellEDCH-Information





MulticellEDCH-Information

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-Cell-Information-To-Add-ItemIEs-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-Cell-Information-To-Add-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Additional-EDCH-UL-DPCH-Information-Addition
::=SEQUENCE{


ul-SIR-Target






UL-SIR,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-UL-DPCH-Information-Addition-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-UL-DPCH-Information-Addition-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Additional-EDCH-RL-Specific-Information-To-Add-List

::= SEQUENCE (SIZE (1.. maxNrOfEDCHRLs)) OF Additional-EDCH-RL-Specific-Information-To-Add-ItemIEs

Additional-EDCH-RL-Specific-Information-To-Add-ItemIEs
::=SEQUENCE{


eDCH-Additional-RL-ID



RL-ID,


c-ID







C-ID,


primaryCPICH-EcNo




PrimaryCPICH-EcNo


OPTIONAL,


e-AGCH-PowerOffset




E-AGCH-PowerOffset






OPTIONAL, 


e-RGCH-PowerOffset




E-RGCH-PowerOffset






OPTIONAL, 


e-HICH-PowerOffset




E-HICH-PowerOffset






OPTIONAL,


additional-EDCH-MAC-d-Flows-Specific-Info-List

Additional-EDCH-MAC-d-Flows-Specific-Info-List

OPTIONAL, 


multicellEDCH-RL-SpecificInformation

MulticellEDCH-RL-SpecificInformation

OPTIONAL,


improved-DL-Control-Channels-Indicator

Improved-DL-Control-Channels-Indicator 
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-RL-Specific-Information-To-Add-ItemIEs-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-RL-Specific-Information-To-Add-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Additional-EDCH-RL-Specific-Information-To-Modify-List
::= SEQUENCE (SIZE (1..maxNrOfEDCHRLs)) OF Additional-EDCH-RL-Specific-Information-To-Modify-ItemIEs
Additional-EDCH-RL-Specific-Information-To-Modify-ItemIEs
::=SEQUENCE{


eDCH-Additional-RL-ID



RL-ID,


e-AGCH-PowerOffset




E-AGCH-PowerOffset






OPTIONAL,


e-RGCH-PowerOffset




E-RGCH-PowerOffset






OPTIONAL, 


e-HICH-PowerOffset




E-HICH-PowerOffset






OPTIONAL,


additional-EDCH-MAC-d-Flows-Specific-Info-List

Additional-EDCH-MAC-d-Flows-Specific-Info-List

OPTIONAL, 


multicellEDCH-RL-SpecificInformation

MulticellEDCH-RL-SpecificInformation

OPTIONAL,


improved-DL-Control-Channels-Indicator

Improved-DL-Control-Channels-Indicator 

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-RL-Specific-Information-To-Modify-ItemIEs-ExtIEs} } OPTIONAL,


...

}

<partially omitted>
Non-HS-SCCH-Aassociated-HS-SICH-ID ::= INTEGER (0..255)
Improved-DL-Control-Channels-Indicator ::= ENUMERATED {

true

}
Initial-HS-PDSCH-SPS-Resource::= SEQUENCE {

repetitionPeriodIndex





RepetitionPeriodIndex,


repetitionLength






RepetitionLength


OPTIONAL,


hS-PDSCH-Offset







TDD-PhysicalChannelOffset,


hS-PDSCH-Midamble-Configuation



MidambleShiftLCR,

timeslot-Resource-Related-Information

HS-DSCH-TimeslotResourceLCR,


startCode








TDD-ChannelisationCode,


endCode









TDD-ChannelisationCode,


transport-Block-Size-Index




Transport-Block-Size-Index-LCR,


modulationType







ModulationSPS-LCR,


hS-SICH-Mapping-Index





HS-SICH-Mapping-Index,


iE-Extensions







ProtocolExtensionContainer { { Initial-HS-PDSCH-SPS-Resource-ExtIEs } }


OPTIONAL,

...

}
<end of modification>
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