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------------------------Start of the First Change--------------------
8.4
Handover Signalling

8.4.1
Handover Preparation

8.4.1.1
General

The purpose of the Handover Preparation procedure is to request the preparation of resources at the target side via the EPC. There is only one Handover Preparation procedure ongoing at the same time for a certain UE.

8.4.1.2
Successful Operation
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Figure 8.4.1.2-1: Handover preparation: successful operation

The source eNB initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving MME. When the source eNB sends the HANDOVER REQUIRED message, it shall start the timer TS1RELOCprep. The source eNB shall indicate the appropriate cause value for the handover in the Cause IE.

The source eNB shall include the Source to Target Transparent Container IE in the HANDOVER REQUIRED message.

In case of intra-system handover, the information in the Source to Target Transparent Container IE shall be encoded according to the definition of the Source eNB to Target eNB Transparent Container IE. In case of handover to UTRAN, the information in the Source to Target Transparent Container IE shall be encoded according to the Source RNC to Target RNC Transparent Container IE definition as specified in TS 25.413 [19] and the source eNB shall include the UE History Information IE in the Source RNC to Target RNC Transparent Container IE. If the handover is to GERAN A/Gb mode then the information in the Source to Target Transparent Container IE shall be encoded according to the definition of the Source BSS to Target BSS Transparent Container IE as described in TS 48.018 [18].

When the preparation, including the reservation of resources at the target side is ready, the MME responds with the HANDOVER COMMAND message to the source eNB.

If the Target to Source Transparent Container IE has been received by the MME from the handover target then the transparent container shall be included in the HANDOVER COMMAND message.

Upon reception of the HANDOVER COMMAND message the source eNB shall stop the timer TS1RELOCprep and start the timer TS1RELOCOverall.

In case of intra-system handover, the information in the Target to Source Transparent Container IE shall be encoded according to the definition of the Target eNB to Source eNB Transparent Container IE. In case of inter-system handover to UTRAN, the information in the Target to Source Transparent Container IE shall be encoded according to the Target RNC to Source RNC Transparent Container IE definition as specified in TS 25.413 [19]. In case of inter-system handover to GERAN A/Gb mode, the information in the Target to Source Transparent Container IE shall be encoded according to the Target BSS to Source BSS Transparent Container IE definition as described in TS 48.018 [18].

If there are any E-RABs that could not be admitted in the target, they shall be indicated in the E-RABs to Release List IE.

If the DL forwarding IE is included within the Source eNB to Target eNB Transparent Container IE of the HANDOVER REQUIRED message and it is set to “DL forwarding proposed”, it indicates that the source eNB proposes forwarding of downlink data.
If the UE Type IE is included within the Source eNB to Target eNB Transparent Container IE of the HANDOVER REQUIRED message and it is set to “Category 0”, it indicates that the source eNB proposes to Handover a category 0 UE to the target eNB.
If the MME receives the Direct Forwarding Path Availability IE in the HANDOVER REQUIRED message indicating that a direct data path is available, it shall handle it as specified in TS 23.401 [11].

If the CSG Id IE and no Cell Access Mode IE are received in the HANDOVER REQUIRED message, the MME shall perform the access control according to the CSG Subscription Data of that UE and, if the access control is successful or if at least one of the E-RABs has a particular ARP value (see TS 23.401 [11]), it shall continue the handover and propagate the CSG Id IE to the target side. If the access control is unsuccessful but at least one of the E-RABs has a particular ARP value (see TS 23.401 [11]) the MME shall also provide the CSG Membership Status IE set to “non member” to the target side.

If the CSG Id IE and the Cell Access Mode IE set to “hybrid” are received in the HANDOVER REQUIRED message, the MME shall provide the membership status of the UE and the CSG Id to the target side.

------------------------Start of the Next Change--------------------
8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target eNB for the handover of a UE.

8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which contains roaming or access restrictions.

If the Handover Restriction List IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information in the UE context. This information shall however not be considered whenever one of the handed over E-RABs has a particular ARP value (TS 23.401 [11]).

The target eNB shall use the information in Handover Restriction List IE if present in the HANDOVER REQUEST message to determine a target for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE. If the Handover Restriction List IE is not contained in the HANDOVER REQUEST message, the target eNB shall consider that no roaming and no access restriction apply to the UE.

Upon reception of the HANDOVER REQUEST message the eNB shall store the received UE Security Capabilities IE in the UE context and use it to prepare the configuration of the AS security relation with the UE.

If the SRVCC Operation Possible IE is included in the HANDOVER REQUEST message, the target eNB shall store the content of the received SRVCC Operation Possible IE in the UE context and, if supported, use it as defined in TS 23.216 [9].
Upon reception of the HANDOVER REQUEST message the eNB shall store the received Security Context IE in the UE context and the eNB shall use it to derive the security configuration as specified in TS 33.401 [15].

If the Trace Activation IE is included in the HANDOVER REQUEST message, the target eNB shall if supported, initiate the requested trace function as described in TS 32.422 [10]. In particular, the eNB shall, if supported:

-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [10];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace”, initiate the requested trace session and MDT session as described in TS 32.422 [10];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only” or “Logged MDT only”, initiate the requested MDT session as described in TS 32.422 [10] and the target eNB shall ignore Interfaces To Trace IE, and Trace Depth IE.

-
if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session.

-
if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the eNB may use it to propagate the MDT Configuration as described in TS 37.320 [31].

If the CSG Id IE is received in the HANDOVER REQUEST message, the eNB shall compare the received value with the CSG Id broadcast by the target cell.

If the CSG Membership Status IE is received in the HANDOVER REQUEST message and the CSG Membership Status is set to “member”, the eNB may provide the QoS to the UE as for member provided that the CSG Id received in the HANDOVER REQUEST messages corresponds to the CSG Id broadcast by the target cell.

If the CSG Membership Status IE and the CSG Id IE are received in the HANDOVER REQUEST message and the CSG Id does not correspond to the CSG Id broadcast by the target cell, the eNB may provide the QoS to the UE as for a non member and shall send back in the HANDOVER REQUEST ACKNOWLEDGE message the actual CSG Id broadcast by the target cell.

If the target cell is CSG cell or hybrid cell, the target eNB shall include the CSG ID IE in the HANDOVER REQUEST ACKNOWLEDGE message.

If the target eNB receives the CSG Id IE and the CSG Membership Status IE is set to “non member” in the HANDOVER REQUEST message and the target cell is a closed cell and at least one of the E-RABs has a particular ARP value (see TS 23.401 [11]), the eNB shall send back the HANDOVER REQUEST ACKNOWLEDGE message to the MME accepting those E-RABs and failing the other E-RABs.

If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the Source eNB to Target eNB Transparent Container IE, the target eNB shall store the content of the received Subscriber Profile ID for RAT/Frequency priority IE in the UE context and use it as defined in TS 36.300 [14].

Upon reception of the UE History Information IE, which is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
If the Mobility Information IE is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall, if supported, store this information and use it as defined in TS 36.300 [14].

After all necessary resources for the admitted E-RABs have been allocated, the target eNB shall generate the HANDOVER REQUEST ACKNOWLEDGE message. The target eNB shall include in the E-RABs Admitted List IE the E-RABs for which resources have been prepared at the target cell. The E-RABs that have not been admitted in the target cell, if any, shall be included in the E-RABs Failed to Setup List IE.

If the HANDOVER REQUEST message contains the Data Forwarding Not Possible IE associated with a given E-RAB within the E-RABs To Be Setup List IE set to “Data forwarding not possible”, then the target eNB may decide not to include the DL Transport Layer Address IE and the DL GTP-TEID IE and for intra LTE handover the UL Transport Layer Address IE and the UL GTP-TEID IE within the E-RABs Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message for that E-RAB.

For each bearer that target eNB has decided to admit and for which DL forwarding IE is set to “DL forwarding proposed”, the target eNB may include the DL GTP-TEID IE and the DL Transport Layer Address IE within the E-RABs Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message indicating that it accepts the proposed forwarding of downlink data for this bearer.

If the HANDOVER REQUEST ACKNOWLEDGE message contains the UL GTP-TEID IE and the UL Transport Layer Address IE for a given bearer in the E-RABs Admitted List IE, then it means the target eNB has requested the forwarding of uplink data for this given bearer.

If the Request Type IE is included in the HANDOVER REQUEST message, then the target eNB should perform the requested location reporting functionality for the UE as described in subclause 8.11.

If the UE Security Capabilities IE included in the HANDOVER REQUEST message only contains the EIA0 algorithm as defined in TS 33.401 [15] and if this EIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the eNB (TS 33.401 [15]), the eNB shall take it into use and ignore the keys received in the Security Context IE.

The GUMMEI IE shall only be contained in the HANDOVER REQUEST message according to subclauses 4.6.2 and 4.7.6.6 of TS 36.300 [14]. If the GUMMEI IE is present, the target eNB shall store this information in the UE context and use it for subsequent X2 handovers.

The MME UE S1AP ID 2 IE shall only be contained in the HANDOVER REQUEST message according to subclause 4.6.2 of TS 36.300 [14].If the MME UE S1AP ID 2 IE is present, the target eNB shall store this information in the UE context and use it for subsequent X2 handovers.

If the Management Based MDT Allowed IE only or the Management Based MDT Allowed IE and the Management Based MDT PLMN List IE is contained in the HANDOVER REQUEST message, the target eNB shall, if supported, store the received information in the UE context, and use this information to allow subsequent selections of the UE for management based MDT defined in TS 32.422 [10].

If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target eNB shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
If the HANDOVER REQUEST message contains the UE Type IE within the Source eNB to Target eNB Transparent Container IE of the HANDOVER REQUEST message and it is set to “Category 0”, and if the category 0 UEs are allowed to access the target cell, the target eNB shall, include the UE Type IE within the Target eNB to Source eNB Transparent Container IE in the HANDOVER REQUEST ACKNOWLEDGE message.
------------------------Start of the Next Change--------------------
8.5
Paging

8.5.1
General

The purpose of the Paging procedure is to enable the MME to page a UE in the specific eNB.
8.5.2
Successful Operation
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Figure 8.5.2-1: Paging procedure
The MME initiates the paging procedure by sending the PAGING message to the eNB.

At the reception of the PAGING message, the eNB shall perform paging of the UE in cells which belong to tracking areas as indicated in the List of TAIs IE.

The CN Domain IE shall be transferred transparently to the UE.

The Paging DRX IE may be included in the PAGING message, and if present the eNB shall use it according to TS 36.304 [20].

A list of CSG IDs may be included in the PAGING message.

If included, the E-UTRAN may use the list of CSG IDs to avoid paging the UE at CSG cells whose CSG ID does not appear in the list.

For each cell that belongs to any of the TAs indicated in the List of TAIs IE, the eNB shall generate one page on the radio interface.

The Paging Priority IE may be included in the PAGING message, and if present the eNB may use it according to TS 23.401 [11] and TS 23.272 [17].
If the UE Type IE is included in the PAGING message and it is set to “Category 0”, the eNB may take it into consideration when paging the category 0 UE.
8.5.3
Unsuccessful Operation
Not applicable.

8.5.4
Abnormal Conditions

Not applicable.

------------------------Start of the Next Change--------------------
8.9
UE Capability Info Indication

8.9.1
General

The purpose of the UE Capability Info Indication procedure is to enable the eNB to provide to the MME UE capability-related information.

8.9.2
Successful Operation
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Figure 8.9.2-1: UE Capability Info Indication procedure. Successful operation.

The eNB controlling a UE-associated logical S1-connection initiates the procedure by sending a UE CAPABILITY INFO INDICATION message to the MME including the UE capability information. The UE capability information received by the MME shall replace any previously stored UE capability information in the MME for the UE.
If the UE Type IE is included in the UE CAPABILITY INFO INDICATION message and it is set to “Category 0”, the MME shall include it in the PAGING message.
------------------------Start of the Next Change--------------------
9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	CN Domain
	M
	
	9.2.3.22
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.2.3.16
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	ignore

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Paging Priority
	O
	
	9.2.1.78
	
	YES
	ignore

	UE Type
	O
	
	9.2.1.xx
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 256.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


------------------------Start of the Next Change--------------------
9.1.10
UE CAPABILITY INFO INDICATION

This message is sent by the eNB to provide UE Radio Capability information to the MME.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Radio Capability
	M
	
	9.2.1.27
	
	YES
	ignore

	UE Type
	O
	
	9.2.1.xx
	
	YES
	ignore


------------------------Start of the Next Change--------------------
9.2.1.3
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the S1AP protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,

TX2RELOCOverall Expiry, 

Successful Handover,

Release due to E-UTRAN Generated Reason, 
Handover Cancelled, Partial Handover, Handover Failure In Target EPC/eNB Or Target System,

Handover Target not allowed,

TS1RELOCoverall Expiry,

TS1RELOCprep Expiry,

Cell not available,

Unknown Target ID,

No Radio Resources Available in Target Cell, Unknown or already allocated MME UE S1AP ID,

Unknown or already allocated eNB UE S1AP ID,

Unknown or inconsistent pair of UE S1AP ID, Handover desirable for radio reasons,

Time critical handover,

Resource optimisation handover,

Reduce load in serving cell, User inactivity,

Radio Connection With UE Lost, Load Balancing TAU Required, CS Fallback Triggered,

UE Not Available For PS Service, Radio resources not available,

Failure in the Radio Interface Procedure, 

Invalid QoS combination, Inter-RAT redirection,

Interaction with other procedure, Unknown E-RAB ID, Multiple E-RAB ID instances, Encryption and/or integrity protection algorithms not supported, S1 intra system Handover triggered, S1 inter system Handover triggered, X2 Handover triggered
…,

Redirection towards 1xRTT,

Not supported QCI value,

invalid CSG Id,

Not allowed UE type)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
…)
	

	>NAS
	
	
	
	

	>>NAS Cause
	M
	
	ENUMERATED (Normal Release,

Authentication failure,

Detach,
Unspecified, 

…,

CSG Subscription Expiry)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,

Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload, Not enough User Plane Processing Resources,
Hardware Failure,
O&M Intervention,
Unspecified, Unknown PLMN, …)
	


The meaning of the different cause values is described in the following table. In general, “not supported” cause values indicate that the related capability is missing. On the other hand, “not available” cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	TX2RELOCOverall Expiry 
	The timer guarding the handover that takes place over X2 has abnormally expired.

	Successful Handover
	Successful handover.

	Release due to E-UTRAN generated reason
	Release is initiated due to E-UTRAN generated reason.

	Handover Cancelled
	The reason for the action is cancellation of Handover.

	Partial Handover
	Provides a reason for the handover cancellation. The HANDOVER COMMAND message from MME contained E-RABs to Release List IE and the source eNB estimated service continuity for the UE would be better by not proceeding with handover towards this particular target eNB.

	Handover Failure In Target EPC/eNB Or Target System
	The handover failed due to a failure in target EPC/eNB or target system.

	Handover Target not allowed
	Handover to the indicated target cell is not allowed for the UE in question.

	TS1RELOCoverall Expiry
	The reason for the action is expiry of timer TS1RELOCoverall.

	TS1RELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TS1RELOCprep expires.

	Cell not available
	The concerned cell is not available.

	Unknown Target ID
	Handover rejected because the target ID is not known to the EPC.

	No radio resources available in target cell
	Load on target cell is too high.

	Unknown or already allocated MME UE S1AP ID
	The action failed because the MME UE S1AP ID is either unknown, or (for a first message received at the eNB) is known and already allocated to an existing context.

	Unknown or already allocated eNB UE S1AP ID
	The action failed because the eNB UE S1AP ID is either unknown, or (for a first message received at the MME) is known and already allocated to an existing context.

	Unknown or inconsistent pair of UE S1AP ID
	The action failed because both UE S1AP IDs are unknown, or are known but do not define a single UE context.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Time Critical Handover
	handover is requested for time critical reason i.e., this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	User Inactivity
	The action is requested due to user inactivity on all E-RABs, e.g., S1 is requested to be released in order to optimise the radio resources.

	Radio Connection With UE Lost
	The action is requested due to loosing the radio connection to the UE.

	Load Balancing TAU Required
	The action is requested for all load balancing and offload cases in the MME.

	CS Fallback triggered
	The action is due to a CS fallback that has been triggered. When it is included in UE CONTEXT RELEASE REQUEST message, it indicates the PS service suspension is not required in the EPC.

	UE Not Available for PS Service
	The action is requested due to a CS fallback to GERAN that has been triggered.

When it is included in the UE CONTEXT RELEASE REQUEST message, it indicates that the PS service suspension is required in the EPC due to the target GERAN cell or the UE has no DTM capability.

	Radio resources not available
	No requested radio resources are available.

	Invalid QoS combination
	The action was failed because of invalid QoS combination. 

	Inter-RAT Redirection
	The release is requested due to inter-RAT redirection. When it is included in UE CONTEXT RELEASE REQUEST message, it indicates the PS service suspension is not required in the EPC.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.

	Interaction with other procedure
	The action is due to an ongoing interaction with another procedure.

	Unknown E-RAB ID
	The action failed because the E-RAB ID is unknown in the eNB.

	Multiple E-RAB ID Instances
	The action failed because multiple instance of the same E-RAB had been provided to the eNB.

	Encryption and/or integrity protection algorithms not supported
	The eNB is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	S1 Intra system Handover triggered
	The action is due to a S1 intra system handover that has been triggered.

	S1 Inter system Handover triggered
	The action is due to a S1 inter system handover that has been triggered.

	X2 Handover triggered
	The action is due to an X2 handover that has been triggered.

	Redirection towards 1xRTT
	The release of the UE-associated logical S1 connection is requested due to redirection towards a 1xRTT system e.g., CS fallback to 1xRTT, or SRVCC to 1xRTT, when the PS service suspension is required in the EPC. During this procedure, the radio interface message might but need not include redirection information.

	Not supported QCI Value
	The E-RAB setup failed because the requested QCI is not supported.

	Invalid CSG Id
	The CSG ID provided to the target eNB was found invalid.

	Not allowed UE type
	The UE type is not allowed to access the cell.


------------------------Start of the Next Change--------------------
9.2.1.7
Source eNB to Target eNB Transparent Container

The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB.

This IE is transparent to the EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	E-RABs Information List
	
	0..1
	
	
	-
	

	>E-RABs Information Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	

	Target Cell ID
	M
	
	E-UTRAN CGI

9.2.1.38
	
	-
	

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	

	UE History Information
	M
	
	9.2.1.42
	
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE Type
	O
	
	9.2.1.xx
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


9.2.1.8
Target eNB to Source eNB Transparent Container

The Target eNB to Source eNB Transparent Container IE is an information element that is produced by the target eNB and is transmitted to the source eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the target eNB to the external relocation source.

This IE is transparent to EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC E-UTRA Handover Command message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	UE Type
	O
	
	9.2.1.xx
	
	YES
	ignore


------------------------Start of the Next Change-------------------
9.2.1.93
User Location Information

This IE provides location information of a UE.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	User Location Information
	
	
	
	

	>E-UTRAN CGI
	M
	
	9.2.1.38
	

	>TAI
	M
	
	9.2.3.16
	


9.2.1.xx
UE Type
The IE indicates the UE Type.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Type
	M
	
	ENUMERATED (Category 0, …)
	


------------------------Start of the Next Change-------------------
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


Cause,


CellAccessMode,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXSRVCCInfo,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,


EUTRANRoundTripDelayEstimationInfo,


CNDomain,


ConcurrentWarningMessageIndicator,


CriticalityDiagnostics,


CSFallbackIndicator,


CSG-Id,


CSG-IdList, 


CSGMembershipStatus,


Data-Forwarding-Not-Possible,

Direct-Forwarding-Path-Availability,


Global-ENB-ID,


EUTRAN-CGI,


ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


ExtendedRepetitionPeriod,


GTP-TEID,


GUMMEI,


GUMMEIType,


HandoverRestrictionList,


HandoverType,


Masked-IMEISV,


LAI,


LPPa-PDU,


ManagementBasedMDTAllowed,


MDTPLMNList,


MMEname,


MMERelaySupportIndicator,


MME-UE-S1AP-ID,

MSClassmark2,


MSClassmark3,


NAS-PDU,


NASSecurityParametersfromE-UTRAN,


NASSecurityParameterstoE-UTRAN,

OverloadResponse,


PagingDRX,


PagingPriority,


PLMNidentity,


RIMTransfer,


RelativeMMECapacity,


RequestType,


E-RAB-ID,


E-RABLevelQoSParameters,


E-RABList,


RelayNode-Indicator,


Routing-ID,

SecurityKey,


SecurityContext,


ServedGUMMEIs,


SONConfigurationTransfer,


Source-ToTarget-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNB-ToTargeteNB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SubscriberProfileIDforRFP,


SRVCCOperationPossible,

SRVCCHOIndication,


SupportedTAs,


TAI,


Target-ToSource-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNB-ToSourceeNB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


TrafficLoadReductionIndication,


E-UTRAN-Trace-ID,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,


UE-associatedLogicalS1-ConnectionItem,


UESecurityCapabilities,

UEType,

S-TMSI,


MessageIdentifier,


SerialNumber,


WarningAreaList,


RepetitionPeriod,


NumberofBroadcastRequest,


WarningType,


WarningSecurityInfo,


DataCodingScheme,


WarningMessageContents,


BroadcastCompletedAreaList,


RRC-Establishment-Cause,


BroadcastCancelledAreaList,


PS-ServiceNotAvailable,


GUMMEIList,


Correlation-ID,


GWContextReleaseIndication,


PrivacyIndicator,


VoiceSupportMatchIndicator,


TunnelInformation,


KillAllWarningMessages,


TransportInformation,


LHN-ID,


UserLocationInformation,


AdditionalCSFallbackIndicator,


ECGIListForRestart,


TAIListForRestart,


EmergencyAreaIDListForRestart

FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-uEaggregateMaximumBitrate,


id-Cause,


id-CellAccessMode,


id-cdma2000HORequiredIndication,


id-cdma2000HOStatus,


id-cdma2000OneXSRVCCInfo,


id-cdma2000OneXRAND,


id-cdma2000PDU,


id-cdma2000RATType,


id-cdma2000SectorID,


id-EUTRANRoundTripDelayEstimationInfo,


id-CNDomain,


id-ConcurrentWarningMessageIndicator,


id-CriticalityDiagnostics,


id-CSFallbackIndicator,


id-CSG-Id,


id-CSG-IdList,


id-CSGMembershipStatus,


id-Data-Forwarding-Not-Possible,

id-DefaultPagingDRX,


id-Direct-Forwarding-Path-Availability,


id-Global-ENB-ID,


id-EUTRAN-CGI,


id-eNBname,


id-eNB-StatusTransfer-TransparentContainer,


id-eNB-UE-S1AP-ID, 


id-GERANtoLTEHOInformationRes,


id-GUMMEI-ID,


id-GUMMEIType,


id-HandoverRestrictionList,


id-HandoverType,


id-Masked-IMEISV,


id-InitialContextSetup,


id-Inter-SystemInformationTransferTypeEDT,


id-Inter-SystemInformationTransferTypeMDT,

id-LPPa-PDU,


id-NAS-DownlinkCount,

id-ManagementBasedMDTAllowed,


id-ManagementBasedMDTPLMNList,


id-MMEname,


id-MME-UE-S1AP-ID,


id-MSClassmark2,


id-MSClassmark3,


id-NAS-PDU,


id-NASSecurityParametersfromE-UTRAN,


id-NASSecurityParameterstoE-UTRAN,


id-OverloadResponse,


id-pagingDRX,


id-PagingPriority,


id-RelativeMMECapacity,


id-RequestType,


id-Routing-ID,

id-E-RABAdmittedItem,


id-E-RABAdmittedList,


id-E-RABDataForwardingItem,


id-E-RABFailedToModifyList,


id-E-RABFailedToReleaseList,


id-E-RABFailedtoSetupItemHOReqAck,


id-E-RABFailedToSetupListBearerSURes,


id-E-RABFailedToSetupListCtxtSURes,


id-E-RABFailedToSetupListHOReqAck,


id-E-RABFailedToBeReleasedList,


id-E-RABModify,


id-E-RABModifyItemBearerModRes,


id-E-RABModifyListBearerModRes,


id-E-RABRelease,


id-E-RABReleaseItemBearerRelComp,


id-E-RABReleaseItemHOCmd,


id-E-RABReleaseListBearerRelComp,


id-E-RABReleaseIndication,


id-E-RABSetup,


id-E-RABSetupItemBearerSURes,


id-E-RABSetupItemCtxtSURes,


id-E-RABSetupListBearerSURes,


id-E-RABSetupListCtxtSURes,


id-E-RABSubjecttoDataForwardingList,

id-E-RABToBeModifiedItemBearerModReq,


id-E-RABToBeModifiedListBearerModReq,


id-E-RABToBeReleasedList,


id-E-RABReleasedList,


id-E-RABToBeSetupItemBearerSUReq,


id-E-RABToBeSetupItemCtxtSUReq,


id-E-RABToBeSetupItemHOReq,


id-E-RABToBeSetupListBearerSUReq,


id-E-RABToBeSetupListCtxtSUReq,


id-E-RABToBeSetupListHOReq,


id-E-RABToBeSwitchedDLItem,


id-E-RABToBeSwitchedDLList,


id-E-RABToBeSwitchedULList,


id-E-RABToBeSwitchedULItem,


id-E-RABtoReleaseListHOCmd,


id-SecurityKey,


id-SecurityContext,


id-ServedGUMMEIs,


id-SONConfigurationTransferECT,


id-SONConfigurationTransferMCT,


id-Source-ToTarget-TransparentContainer,


id-Source-ToTarget-TransparentContainer-Secondary,


id-SourceMME-UE-S1AP-ID,


id-SRVCCOperationPossible,

id-SRVCCHOIndication,


id-SubscriberProfileIDforRFP,


id-SupportedTAs,


id-S-TMSI,


id-TAI,


id-TAIItem,


id-TAIList,


id-Target-ToSource-TransparentContainer,

id-Target-ToSource-TransparentContainer-Secondary,

id-TargetID,


id-TimeToWait,


id-TraceActivation,


id-TrafficLoadReductionIndication,


id-E-UTRAN-Trace-ID,


id-UEIdentityIndexValue,


id-UEPagingID,


id-UERadioCapability,


id-UTRANtoLTEHOInformationRes,


id-UE-associatedLogicalS1-ConnectionListResAck,

id-UE-associatedLogicalS1-ConnectionItem,


id-UESecurityCapabilities,


id-UE-S1AP-IDs,

id-ResetType,


id-MessageIdentifier,


id-SerialNumber,


id-WarningAreaList,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-WarningType,


id-WarningSecurityInfo,


id-DataCodingScheme,


id-WarningMessageContents,


id-BroadcastCompletedAreaList,


id-BroadcastCancelledAreaList,


id-RRC-Establishment-Cause,


id-TraceCollectionEntityIPAddress,


maxnoofTAIs,


maxnoofErrors,


maxnoofE-RABs,


maxnoofIndividualS1ConnectionsToReset,


maxnoofEmergencyAreaID,


maxnoofCellID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI,


id-ExtendedRepetitionPeriod,


id-PS-ServiceNotAvailable,


id-RegisteredLAI,


id-GUMMEIList,


id-SourceMME-GUMMEI,


id-MME-UE-S1AP-ID-2,


id-GW-TransportLayerAddress,


id-RelayNode-Indicator,


id-Correlation-ID,


id-MMERelaySupportIndicator,


id-GWContextReleaseIndication,


id-PrivacyIndicator,


id-VoiceSupportMatchIndicator,


id-Tunnel-Information-for-BBF,


id-SIPTO-Correlation-ID,


id-SIPTO-L-GW-TransportLayerAddress,


id-KillAllWarningMessages,


id-TransportInformation,


id-LHN-ID,


id-UserLocationInformation,


id-AdditionalCSFallbackIndicator,


id-ECGIListForRestart,


id-TAIListForRestart,


id-EmergencyAreaIDListForRestart,

id-UEType
------------------------Start of the Next Change--------------------
-- **************************************************************

--

-- PAGING ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{PagingIEs}},


...

}

PagingIEs S1AP-PROTOCOL-IES ::= {


{ ID id-UEIdentityIndexValue

CRITICALITY ignore
TYPE UEIdentityIndexValue


PRESENCE mandatory
}|


{ ID id-UEPagingID




CRITICALITY ignore
TYPE UEPagingID





PRESENCE mandatory
}|


{ ID id-pagingDRX




CRITICALITY ignore
TYPE PagingDRX





PRESENCE optional
}|


{ ID id-CNDomain




CRITICALITY ignore
TYPE CNDomain





PRESENCE mandatory
}|


{ ID id-TAIList





CRITICALITY ignore
TYPE TAIList





PRESENCE mandatory
}|


{ ID id-CSG-IdList




CRITICALITY ignore
TYPE CSG-IdList





PRESENCE optional
}|


{ ID id-PagingPriority



CRITICALITY ignore
TYPE PagingPriority




PRESENCE optional
}|


{ ID id-UEType





CRITICALITY ignore
TYPE UEType






PRESENCE optional
},


...

}

TAIList::= SEQUENCE (SIZE(1.. maxnoofTAIs)) OF ProtocolIE-SingleContainer {{TAIItemIEs}}

TAIItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-TAIItem
 CRITICALITY ignore

TYPE TAIItem
PRESENCE mandatory },


...

}

TAIItem ::= SEQUENCE {


tAI 






TAI,


iE-Extensions




ProtocolExtensionContainer { {TAIItemExtIEs} } OPTIONAL,


...

}

TAIItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

------------------------Start of the Next Change--------------------
-- **************************************************************

--

-- UE CAPABILITY INFO INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Capability Info Indication

--

-- **************************************************************

UECapabilityInfoIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UECapabilityInfoIndicationIEs} },


...

}

UECapabilityInfoIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability



PRESENCE mandatory
}|


{ ID id-UEType





CRITICALITY ignore
TYPE UEType






PRESENCE optional
},


...

}

------------------------Start of the Next Change--------------------
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronization-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-SignallingBasedMDTPLMNList,

id-MobilityInformation,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-eNBIndirectX2TransportLayerAddresses,


maxnoofCSGs,

maxnoofE-RABs,


maxnoofErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofCells,


maxnoofCellID,


maxnoofEmergencyAreaID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI,


maxnoofeNBX2TLAs,


maxnoofeNBX2ExtTLAs,


maxnoofeNBX2GTPTLAs,


maxnoofRATs,


maxnoofGroupIDs,


maxnoofMMECs,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMDTPLMNs,


maxnoofCellsforRestart,


maxnoofRestartTAIs,


maxnoofRestartEmergencyAreaIDs

FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


-- A

...

-- C

CancelledCellinEAI ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellinEAI-Item

CancelledCellinEAI-Item ::= SEQUENCE {


eCGI




EUTRAN-CGI,


numberOfBroadcasts

NumberOfBroadcasts,


iE-Extensions


ProtocolExtensionContainer { {CancelledCellinEAI-Item-ExtIEs} } OPTIONAL,


...

}

CancelledCellinEAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

CancelledCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CancelledCellinTAI-Item

CancelledCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CancelledCellinTAI-Item-ExtIEs} } OPTIONAL,


...

}

CancelledCellinTAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


nas




CauseNas,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,


unknown-PLMN,
...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


abstract-syntax-error-falsely-constructed-message,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,


tx2relocoverall-expiry,


successful-handover,


release-due-to-eutran-generated-reason,


handover-cancelled,



partial-handover,



ho-failure-in-target-EPC-eNB-or-target-system,


ho-target-not-allowed,


tS1relocoverall-expiry,

tS1relocprep-expiry,


cell-not-available,


unknown-targetID,


no-radio-resources-available-in-target-cell,


unknown-mme-ue-s1ap-id,


unknown-enb-ue-s1ap-id,


unknown-pair-ue-s1ap-id,


handover-desirable-for-radio-reason,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


user-inactivity,


radio-connection-with-ue-lost,


load-balancing-tau-required,


cs-fallback-triggered,


ue-not-available-for-ps-service,


radio-resources-not-available,


failure-in-radio-interface-procedure,


invalid-qos-combination,


interrat-redirection,


interaction-with-other-procedure,


unknown-E-RAB-ID,


multiple-E-RAB-ID-instances,

encryption-and-or-integrity-protection-algorithms-not-supported,

s1-intra-system-handover-triggered,


s1-inter-system-handover-triggered,


x2-handover-triggered,


...,


redirection-towards-1xRTT,


not-supported-QCI-value,


invalid-CSG-Id,


not-allowed-UE-type
}

...

-- S

SecurityKey
::= BIT STRING (SIZE(256))
SecurityContext ::= SEQUENCE {


nextHopChainingCount

INTEGER (0..7),


nextHopParameter


SecurityKey,


iE-Extensions



ProtocolExtensionContainer { { SecurityContext-ExtIEs} }
OPTIONAL,


...
}

SecurityContext-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SerialNumber ::= BIT STRING (SIZE (16))

SONInformation ::= CHOICE{


sONInformationRequest

SONInformationRequest,


sONInformationReply


SONInformationReply,


...

}

SONInformationRequest ::= ENUMERATED { 


x2TNL-Configuration-Info,


...,


time-Synchronization-Info}
SONInformationReply ::= SEQUENCE {


x2TNLConfigurationInfo


X2TNLConfigurationInfo


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{SONInformationReply-ExtIEs}} OPTIONAL,


...

}

SONInformationReply-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 9 to transfer Time synchronization information --


{ID id-Time-Synchronization-Info

CRITICALITY ignore
EXTENSION TimeSynchronizationInfo
PRESENCE optional
},


...

}

SONConfigurationTransfer ::= SEQUENCE {


targeteNB-ID




TargeteNB-ID,


sourceeNB-ID




SourceeNB-ID,


sONInformation




SONInformation,


iE-Extensions


ProtocolExtensionContainer { { SONConfigurationTransfer-ExtIEs} }


OPTIONAL,
...

}

SONConfigurationTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 10 to transfer the IP addresses of the eNB initiating the ANR action --


{ID id-x2TNLConfigurationInfo
CRITICALITY ignore
EXTENSION X2TNLConfigurationInfo



PRESENCE conditional


-- This IE shall be present if the SON Information IE contains the SON Information Request IE and the SON Information Request IE is set to “X2TNL Configuration Info” --





















},


...

}

Source-ToTarget-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the source RAN node to the target RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

SourceeNB-ID ::= SEQUENCE {


global-ENB-ID
Global-ENB-ID,


selected-TAI
TAI,


iE-Extensions
ProtocolExtensionContainer { {SourceeNB-ID-ExtIEs} } OPTIONAL

}

SourceeNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,


...

}

SRVCCHOIndication ::= ENUMERATED {


pSandCS,


cSonly,


...

}

SourceeNB-ToTargeteNB-TransparentContainer

::= SEQUENCE {


rRC-Container



RRC-Container,


e-RABInformationList

E-RABInformationList


OPTIONAL,


targetCell-ID



EUTRAN-CGI,


subscriberProfileIDforRFP
SubscriberProfileIDforRFP

OPTIONAL,


uE-HistoryInformation

UE-HistoryInformation,


iE-Extensions



ProtocolExtensionContainer { {SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ID id-MobilityInformation
CRITICALITY ignore
EXTENSION MobilityInformation
PRESENCE optional}|


{ID
id-UEType
CRITICALITY
ignore
EXTENSION
UEType
PRESENCE
optional}},


...

}

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

ServedGUMMEIs ::= SEQUENCE (SIZE (1.. maxnoofRATs)) OF ServedGUMMEIsItem

ServedGUMMEIsItem ::= SEQUENCE {


servedPLMNs



ServedPLMNs,


servedGroupIDs


ServedGroupIDs,


servedMMECs



ServedMMECs,


iE-Extensions


ProtocolExtensionContainer { {ServedGUMMEIsItem-ExtIEs} }
OPTIONAL,


...

}

ServedGUMMEIsItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ServedGroupIDs ::= SEQUENCE (SIZE(1.. maxnoofGroupIDs)) OF MME-Group-ID

ServedMMECs ::= SEQUENCE (SIZE(1.. maxnoofMMECs)) OF MME-Code

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SubscriberProfileIDforRFP ::= INTEGER (1..256) 

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,


broadcastPLMNs

BPLMNs,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAs-Item-ExtIEs} } OPTIONAL,


...

}

SupportedTAs-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

StratumLevel ::= INTEGER (0..3, ...)
SynchronizationStatus ::= ENUMERATED { synchronous, asynchronous, ... }
TimeSynchronizationInfo ::= SEQUENCE {


stratumLevel




StratumLevel,


synchronizationStatus


SynchronizationStatus,

iE-Extensions




ProtocolExtensionContainer { { TimeSynchronizationInfo-ExtIEs} } OPTIONAL,


...

}

TimeSynchronizationInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

S-TMSI ::= SEQUENCE {


mMEC
MME-Code,


m-TMSI
M-TMSI,

iE-Extensions

ProtocolExtensionContainer { {S-TMSI-ExtIEs} } OPTIONAL,


...

}

S-TMSI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- T

TAC ::= OCTET STRING (SIZE (2))

TAIBasedMDT ::= SEQUENCE {


tAIListforMDT


TAIListforMDT,


iE-Extensions


ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,


...

}

TAIBasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAI

TAIListforWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Broadcast ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Broadcast-Item

TAI-Broadcast-Item ::= SEQUENCE {


tAI




TAI,


completedCellinTAI
CompletedCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Broadcast-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Broadcast-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Cancelled ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Cancelled-Item

TAI-Cancelled-Item ::= SEQUENCE {


tAI




TAI,


cancelledCellinTAI
CancelledCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Cancelled-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Cancelled-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TABasedMDT ::= SEQUENCE {


tAListforMDT

TAListforMDT,


iE-Extensions

ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,


...

}

TABasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAC

CompletedCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CompletedCellinTAI-Item

CompletedCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


iE-Extensions

ProtocolExtensionContainer { {CompletedCellinTAI-Item-ExtIEs} } OPTIONAL,


...

}

CompletedCellinTAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TBCD-STRING ::= OCTET STRING (SIZE (3))

TargetID ::= CHOICE {


targeteNB-ID

TargeteNB-ID,


targetRNC-ID

TargetRNC-ID,


cGI




CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


global-ENB-ID

Global-ENB-ID,


selected-TAI

TAI,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargetRNC-ID ::= SEQUENCE {


lAI




LAI,


rAC




RAC 

OPTIONAL,


rNC-ID



RNC-ID,


extendedRNC-ID

ExtendedRNC-ID

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } OPTIONAL,


...


}

TargetRNC-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargeteNB-ToSourceeNB-TransparentContainer

::= SEQUENCE {


rRC-Container

RRC-Container,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ID
id-UEType
CRITICALITY
ignore
EXTENSION
UEType
PRESENCE
optional}},


...

}

Target-ToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are coded according to the specifications of the target system.

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

M1ThresholdEventA2 ::= SEQUENCE { 


measurementThreshold
MeasurementThresholdA2,


iE-Extensions


ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,


...

}

M1ThresholdEventA2-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Threshold-RSRP ::= INTEGER(0..97)

Threshold-RSRQ ::= INTEGER(0..34)

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

Time-UE-StayedInCell ::= INTEGER (0..4095)

Time-UE-StayedInCell-EnhancedGranularity ::= INTEGER (0..40950)

TransportInformation ::= SEQUENCE {


transportLayerAddress



TransportLayerAddress,


uL-GTP-TEID






GTP-TEID,


...

}

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))

TraceActivation ::= SEQUENCE {


e-UTRAN-Trace-ID




E-UTRAN-Trace-ID,


interfacesToTrace




InterfacesToTrace,
traceDepth






TraceDepth,

traceCollectionEntityIPAddress

TransportLayerAddress,


iE-Extensions





ProtocolExtensionContainer { { TraceActivation-ExtIEs} }
OPTIONAL,


...

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-10 to support MDT --


{ ID id-MDTConfiguration
CRITICALITY ignore
EXTENSION MDT-Configuration

PRESENCE optional },


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


minimumWithoutVendorSpecificExtension,


mediumWithoutVendorSpecificExtension,


maximumWithoutVendorSpecificExtension,

...

}
E-UTRAN-Trace-ID ::=  OCTET STRING (SIZE (8))

TrafficLoadReductionIndication ::= INTEGER (1..99)

TunnelInformation ::= SEQUENCE {


transportLayerAddress
TransportLayerAddress,


uDP-Port-Number


Port-Number


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Tunnel-Information-ExtIEs} } OPTIONAL,


...

}

Tunnel-Information-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofRestartTAIs)) OF TAI

-- U

UEAggregateMaximumBitrate ::= SEQUENCE {


uEaggregateMaximumBitRateDL

BitRate,


uEaggregateMaximumBitRateUL

BitRate,


iE-Extensions




ProtocolExtensionContainer { {UEAggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

UEAggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UE-S1AP-IDs ::= CHOICE{


uE-S1AP-ID-pair

UE-S1AP-ID-pair,


mME-UE-S1AP-ID

MME-UE-S1AP-ID,


...

}

UE-S1AP-ID-pair ::= SEQUENCE{


mME-UE-S1AP-ID

MME-UE-S1AP-ID,


eNB-UE-S1AP-ID

ENB-UE-S1AP-ID,


iE-Extensions

ProtocolExtensionContainer { {UE-S1AP-ID-pair-ExtIEs} } OPTIONAL,


...

}

UE-S1AP-ID-pair-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UE-associatedLogicalS1-ConnectionItem ::= SEQUENCE {


mME-UE-S1AP-ID

MME-UE-S1AP-ID OPTIONAL,


eNB-UE-S1AP-ID

ENB-UE-S1AP-ID OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { UE-associatedLogicalS1-ConnectionItemExtIEs} } OPTIONAL,


...

}

UE-associatedLogicalS1-ConnectionItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UEIdentityIndexValue
::=
BIT STRING (SIZE (10))

UE-HistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item

UEPagingID ::= CHOICE {


s-TMSI

S-TMSI,


iMSI

IMSI,


...


}

UERadioCapability ::= OCTET STRING

UESecurityCapabilities ::= SEQUENCE {


encryptionAlgorithms


EncryptionAlgorithms,


integrityProtectionAlgorithms
IntegrityProtectionAlgorithms,


iE-Extensions




ProtocolExtensionContainer { { UESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

UESecurityCapabilities-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UEType
::= ENUMERATED { Category0, ...}
UserLocationInformation ::= SEQUENCE {


eutran-cgi 



EUTRAN-CGI,


tai





TAI,


iE-Extensions


ProtocolExtensionContainer { { UserLocationInformation-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

------------------------Start of the Next Change--------------------
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation





ProcedureCode ::= 0

id-HandoverResourceAllocation



ProcedureCode ::= 1

id-HandoverNotification





ProcedureCode ::= 2

id-PathSwitchRequest





ProcedureCode ::= 3

id-HandoverCancel






ProcedureCode ::= 4

id-E-RABSetup







ProcedureCode ::= 5

id-E-RABModify







ProcedureCode ::= 6

id-E-RABRelease







ProcedureCode ::= 7

id-E-RABReleaseIndication




ProcedureCode ::= 8

id-InitialContextSetup





ProcedureCode ::= 9

id-Paging








ProcedureCode ::= 10

id-downlinkNASTransport





ProcedureCode ::= 11

id-initialUEMessage






ProcedureCode ::= 12

id-uplinkNASTransport





ProcedureCode ::= 13

id-Reset








ProcedureCode ::= 14

id-ErrorIndication






ProcedureCode ::= 15

id-NASNonDeliveryIndication




ProcedureCode ::= 16

id-S1Setup








ProcedureCode ::= 17

id-UEContextReleaseRequest




ProcedureCode ::= 18

id-DownlinkS1cdma2000tunneling



ProcedureCode ::= 19

id-UplinkS1cdma2000tunneling



ProcedureCode ::= 20

id-UEContextModification




ProcedureCode ::= 21

id-UECapabilityInfoIndication



ProcedureCode ::= 22

id-UEContextRelease






ProcedureCode ::= 23

id-eNBStatusTransfer





ProcedureCode ::= 24

id-MMEStatusTransfer





ProcedureCode ::= 25

id-DeactivateTrace






ProcedureCode ::= 26

id-TraceStart







ProcedureCode ::= 27

id-TraceFailureIndication




ProcedureCode ::= 28

id-ENBConfigurationUpdate




ProcedureCode ::= 29

id-MMEConfigurationUpdate




ProcedureCode ::= 30

id-LocationReportingControl




ProcedureCode ::= 31

id-LocationReportingFailureIndication

ProcedureCode ::= 32

id-LocationReport






ProcedureCode ::= 33

id-OverloadStart






ProcedureCode ::= 34

id-OverloadStop







ProcedureCode ::= 35

id-WriteReplaceWarning





ProcedureCode ::= 36

id-eNBDirectInformationTransfer



ProcedureCode ::= 37
id-MMEDirectInformationTransfer



ProcedureCode ::= 38
id-PrivateMessage






ProcedureCode ::= 39

id-eNBConfigurationTransfer




ProcedureCode ::= 40
id-MMEConfigurationTransfer




ProcedureCode ::= 41
id-CellTrafficTrace






ProcedureCode ::= 42

id-Kill









ProcedureCode ::= 43

id-downlinkUEAssociatedLPPaTransport

ProcedureCode ::= 44
id-uplinkUEAssociatedLPPaTransport


ProcedureCode ::= 45
id-downlinkNonUEAssociatedLPPaTransport

ProcedureCode ::= 46
id-uplinkNonUEAssociatedLPPaTransport

ProcedureCode ::= 47

id-UERadioCapabilityMatch




ProcedureCode ::= 48

id-PWSRestartIndication





ProcedureCode ::= 49

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofCSGs







INTEGER ::= 256

maxnoofE-RABs






INTEGER ::= 256

maxnoofTAIs







INTEGER ::= 256

maxnoofTACs







INTEGER ::= 256

maxnoofErrors






INTEGER ::= 256

maxnoofBPLMNs






INTEGER ::= 6

maxnoofPLMNsPerMME





INTEGER ::= 32
maxnoofEPLMNs






INTEGER ::= 15

maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 4096

maxnoofForbTACs






INTEGER ::= 4096

maxnoofIndividualS1ConnectionsToReset
INTEGER ::= 256

maxnoofCells






INTEGER ::= 16

maxnoofTAIforWarning




INTEGER ::= 65535 

maxnoofCellID






INTEGER ::= 65535 

maxnoofEmergencyAreaID




INTEGER ::= 65535 
maxnoofCellinTAI





INTEGER ::= 65535 

maxnoofCellinEAI





INTEGER ::= 65535 

maxnoofeNBX2TLAs





INTEGER ::= 2

maxnoofeNBX2ExtTLAs





INTEGER ::= 16

maxnoofeNBX2GTPTLAs





INTEGER ::= 16

maxnoofRATs







INTEGER ::= 8

maxnoofGroupIDs






INTEGER ::= 65535

maxnoofMMECs






INTEGER ::= 256
maxnoofCellIDforMDT





INTEGER ::= 32

maxnoofTAforMDT






INTEGER ::= 8

maxnoofMDTPLMNs






INTEGER ::= 16

maxnoofCellsforRestart




INTEGER ::= 256

maxnoofRestartTAIs





INTEGER ::= 2048

maxnoofRestartEmergencyAreaIDs


INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








ProtocolIE-ID ::= 0

id-HandoverType









ProtocolIE-ID ::= 1

id-Cause










ProtocolIE-ID ::= 2

id-SourceID










ProtocolIE-ID ::= 3

id-TargetID










ProtocolIE-ID ::= 4

id-eNB-UE-S1AP-ID








ProtocolIE-ID ::= 8

id-E-RABSubjecttoDataForwardingList




ProtocolIE-ID ::= 12

id-E-RABtoReleaseListHOCmd






ProtocolIE-ID ::= 13

id-E-RABDataForwardingItem






ProtocolIE-ID ::= 14

id-E-RABReleaseItemBearerRelComp




ProtocolIE-ID ::= 15

id-E-RABToBeSetupListBearerSUReq




ProtocolIE-ID ::= 16

id-E-RABToBeSetupItemBearerSUReq




ProtocolIE-ID ::= 17

id-E-RABAdmittedList







ProtocolIE-ID ::= 18

id-E-RABFailedToSetupListHOReqAck




ProtocolIE-ID ::= 19

id-E-RABAdmittedItem







ProtocolIE-ID ::= 20

id-E-RABFailedtoSetupItemHOReqAck




ProtocolIE-ID ::= 21

id-E-RABToBeSwitchedDLList






ProtocolIE-ID ::= 22

id-E-RABToBeSwitchedDLItem






ProtocolIE-ID ::= 23

id-E-RABToBeSetupListCtxtSUReq





ProtocolIE-ID ::= 24

id-TraceActivation








ProtocolIE-ID ::= 25

id-NAS-PDU










ProtocolIE-ID ::= 26

id-E-RABToBeSetupItemHOReq






ProtocolIE-ID ::= 27

id-E-RABSetupListBearerSURes





ProtocolIE-ID ::= 28

id-E-RABFailedToSetupListBearerSURes



ProtocolIE-ID ::= 29

id-E-RABToBeModifiedListBearerModReq



ProtocolIE-ID ::= 30
id-E-RABModifyListBearerModRes





ProtocolIE-ID ::= 31
id-E-RABFailedToModifyList






ProtocolIE-ID ::= 32
id-E-RABToBeReleasedList






ProtocolIE-ID ::= 33
id-E-RABFailedToReleaseList






ProtocolIE-ID ::= 34

id-E-RABItem









ProtocolIE-ID ::= 35

id-E-RABToBeModifiedItemBearerModReq



ProtocolIE-ID ::= 36

id-E-RABModifyItemBearerModRes





ProtocolIE-ID ::= 37

id-E-RABReleaseItem








ProtocolIE-ID ::= 38

id-E-RABSetupItemBearerSURes





ProtocolIE-ID ::= 39

id-SecurityContext








ProtocolIE-ID ::= 40

id-HandoverRestrictionList






ProtocolIE-ID ::= 41

id-UEPagingID









ProtocolIE-ID ::= 43

id-pagingDRX









ProtocolIE-ID ::= 44

id-TAIList










ProtocolIE-ID ::= 46

id-TAIItem










ProtocolIE-ID ::= 47

id-E-RABFailedToSetupListCtxtSURes




ProtocolIE-ID ::= 48

id-E-RABReleaseItemHOCmd






ProtocolIE-ID ::= 49

id-E-RABSetupItemCtxtSURes






ProtocolIE-ID ::= 50

id-E-RABSetupListCtxtSURes






ProtocolIE-ID ::= 51

id-E-RABToBeSetupItemCtxtSUReq





ProtocolIE-ID ::= 52

id-E-RABToBeSetupListHOReq






ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationRes





ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationRes





ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 






ProtocolIE-ID ::= 58

id-Global-ENB-ID








ProtocolIE-ID ::= 59

id-eNBname










ProtocolIE-ID ::= 60

id-MMEname










ProtocolIE-ID ::= 61

id-ServedPLMNs









ProtocolIE-ID ::= 63
id-SupportedTAs









ProtocolIE-ID ::= 64

id-TimeToWait









ProtocolIE-ID ::= 65

id-uEaggregateMaximumBitrate





ProtocolIE-ID ::= 66

id-TAI











ProtocolIE-ID ::= 67

id-E-RABReleaseListBearerRelComp




ProtocolIE-ID ::= 69

id-cdma2000PDU









ProtocolIE-ID ::= 70

id-cdma2000RATType








ProtocolIE-ID ::= 71

id-cdma2000SectorID








ProtocolIE-ID ::= 72

id-SecurityKey









ProtocolIE-ID ::= 73

id-UERadioCapability







ProtocolIE-ID ::= 74

id-GUMMEI-ID









ProtocolIE-ID ::= 75

id-E-RABInformationListItem






ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability



ProtocolIE-ID ::= 79

id-UEIdentityIndexValue







ProtocolIE-ID ::= 80

id-cdma2000HOStatus








ProtocolIE-ID ::= 83

id-cdma2000HORequiredIndication





ProtocolIE-ID ::= 84

id-E-UTRAN-Trace-ID








ProtocolIE-ID ::= 86

id-RelativeMMECapacity







ProtocolIE-ID ::= 87

id-SourceMME-UE-S1AP-ID







ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item



ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer


ProtocolIE-ID ::= 90

id-UE-associatedLogicalS1-ConnectionItem


ProtocolIE-ID ::= 91

id-ResetType









ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck

ProtocolIE-ID ::= 93

id-E-RABToBeSwitchedULItem






ProtocolIE-ID ::= 94

id-E-RABToBeSwitchedULList






ProtocolIE-ID ::= 95

id-S-TMSI










ProtocolIE-ID ::= 96

id-cdma2000OneXRAND








ProtocolIE-ID ::= 97

id-RequestType









ProtocolIE-ID ::= 98

id-UE-S1AP-IDs









ProtocolIE-ID ::= 99

id-EUTRAN-CGI









ProtocolIE-ID ::= 100

id-OverloadResponse








ProtocolIE-ID ::= 101

id-cdma2000OneXSRVCCInfo






ProtocolIE-ID ::= 102

id-E-RABFailedToBeReleasedList





ProtocolIE-ID ::= 103

id-Source-ToTarget-TransparentContainer



ProtocolIE-ID ::= 104

id-ServedGUMMEIs








ProtocolIE-ID ::= 105

id-SubscriberProfileIDforRFP





ProtocolIE-ID ::= 106

id-UESecurityCapabilities






ProtocolIE-ID ::= 107

id-CSFallbackIndicator







ProtocolIE-ID ::= 108

id-CNDomain










ProtocolIE-ID ::= 109

id-E-RABReleasedList







ProtocolIE-ID ::= 110

id-MessageIdentifier







ProtocolIE-ID ::= 111

id-SerialNumber









ProtocolIE-ID ::= 112

id-WarningAreaList








ProtocolIE-ID ::= 113

id-RepetitionPeriod








ProtocolIE-ID ::= 114

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 115

id-WarningType









ProtocolIE-ID ::= 116

id-WarningSecurityInfo







ProtocolIE-ID ::= 117

id-DataCodingScheme








ProtocolIE-ID ::= 118

id-WarningMessageContents






ProtocolIE-ID ::= 119

id-BroadcastCompletedAreaList





ProtocolIE-ID ::= 120

id-Inter-SystemInformationTransferTypeEDT


ProtocolIE-ID ::= 121

id-Inter-SystemInformationTransferTypeMDT


ProtocolIE-ID ::= 122
id-Target-ToSource-TransparentContainer



ProtocolIE-ID ::= 123

id-SRVCCOperationPossible






ProtocolIE-ID ::= 124
id-SRVCCHOIndication







ProtocolIE-ID ::= 125

id-NAS-DownlinkCount







ProtocolIE-ID ::= 126

id-CSG-Id










ProtocolIE-ID ::= 127

id-CSG-IdList









ProtocolIE-ID ::= 128

id-SONConfigurationTransferECT





ProtocolIE-ID ::= 129

id-SONConfigurationTransferMCT





ProtocolIE-ID ::= 130

id-TraceCollectionEntityIPAddress




ProtocolIE-ID ::= 131

id-MSClassmark2









ProtocolIE-ID ::= 132

id-MSClassmark3









ProtocolIE-ID ::= 133

id-RRC-Establishment-Cause






ProtocolIE-ID ::= 134

id-NASSecurityParametersfromE-UTRAN




ProtocolIE-ID ::= 135

id-NASSecurityParameterstoE-UTRAN




ProtocolIE-ID ::= 136

id-DefaultPagingDRX








ProtocolIE-ID ::= 137
id-Source-ToTarget-TransparentContainer-Secondary
ProtocolIE-ID ::= 138

id-Target-ToSource-TransparentContainer-Secondary
ProtocolIE-ID ::= 139

id-EUTRANRoundTripDelayEstimationInfo



ProtocolIE-ID ::= 140
id-BroadcastCancelledAreaList





ProtocolIE-ID ::= 141

id-ConcurrentWarningMessageIndicator



ProtocolIE-ID ::= 142

id-Data-Forwarding-Not-Possible





ProtocolIE-ID ::= 143

id-ExtendedRepetitionPeriod






ProtocolIE-ID ::= 144

id-CellAccessMode








ProtocolIE-ID ::= 145

id-CSGMembershipStatus 







ProtocolIE-ID ::= 146

id-LPPa-PDU










ProtocolIE-ID ::= 147
id-Routing-ID









ProtocolIE-ID ::= 148
id-Time-Synchronization-Info





ProtocolIE-ID ::= 149

id-PS-ServiceNotAvailable






ProtocolIE-ID ::= 150

id-PagingPriority








ProtocolIE-ID ::= 151

id-x2TNLConfigurationInfo






ProtocolIE-ID ::= 152

id-eNBX2ExtendedTransportLayerAddresses



ProtocolIE-ID ::= 153

id-GUMMEIList









ProtocolIE-ID ::= 154

id-GW-TransportLayerAddress






ProtocolIE-ID ::= 155

id-Correlation-ID








ProtocolIE-ID ::= 156

id-SourceMME-GUMMEI








ProtocolIE-ID ::= 157

id-MME-UE-S1AP-ID-2








ProtocolIE-ID ::= 158

id-RegisteredLAI








ProtocolIE-ID ::= 159

id-RelayNode-Indicator







ProtocolIE-ID ::= 160

id-TrafficLoadReductionIndication




ProtocolIE-ID ::= 161

id-MDTConfiguration








ProtocolIE-ID ::= 162

id-MMERelaySupportIndicator






ProtocolIE-ID ::= 163
id-GWContextReleaseIndication





ProtocolIE-ID ::= 164
id-ManagementBasedMDTAllowed





ProtocolIE-ID ::= 165

id-PrivacyIndicator








ProtocolIE-ID ::= 166

id-Time-UE-StayedInCell-EnhancedGranularity


ProtocolIE-ID ::= 167

id-HO-Cause










ProtocolIE-ID ::= 168

id-VoiceSupportMatchIndicator





ProtocolIE-ID ::= 169

id-GUMMEIType









ProtocolIE-ID ::= 170

id-M3Configuration








ProtocolIE-ID ::= 171

id-M4Configuration








ProtocolIE-ID ::= 172

id-M5Configuration








ProtocolIE-ID ::= 173

id-MDT-Location-Info







ProtocolIE-ID ::= 174

id-MobilityInformation







ProtocolIE-ID ::= 175

id-Tunnel-Information-for-BBF





ProtocolIE-ID ::= 176

id-ManagementBasedMDTPLMNList





ProtocolIE-ID ::= 177

id-SignallingBasedMDTPLMNList





ProtocolIE-ID ::= 178

id-ULCOUNTValueExtended







ProtocolIE-ID ::= 179

id-DLCOUNTValueExtended







ProtocolIE-ID ::= 180

id-ReceiveStatusOfULPDCPSDUsExtended



ProtocolIE-ID ::= 181

id-ECGIListForRestart







ProtocolIE-ID ::= 182

id-SIPTO-Correlation-ID







ProtocolIE-ID ::= 183

id-SIPTO-L-GW-TransportLayerAddress




ProtocolIE-ID ::= 184

id-TransportInformation







ProtocolIE-ID ::= 185

id-LHN-ID










ProtocolIE-ID ::= 186

id-AdditionalCSFallbackIndicator




ProtocolIE-ID ::= 187

id-TAIListForRestart







ProtocolIE-ID ::= 188

id-UserLocationInformation






ProtocolIE-ID ::= 189

id-EmergencyAreaIDListForRestart




ProtocolIE-ID ::= 190

id-KillAllWarningMessages






ProtocolIE-ID ::= 191

id-Masked-IMEISV








ProtocolIE-ID ::= 192

id-eNBIndirectX2TransportLayerAddresses



ProtocolIE-ID ::= 193
id-UEType










ProtocolIE-ID ::= xyz
END
------------------------End of the Changes--------------------
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