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<start of modification>
8.x.5
MeNB initiated SeNB Release
8.x.5.1
General

The MeNB initiated SeNB Release procedure is triggered by the MeNB to initiate the release of the resources for a specific UE at the SeNB.
The procedure uses UE-associated signalling.

8.x.5.2
Successful Operation
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Figure 8.x.5.2-1:  MeNB initiated SeNB Release, successful operation

The MeNB initiated SeNB Release procedure is initiated by the MeNB. By sending the SENB RELEASE REQUEST message the MeNB informs the SeNB initiating the release of the resources with a Cause IE with an appropriate value if applicable. 

For each E-RAB  configured with the SCG bearer option, the MeNB may include the UL Forwarding GTP Tunnel Endpoint and DL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SENB RELEASE REQUEST message to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer. 
Upon reception of the SENB RELEASE REQUEST message, the SeNB may start data forwarding and stop providing user data to the UE. 
8.x.5.3
Unsuccessful Operation

Not applicable.

8.x.5.4
Abnormal Conditions

Should the SENB RELEASE REQUEST message refer to a context that does not exist, the SeNB shall ignore the message.
8.x.6
SeNB initiated SeNB Release
8.x.6.1
General
This procedure is  triggered by the SeNB to initiate the release of the resources for a specific UE at the SeNB.

The procedure uses UE-associated signalling.

8.x.6.2
Successful Operation
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Figure 8.x.6.2-1: SeNB initiated SeNB Release, successful operation.
The SeNB initiates the procedure by sending the SENB RELEAE REQUIRED message to the MeNB. 
Upon reception of the SENB RELEAE REQUIRED message, the MeNB replies with the SENB RELEAE CONFIRM message. For each E-RAB configured with the SCG bearer option to be released, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SENB RELEASE CONFIRM message to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The SeNB may start data forwarding and stop providing user data to the UE upon reception of the SENB RELEASE CONFIRM message.
8.x.6.3
Unsuccessful Operation

Not applicable.
8.x.6.4
Abnormal Conditions

Void.
<end of modification>
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