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*** Start of the changes ***
8.2.2
Successful Operation
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Figure 8.2.2-1. MBMS Session Start procedure. Successful operation.

The MCE initiates the procedure by sending an MBMS SESSION START REQUEST message. If the eNB accepts the MBMS session start request, the eNB responds with the MBMS SESSION START RESPONSE message. The eNB shall join the transport network IP multicast address (including the IP address of the multicast source) as described by the TNL Information IE to enable the reception of MBMS data.
If the MBMS SESSION START REQUEST message contains the MBMS Session Identity IE, the eNB shall use it for broadcast of the MBMS Session Identity on the air interface.
If the QCI IE is included in the MBMS SESSION START REQUEST message, the eNB shall use it for congestion notification.
*** End of the 1st change ***
*** Start of the 2nd change ***
8.8.2
Successful Operation
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Figure 8.8.2-1. MCE Configuration Update procedure. Successful operation.

The MCE initiates the procedure by sending an MCE CONFIGURATION UPDATE message to the eNB including an appropriate set of updated configuration data. The MCE CONFIGURATION UPDATE message may contain:

-
the Global MCE ID IE,

-
the MCE Name IE,

-
the MCCH related BCCH Configuration data per MBSFN area IE.

If the Global MCE ID IE is not included in the MCE CONFIGURATION UPDATE message, the eNB shall interpret that the existing MCE ID is not changed.

If the MCE Name IE is not included in the MCE CONFIGURATION UPDATE message, the eNB shall interpret that the existing MCE name, if any, is not changed.

The eNB responds with the MCE CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data.
If the MCE CONFIGURATION UPDATE message contains the Cell Information List IE within the MCCH related BCCH Configuration Item IE, the eNB shall broadcast that MCCH related BCCH configuration only in those cells indicated in the IE for which the Cell Reservation Info IE is not set to “reservedCell”. If the MCE CONFIGURATION UPDATE message does not contain the Cell Information List IE within the MCCH related BCCH Configuration Item IE, the eNB shall not broadcast that MCCH related BCCH configuration in any cell. If the MCE CONFIGURATION UPDATE message does not contain the MCCH related BCCH Configuration Item IE for an existing MBSFN area, the eNB shall interpret that the corresponding configuration data for that MBSFN area is not changed and shall continue to operate the M2 with the existing related configuration data for that MBSFN area.

If the MCE CONFIGURATION UPDATE message contains the MCE Name IE, the eNB may use this IE as a human readable name of the MCE.

The updated configuration data shall be stored in both eNB and MCE and used for the duration of the TNL association or until any further update is triggered by the MCE or the eNB.

The MCE may initiate a further MCE Configuration Update procedure only after a previous MCE Configuration Update procedure has been completed.

If the QCI IE is included in the MBMS SESSION START REQUEST message, the eNB shall use it for congestion notification.
*** End of the 2nd change ***
*** Start of the 3rd change ***
9.1.2
MBMS SESSION START REQUEST

This message is sent by the MCE to establish an MBMS-service-associated logical M2-connection.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS Service Area
	M
	
	9.2.3.6
	
	YES
	reject

	TNL Information
	
	1
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>IP Source Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.2.2.2
	
	-
	

	QCI
	O
	
	9.2.1.x
	
	YES
	ignore


*** End of the 3rd change ***
*** Start of the 4th change ***
9.1.21
MBMS SESSION UPDATE REQUEST

This message is sent by the MCE to the eNB in order to inform of the change of session characteristics e.g. service area of one MBMS service session.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	eNB MBMS M2AP ID
	M
	
	9.2.3.2
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS Service Area
	O
	
	9.2.3.6
	
	YES
	ignore

	TNL Information
	O
	
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>IP Source Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.2.2.2
	
	-
	

	QCI
	O
	
	9.2.1.x
	
	YES
	ignore


*** End of the 4th change ***
*** Start of the 5th change ***
9.2.1.x
QCI
This IE specifies the QCI of an MBMS E-RAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QCI
	M
	
	INTEGER (0..255)
	QoS Class Identifier defined in [8].
Coding is specified in [10].


*** End of the 5th change ***
*** Start of the 6th change ***
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

M2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,

ENB-MBMS-Configuration-data-Item,


ENB-MBMS-Configuration-data-ConfigUpdate-Item,

ENB-MBMS-M2AP-ID,


ENBname,


GlobalENB-ID,


GlobalMCE-ID,


MBSFN-Area-ID,

MBMS-Service-Area,

MBMS-Session-ID,

MBMSsessionListPerPMCH-Item, 


MBMS-Service-associatedLogicalM2-ConnectionItem,

MBSFN-Subframe-Configuration,


MCCH-Update-Time,

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,

MCE-MBMS-M2AP-ID,


MCEname,


PMCH-Configuration,


Common-Subframe-Allocation-Period,


TimeToWait,

TMGI,


TNL-Information,


QCI
FROM M2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


M2AP-PRIVATE-IES,


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES,


M2AP-PROTOCOL-IES-PAIR

FROM M2AP-Containers


id-MCE-MBMS-M2AP-ID,


id-ENB-MBMS-M2AP-ID,


id-TMGI,


id-MBMS-Session-ID,


id-MBMS-Service-Area,


id-TNL-Information,


id-CriticalityDiagnostics,


id-Cause,


id-MBSFN-Area-Configuration-List,


id-MBSFN-Subframe-Configuration-Item,


id-MBSFN-Subframe-Configuration-List,


id-MCCH-Update-Time,

id-PMCH-Configuration-List,


id-PMCH-Configuration-Item,


id-Common-Subframe-Allocation-Period,


id-GlobalENB-ID,


id-ENBname,


id-ENB-MBMS-Configuration-data-List,


id-ENB-MBMS-Configuration-data-Item,


id-GlobalMCE-ID,


id-MCEname,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,


id-TimeToWait,


id-ENB-MBMS-Configuration-data-List-ConfigUpdate,


id-ENB-MBMS-Configuration-data-ConfigUpdate-Item,


id-MBSFN-Area-ID,

id-ResetType,


id-MBMS-Service-associatedLogicalM2-ConnectionItem,


id-MBMS-Service-associatedLogicalM2-ConnectionListResAck,

id-MBMS-Counting-Request-Session,


id-MBMS-Counting-Request-Session-Item,


id-MBMS-Counting-Result-List,


id-MBMS-Counting-Result-Item,

id-QCI,

maxnoofMBSFN-Allocations,


maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,


maxnoofSessionsPerPMCH,


maxnooferrors,


maxNrOfIndividualM2ConnectionsToReset,


maxnoofCountingService

FROM M2AP-Constants;

-- **************************************************************

--

-- SESSION START REQUEST

--

-- **************************************************************

SessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionStartRequest-IEs}},


...

}

SessionStartRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI







PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional } |


{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area




PRESENCE mandatory } |


{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE mandatory } |


{ ID id-QCI








CRITICALITY ignore
TYPE QCI







PRESENCE optional },


...

}

*** Skip unchanged text ***
-- **************************************************************

--

-- SESSION UPDATE REQUEST

--

-- **************************************************************

SessionUpdateRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionUpdateRequest-IEs}},


...

}

SessionUpdateRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-ENB-MBMS-M2AP-ID




CRITICALITY reject
TYPE ENB-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional  } |


{ ID id-MBMS-Service-Area




CRITICALITY ignore
TYPE MBMS-Service-Area




PRESENCE optional  } |


{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE optional } |


{ ID id-QCI








CRITICALITY ignore
TYPE QCI







PRESENCE optional },


...

}

*** Skip unchanged text ***
*** End of the 6th change ***
*** Start of the 7th change ***
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

M2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,

maxnoofSessionsPerPMCH,


maxnooferrors

FROM M2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM M2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES

FROM M2AP-Containers;

*** Skip unchanged text ***
-- Q
QCI ::= INTEGER (0..255)

*** Skip unchanged text ***
-- U

-- V

-- W

-- X

-- Y

-- Z

END
*** End of the 7th change ***
*** Start of the last change ***
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

M2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM M2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-sessionStart












ProcedureCode ::= 0

id-sessionStop












ProcedureCode ::= 1

id-mbmsSchedulingInformation








ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-reset













ProcedureCode ::= 4
id-m2Setup













ProcedureCode ::= 5

id-eNBConfigurationUpdate









ProcedureCode ::= 6

id-mCEConfigurationUpdate









ProcedureCode ::= 7

id-privateMessage











ProcedureCode ::= 8

id-sessionUpdate











ProcedureCode ::= 9
id-mbmsServiceCounting










ProcedureCode ::= 10

id-mbmsServiceCountingResultsReport







ProcedureCode ::= 11

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofMBSFNareas






INTEGER ::= 256 

maxnoofMBSFN-Allocations




INTEGER ::= 8

maxnoofPMCHsperMBSFNarea




INTEGER ::= 15

maxnoofCells







INTEGER ::= 256

maxnoofMBMSServiceAreasPerCell



INTEGER ::= 256 
maxnoofSessionsPerPMCH





INTEGER ::= 29

maxnooferrors







INTEGER ::= 256

maxNrOfIndividualM2ConnectionsToReset

INTEGER ::= 256

maxnoofCountingService





INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MCE-MBMS-M2AP-ID














ProtocolIE-ID ::= 0

id-ENB-MBMS-M2AP-ID














ProtocolIE-ID ::= 1

id-TMGI

















ProtocolIE-ID ::= 2

id-MBMS-Session-ID














ProtocolIE-ID ::= 3

id-MBMS-Service-Area













ProtocolIE-ID ::= 6

id-TNL-Information














ProtocolIE-ID ::= 7

id-CriticalityDiagnostics












ProtocolIE-ID ::= 8

id-Cause
















ProtocolIE-ID ::= 9

id-MBSFN-Area-Configuration-List










ProtocolIE-ID ::= 10

id-PMCH-Configuration-List












ProtocolIE-ID ::= 11

id-PMCH-Configuration-Item












ProtocolIE-ID ::= 12

id-GlobalENB-ID















ProtocolIE-ID ::= 13

id-ENBname
















ProtocolIE-ID ::= 14

id-ENB-MBMS-Configuration-data-List










ProtocolIE-ID ::= 15

id-ENB-MBMS-Configuration-data-Item










ProtocolIE-ID ::= 16
id-GlobalMCE-ID















ProtocolIE-ID ::= 17

id-MCEname
















ProtocolIE-ID ::= 18

id-MCCHrelatedBCCH-ConfigPerMBSFNArea









ProtocolIE-ID ::= 19

id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item








ProtocolIE-ID ::= 20
id-TimeToWait















ProtocolIE-ID ::= 21
id-MBSFN-Subframe-Configuration-List









ProtocolIE-ID ::= 22

id-MBSFN-Subframe-Configuration-Item









ProtocolIE-ID ::= 23

id-Common-Subframe-Allocation-Period









ProtocolIE-ID ::= 24

id-MCCH-Update-Time














ProtocolIE-ID ::= 25

id-ENB-MBMS-Configuration-data-List-ConfigUpdate






ProtocolIE-ID ::= 26

id-ENB-MBMS-Configuration-data-ConfigUpdate-Item






ProtocolIE-ID ::= 27

id-MBMS-Service-associatedLogicalM2-ConnectionItem






ProtocolIE-ID ::= 28

id-MBSFN-Area-ID














ProtocolIE-ID ::= 29

id-ResetType















ProtocolIE-ID ::= 30

id-MBMS-Service-associatedLogicalM2-ConnectionListResAck




ProtocolIE-ID ::= 31
id-MBMS-Counting-Request-Session










ProtocolIE-ID ::= 32

id-MBMS-Counting-Request-Session-Item









ProtocolIE-ID ::= 33

id-MBMS-Counting-Result-List











ProtocolIE-ID ::= 34

id-MBMS-Counting-Result-Item











ProtocolIE-ID ::= 35
id-QCI

















ProtocolIE-ID ::= xx
END

*** End of the changes ***
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