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1 Introduction

This text proposal to the stage 3 baseline CR [1] is to reflect the proposals in the discussion paper [2]:
2 Text Proposal
Beginning

9.2.10
GBR QoS Information

This IE indicates the maximum and guaranteed bit rates of a GBR E-RAB for downlink and uplink. For the split bearer in Dual Connectivity, the E-RAB Guaranteed Bit Rate Uplink IE is split into MeNB E-RAB Guaranteed Bit Rate Uplink and SeNB E-RAB Guaranteed Bit Rate Uplink which are guaranteed by MeNB and SeNB respectively. The SeNB ignores the E-RAB Maximum Bit Rate Downlink IE if the E-RAB is configured as a split bearer. The SeNB ignores the E-RAB Maximum Bit Rate Uplink IE and E-RAB Guaranteed Bit Rate Uplink IE if the SeNB is not configured to serve the uplink for the split bearer.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-RAB Maximum Bit Rate Downlink
	M
	
	Bit Rate

9.2.11
	Maximum Bit Rate in DL (i.e. from EPC to E-UTRAN) for the bearer.

Details in TS 23.401 [12].
	–
	–

	E-RAB Maximum Bit Rate Uplink
	M
	
	Bit Rate 9.2.11
	Maximum Bit Rate in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in TS 23.401 [12].
	–
	–

	E-RAB Guaranteed Bit Rate Downlink
	M
	
	Bit Rate 9.2.11
	Guaranteed Bit Rate (provided that there is data to deliver) in DL (i.e. from EPC to E-UTRAN) for the bearer.

Details in TS 23.401 [12].
	–
	–

	E-RAB Guaranteed Bit Rate Uplink
	M
	
	Bit Rate 9.2.11
	Guaranteed Bit Rate (provided that there is data to deliver) in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in TS 23.401 [12].
	–
	–


End
3 Conclusion

Proposal: Agree on the text proposal provided in section 2 of this paper if a GBR bearer can be a split bearer.
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