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<<Begin Changes>>
9.2.13
Inter-RAT Measurement Result

The purpose of the Inter-RAT Measurement Result information element is to provide the Inter-RAT measurement results.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Inter-RAT Measured Results
	
	1.. <maxnoMeas>
	
	

	>CHOICE Inter-RAT Measured Results Value
	M
	
	
	

	>>Result GERAN
	M
	1...<maxGERANMeas>
	
	

	>>>ARFCN of BCCH
	M
	
	INTEGER (0..1023, ...)
	

	>>>Physical CellId GERAN
	M
	
	INTEGER (0..63, ...)
	

	>>>RSSI
	M
	
	INTEGER(0..63, ...)
	

	>>Result UTRAN
	
	1...<maxUTRANMeas>
	
	

	>>>UARFCN
	M
	
	INTEGER (0..16383, ...)
	

	>>>CHOICE Physical CellId UTRA
	M
	
	
	

	>>>>Physical CellId UTRA FDD
	M
	
	INTEGER (0..511, ...)
	

	>>>>Physical CellId UTRA TDD
	M
	
	INTEGER (0..127, ...)
	

	>>>UTRA RSCP
	O
	
	INTEGER(-5..91, ...)
	Optionally present for both FDD and TDD

	>>>UTRA EcNo
	O
	
	INTEGER(0..49, ...)
	Not present for TDD


	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.

	maxGERANMeas
	Maximum no. of GERAN cells that can be reported with one message. Value is 8.

	maxUTRANMeas
	Maximum no. of UTRAN cells that can be reported with one message. Value is 8.


<<End Changes>>

