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	Per RAN2 LS (R3-142633), a PMCH can be transmitted without any sessions. But current M2 specificaition states the eNB should stop the PMCH transmission, when PMCH configuration information for an existing PMCH is not contained in the MBMS SCHEDULING INFORMATION message. 

	
	

	Summary of change:
	Clarify the eNB behavior when PMCH configuration information for an existing PMCH is not contained in the MBMS SCHEDULING INFORMATION message.

· If the PMCH only carries MTCH, the eNB should stop PMCH transmission.
· If the PMCH carries both MCCH and MTCH, the eNB shall consider all MBMS sessions of that PMCH are suspended, and only transmit MCCH.
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Start of the 1st modification

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

MCCH
Multicast Control CHannel 

MTCH 
Multicast Traffic Channel 

PMCH
Physical Multicast CHannel 

End of the 1st modification

Start of the 2nd modification

8.4
MBMS Scheduling Information

8.4.1
General

The purpose of the MBMS Scheduling Information Procedure is to provide MCCH related information to the eNB.

The procedure uses non MBMS-Service-associated signalling.

8.4.2
Successful Operation
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Figure 8.4.2-1. MBMS Scheduling Information procedure. Successful operation.

The MCE initiates the procedure by sending the MBMS SCHEDULING INFORMATION message to the eNB. If PMCH configuration information is contained in this message, the eNB shall do PMCH transmission according to the PMCH configuration information. If PMCH configuration information for an existing PMCH that only carries MTCH is not contained in this message, the eNB should stop PMCH transmission for that PMCH and stop indicating that PMCH in the MCCH message. If PMCH configuration information for an existing PMCH that carries both MTCH and MCCH is not contained in this message, the eNB shall consider all MBMS sessions of that PMCH are suspended, and only transmit MCCH with an empty MBMS session list for that PMCH, but with the PMCH configuration of that PMCH unchanged. The eNB shall store the MBSFN Area Configuration Item IE, and apply the MCCH update from the modification period defined in the MCCH Update Time IE. The eNB shall schedule the MBMS services in the MCCH according to the order defined in the MBMS Session List per PMCH IE.
Start of the 2nd modification
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