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1 Introduction
As usual before a Release freeze, rapporteurs are asked to do a thorough check of specifications. This paper lists the issues spotted while checking TS 25.470v12.1.0
2 List of issues and solutions

2.1 Issue#1: Reference for ASN.1 Coding Rules
In RAN3#85, it was discussed how to introduce the ASN.1 coding rules in the LTE specifications [1] and it was agreed to copy the text used in the UMTS specifications with a reference to TR 25.921 Version 7.0.0. 
Subsequently, in RAN3#85bis, it was shown [2], that some specifications (namely, TS 25.419, TS 25.453, TS 25.468, TS
25.469, TS 25.470, TS 25.471) already included a reference to TR 25.921, but without version indication. 

Consequently, in subclause 2, “Version 7.0.0” has been added to the reference to TR 25.291.

2.2 Issue#2: Replacement of “NodeB” with “Node B”
As indicated in R3-142220 [4], the correct term to be used in the reference section reporting other the titles of other specifications is “Node B” (with a blank space between “Node” and “B”). Therefore, in subclause 2 the term “NodeB” was then replaced by “Node B”.
2.3 Issue#3: Generic typos

Throughout the specification typos such as misspelling of words, missing blank spaces, unnecessary blank spaces were fixed. Subclauses affected: 4.3, 9.1.4, 9.2.6, 10.3.4.1.
2.4 Issue#4 and Issue#5: Figures and figure captions
In some figures the network node names were unnecessarily underlined. See as an example the figure from subclause 8.4.2:
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Such figures have been fixed by removing the underline.

In addition, the style of captions of figures has been aligned with that of other specifications (e.g., 25.467, 36.413, 36.423, etc.).

Clause affected: 8.2.2, 8.3.2, 8.3.3, 8.4.2, 8.4.3, 8.5.2, 8.5.3, 8.6.2.
3 Conclusion

This paper reports the list of issues found while carrying out a thorough check of TS 25.470v12.1.0. 

We propose to agree on the necessary corrections captured in R3-142823 [5].
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