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-----Start of the First Change-----
8.6.7.4
Abnormal Conditions

Not applicable.

8.x
ProSe Procedures
8.x.1
DiscTx Resource Preparation

8.x.1.1
General

This procedure is used to request the ProSe direct discovery transmission resources.
The procedure uses UE-associated signalling.

8.x.1.2
Successful Operation
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Figure 8.x.1.2-1: DiscTx Resource Preparation, successful operation

The eNB1 initiates the procedure by sending the DISCTX RESOURCE REQUEST message to the eNB2. 
At reception of the DISCTX RESOURCE REQUEST message the eNB2 shall:

-
prepare the ProSe direct discovery transmission resources for the related UE served by the eNB1.
Upon reception of the DISCTX RESOURCE RESPONSE message, the eNB1 configures the UE with the received ProSe direct discovery transmission resources indicated by Sidelink Discovery Configuration IE.
8.x.1.3
Unsuccessful Operation


[image: image2.emf] 

eN B 1  

DISCTX RESOURCE   REQUEST  

DISCTX RESOURCE   FAILURE    

eN B 2  


Figure 8.2.1.3-1: DiscTx Resource Preparation, unsuccessful operation

If the eNB2 does not admit the UE to use ProSe direct discovery transmission resources in the related cell, or a failure occurs during the DiscTx Resource Preparation, the eNB2 shall send the DISCTX RESOURCE FAILURE message to the eNB1. The message shall contain the Cause IE with an appropriate value.

8.x.1.4
Abnormal Conditions

Not applicable.

8.x.2
DiscTx Resource Release

8.x.2.1
General

The DiscTx Resource Release procedure is initiated by an eNB to indicate to the other eNB that the ProSe direct discovery transmission resources in the related cell shall be released.
The procedure uses UE-associated signalling.

8.x.2.2
Successful Operation
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Figure 8.x.2.2-1: DiscTx Resource Release, successful operation

8.x.2.3
Unsuccessful Operation

Not applicable.

8.x.2.4
Abnormal Conditions

Not applicable.
-----Start of the Next Change-----
9.1.3.14
SENB COUNTER CHECK REQUEST

This message is sent by the SeNB to request the verification of the value of the PDCP COUNTs associated with SCG bearers established in the SeNB.

Direction: SeNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	ignore

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	ignore

	E-RABs Subject to

Counter Check List
	
	1
	
	
	YES
	ignore

	>E-RABs Subject to Counter Check Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	-
	-

	>>UL COUNT
	M
	INTEGER(0.. 4294967295)
	
	Indicates the value of uplink COUNT associated to this E-RAB.
	-
	-

	>>DL COUNT
	M
	INTEGER(0.. 4294967295)
	
	Indicates the value of downlink COUNT associated to this E-RAB.
	-
	-


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


9.1.x
Messages for ProSe Procedures

9.1.x.1
DISCTX RESOURCE REQUEST
This message is sent by the eNB1 to the eNB2 to request the ProSe direct discovery transmission resources in a cell belongs to eNB2, for a specific UE served by eNB1.
Direction: eNB1 (eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the eNB1.
	YES
	reject

	DiscTx Cell
	M
	
	ECGI 

9.2.14
	Id of the cell belongs to eNB2.
	YES
	reject

	DiscTxResource Number
	M
	
	INTEGER(1...63)
	discTxResourceReq IE defined in TS36.331 section 6.2.2, indicates the number of resources the UE requires every discovery period for transmitting sidelink direct discovery announcement.
	YES
	reject


9.1.x.2
DISCTX RESOURCE RESPONSE

This message is sent by the eNB2 to the eNB1 to provide the ProSe direct discovery transmission resources for the specific UE served by eNB1.
Direction: eNB2 (eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the eNB1.
	YES
	reject

	eNB2 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the eNB2.
	YES
	reject

	DiscTx Cell
	M
	
	ECGI 

9.2.14
	Id of the cell belongs to eNB2.
	YES
	reject

	Sidelink Discovery Configuration
	M
	
	OCTET STRING
	Includes the SL-DiscConfig IE as defined in 6.3.8 of TS 36.331 [9], to indicate which Resource in the cell of sending eNB can be used by the receiving eNB to configure the UE(s) for ProSe Direct Discovery transmission.
	YES
	reject


9.1.x.3
DISCTX RESOURCE FAILURE
This message is sent by the eNB2 to inform the eNB1 that the Preparation of ProSe direct discovery transmission resources has failed.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated  at the eNB1.
	YES
	reject

	eNB2 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated  at the eNB2.
	YES
	reject

	DiscTx Cell
	M
	
	ECGI 

9.2.14
	Id of the cell belongs to eNB2.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


9.1.x.4
DISCTX RESOURCE RELEASE
This message is sent by an eNB to neighbouring eNB to release the ProSe direct discovery transmission resources for a specific UE.

Direction: eNB1 ( eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the eNB1
	YES
	reject

	eNB2 UE X2AP ID
	O
	
	eNB UE X2AP ID

9.2.24
	Allocated at the eNB2
	YES
	reject

	DiscTx Cell
	M
	
	ECGI 

9.2.14
	Id of the cell where the ProSe direct discovery transmission resources 
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore


-----Start of the Next Change-----
//ASN.1 to be added
-----End of the Changes-----
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