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	The support of HeNBs in dual connectivity is unspecified in release 12 specification. 

However open HeNB can be used in the role of SeNB in release 12 when it is used in open access mode.

This needs to be made clear before introducing the additional support of HeNBs in hybrod mode in release 13. 



	
	

	Summary of change:
	 The support of HeNB in open access mode is added to the dual connectivity section where HeNB can take the role of SeNB.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the Dual Connectivity function.

	
	

	Consequences if not approved:
	Unclear support of HeNB in release 12.

	
	

	Clauses affected:
	4.9.3.x

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.9.3.x
Support of HeNBs for Dual Connectivity
The following scenarios are supported in this release:
Table 4.9.3.x-1: Support of HeNBs for Dual Connectivity
	MeNB
	SeNB

	eNB
	open access HeNB


The HeNB is supported in dual connectivity in scenarios only when HeNB is in open access mode and used as SeNB. In this case the same procedures apply as when eNB is used as SeNB.   

