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1 Introduction
The following text proposal is based on a discussion presented in [1] and information received in [2].
2 Text proposal for TR 36.898
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-151084, "Study on Network Assistance for Network Synchronization in LTE".

[3]
3GPP TS 36.133: "Requirements for support of radio resource management".
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5.1 
Existing requirements

According to TS 36.133 [3], the basic requirement for synchronisation between cells of different eNBs in LTE TDD network is 3 (s (phase deviation between two neighbour cells). There is no general requirement for LTE FDD network.
In order to support features listed below that can be deployed in parts of the LTE network, proposed synchronisation solutions shall be able to provide following phase deviation between two neighbour cells of different eNBs involved in the feature provisioning:

-
eICIC: FFS
-
CoMP: FFS

-
MBMS: FFS
-
Dual connectivity: 33 (s (TS 36.133 [3])
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