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9.1.44
RESET RESOURCE

This message is sent by either the CN or the RNC. The sending entity informs the receiving entity that it requests the receiving entity to release resources and references associated to the Iu signalling connection identifiers of the message.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	Reset Resource List
	M
	
	
	
	YES
	ignore

	>Reset Resource Item IEs
	
	1 to <maxnoofIuSigConIds>
	
	
	EACH
	reject

	>>Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	Contains start of the range if Iu Sig Conn Id Range End is also included.
	-
	

	>>Iu Sig Conn Id Range End
	O
	
	Iu Signalling Connection Identifier
9.2.1.38
	Contains end of range when included.
	YES
	reject

	Global RNC-ID
	O
	
	9.2.1.39
	If the Extended RNC-ID IE is included in the message, the RNC-ID IE in the Global RNC-ID IE shall be ignored.
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofIuSigConIds
	Maximum no. of Iu signalling connection identifiers. Value is 250.


The maximum number of Iu signalling connection identifiers contained in the RESET RESOURCE message shall not exceed the range bound specified for the maxnoofIuSigConIds (max. no. of Iu signalling connection identifiers) as indicated in the table above.


9.1.45
RESET RESOURCE ACKNOWLEDGE

This message is sent by either the CN or the RNC to inform the RNC or the CN that the RESET RESOURCE message has been received.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Reset Resource List
	M
	
	
	
	YES
	ignore

	>Reset Resource Item IEs
	
	1 to <maxnoofIuSigConIds>
	
	This list shall be in the same order as the list received in the RESET RESOURCE message.
	EACH
	reject

	>>Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	Contains start of the range if Iu Sig Conn Id Range End is also included.
	-
	

	>>Iu Sig Conn Id Range End
	O
	
	Iu Signalling Connection Identifier
9.2.1.38
	Contains end of range when included.
	YES
	ignore

	Global RNC-ID
	O
	
	9.2.1.39
	If the Extended RNC-ID IE is included in the message, the RNC-ID IE in the Global RNC-ID IE shall be ignored.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofIuSigConIds
	Maximum no. of Iu signalling connection identifiers. Value is 250.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

Unchanged parts omitted


id-Management-Based-MDT-PLMN-List,


id-Tunnel-Information-for-BBF,


id-SIPTO-Correlation-ID,


id-SIPTO-LGW-TransportLayerAddress,


id-LHN-ID,


id-LastE-UTRANPLMNIdentity,


id-Session-Re-establishment-Indicator,

id-IuSigConIdRangeEnd
FROM RANAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

Unchanged parts omitted

-- **************************************************************

--

-- RESET RESOURCE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset Resource

--

-- **************************************************************

ResetResource ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {ResetResourceIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {ResetResourceExtensions} }




OPTIONAL,


...

}

ResetResourceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-IuSigConIdList



CRITICALITY ignore
TYPE ResetResourceList



PRESENCE mandatory
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE optional
},


...

}

ResetResourceList 
::=
IuSigConId-IE-ContainerList{ {ResetResourceItemIEs} }

ResetResourceItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IuSigConIdItem



CRITICALITY reject
TYPE
ResetResourceItem


PRESENCE mandatory
},


...

}

ResetResourceItem ::= SEQUENCE {


iuSigConId




IuSignallingConnectionIdentifier,


iE-Extensions



ProtocolExtensionContainer { { ResetResourceItem-ExtIEs} }


OPTIONAL,


...

}

ResetResourceItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

{ ID id-IuSigConIdRangeEnd


CRITICALITY reject
EXTENSION
IuSignallingConnectionIdentifier

PRESENCE optional
},

...

}

ResetResourceExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 4 --


{ ID id-GlobalCN-ID



CRITICALITY ignore

EXTENSION GlobalCN-ID



PRESENCE optional}|
-- Extension for Release 7 to indicate extended RNC-ID --


{ ID id-ExtendedRNC-ID


CRITICALITY reject

EXTENSION ExtendedRNC-ID


PRESENCE optional
},


...

}

-- **************************************************************

--

-- Reset Resource Acknowledge

--

-- **************************************************************

ResetResourceAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {ResetResourceAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {ResetResourceAcknowledgeExtensions} }



OPTIONAL,


...

}

ResetResourceAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-IuSigConIdList



CRITICALITY ignore
TYPE ResetResourceAckList


PRESENCE mandatory
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

ResetResourceAckList 
::=
IuSigConId-IE-ContainerList{ {ResetResourceAckItemIEs} }

ResetResourceAckItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IuSigConIdItem



CRITICALITY reject
TYPE
ResetResourceAckItem


PRESENCE mandatory
},


...

}

ResetResourceAckItem ::= SEQUENCE {


iuSigConId




IuSignallingConnectionIdentifier,


iE-Extensions



ProtocolExtensionContainer { { ResetResourceAckItem-ExtIEs} }


OPTIONAL,


...

}

ResetResourceAckItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


{ ID id-IuSigConIdRangeEnd


CRITICALITY ignore
EXTENSION
IuSignallingConnectionIdentifier

PRESENCE optional
},

...

}

ResetResourceAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 4 --


{ ID id-GlobalCN-ID



CRITICALITY ignore

EXTENSION GlobalCN-ID



PRESENCE optional}|
-- Extension for Release 7 to indicate extended RNC-ID --


{ ID id-ExtendedRNC-ID



CRITICALITY reject
EXTENSION ExtendedRNC-ID

PRESENCE optional},


...

}

Unchanged parts omitted

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Unchanged parts omitted

id-RSRVCC-Operation-Possible






INTEGER ::= 272
id-SIPTO-LGW-TransportLayerAddress





INTEGER ::= 273

id-SIPTO-Correlation-ID








INTEGER ::= 274
id-LHN-ID











INTEGER ::= 275
id-Session-Re-establishment-Indicator




INTEGER ::= 276
id-LastE-UTRANPLMNIdentity







INTEGER ::= 277
id-RSRQ-Type










INTEGER ::= 278

id-RSRQ-Extension









INTEGER ::= 279
id-IuSigConIdRangeEnd








INTEGER ::= 282
END

