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1   Introduction / Proposal
In RAN3#90, there was a proposal for sending a response LS to all involved groups about paging optimization. Since the history was quite complicated, the history of this topic is briefly summarized in the annex. 
To conclude the discussion on this topic, the proposal is to send an LS to SA2, RAN2 and RAN1 to finalise the LS exchange on all the three discussed enhancements for paging and reference the latest received LS from all groups in these separate topics:

· Paging in recommended cells, R3-151341 (SA2)

· Paging in supported frequency bands, R3-151841 (RAN2), R3-150345 (SA2) 

· Paging for UEs in coverage extended mode, R3-151840 (RAN2), R3-150815 (SA2), R3-150503(RAN1)
Annex – LS history
Paging of UEs in coverage extended mode

The work was initiated in RAN3#87 by an LS from RAN1 in R3-150008. At the same meeting, SA2 provided a response in R3-150344. RAN3 did not provide a response LS in this meeting.

In RAN3#87b, RAN3 received one LS from RAN1 in R3-150503 and another reply LS from SA2 in R3-150815.

In RAN3#88, RAN3 received another reply from RAN2 in R3-150922, indicating that the attempt counter is beneficial for CE paging. RAN3 also responded with a reply LS to SA2, RAN1, RAN2 (and cc: CT1), where RAN3 outlined the solution discussed so far and asked for RAN2s feedback and for RAN2 to implement this.

In RAN3#89b, RAN2 replied in R3-151840, acknowledging that the proposed solution with two containers where agreed by RAN2, although the details were not yet agreed.     

Paging optimisation

The work was initiated in RAN3#87 by an LS from SA2 in R3-150345. This LS contained two major parts. One related to only paging in frequency bands supported by the UE and one more general paging optimisation. RAN3 replied in R3-150461 that RAN3 had started working on this issue.

Paging in supported frequency bands
In RAN3#87b, RAN3 initiated an LS to RAN2 (R3-150889), focusing on the problem only paging in supported frequency band and proposing to use a container to exchange the required information between the eNB and the MME. 
In RAN3#88, RAN3 received a reply from RAN2 in (R3-151202) regarding the supported frequency bands. RAN2 acknowledged that they will work on the details (re-use the existing container or define a new).

In RAN3#89b, RAN2 replied in R3-151841, with a technically endorsed CR for how to modify the UERadioPagingInformation IE to carry the information on supported frequency bands. This reply was discussed by RAN3 and it was concluded that no further changes in specification under RAN3 control were needed,

Paging in recommended cells
In RAN3#87b, RAN3 replied to SA2 in (R3-150892) where RAN3 informed SA2 about the current status regarding the use of recommended cells.

In RAN3#88, RAN3 replied to SA2 in R3-151280, where RAN3 gave a short introduction to the current status and included the agreed way forward. 

In RAN3#88, RAN3 received a reply from SA2 in (R3-151341) (with a cc RAN1/RAN2) where SA2 provided an agreed CR capturing all agreements in SA2.
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