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<<<<<<<<<<<<<<<<<<<< Start of 1st Change >>>>>>>>>>>>>>>>>>>>
8.2.4
E-RAB Modification Indication

8.2.4.1
General

The purpose of the E-RAB Modification Indication procedure is to enable the eNB to request modifications of already established E-RABs for a given UE. The procedure uses UE-associated signalling.

8.2.4.2
Successful Operation


[image: image1.wmf] 

E

-

RAB MODIF

ICATION

 

CONFIRM

 

E

-

RAB MODIF

ICATION

 

INDICATION

 

eNB

 

MME

 


Figure 8.2.4.2-1: E-RAB Modification Indication procedure. Successful operation.

The eNB initiates the procedure by sending an E-RAB MODIFICATION INDICATION message to the MME.

The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATON message shall be considered by the MME as the new DL address of the E-RABs. The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB Not To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATION message shall be considered by the MME as the E-RABs with unchanged DL address

The E-RAB MODIFICATION CONFIRM message shall contain the result for all the E-RABs that were requested to be modified according to the E-RAB To Be Modified Item IEs IE of the E-RAB MODIFICATION INDICATION message as follows:

-
A list of E-RABs which are successfully modified shall be included in the E-RAB Modify List IE.

-
A list of E-RABs which failed to be modified, if any, shall be included in the E-RAB Failed to Modify List IE.

-
A list of E-RABs which are to be released, if any, shall be included in the E-RAB To Be Released List IE.
If the E-RAB Failed to Modify List IE is received in the E-RAB MODIFICATION CONFIRM message, the eNB shall either

-
release all corresponding E-UTRA and E-UTRAN resources for the concerned E-RAB or

-
keep the previous transport information before sending the E-RAB MODIFICATION INDICATION message unchanged for the concerned E-RAB.
If the E-RAB To Be Released List IE is received in the E-RAB MODIFICATION CONFIRM message, the eNB shall release all corresponding E-UTRA and E-UTRAN resources for the concerned E-RAB.

If the CSG Membership Info IE is included in the E-RAB MODIFICATION INDICATION message, the MME shall use the information for CSG membership verification as specified in TS 36.300 [14] and provide the result of the membership verification in the CSG Membership Status IE contained in the E-RAB MODIFICATION CONFIRM message.

If no CSG Membership Info IE is received in the E-RAB MODIFICATION INDICATION message and the UE was previously configured with resources from a hybrid cell, the MME shall consider that the UE has moved into an open access cell.
If no PLMN Identity IE is received in the CSG Membership Info IE in the E-RAB MODIFICATION INDICATION message, the MME shall use the selected PLMN ID of the UE for CSG membership verification as specified in TS 36.300 [14].
When the MME reports unsuccessful modification of an E-RAB, the cause value should be precise enough to enable the eNB to know the reason for an unsuccessful modification.

If the Tunnel Information for BBF IE is received in the E-RAB MODIFICATION INDICATION message, the MME shall, if supported, use it in the core network as specified in TS 23.139 [37].

<<<<<<<<<<<<<<<<<<<< Start of 2nd Change >>>>>>>>>>>>>>>>>>>>
8.3.4
UE Context Modification
8.3.4.1
General
The purpose of the UE Context Modification procedure is to partly modify the established UE Context, e.g., with the Security Key or the Subscriber Profile ID for RAT/Frequency priority. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation


[image: image2.wmf] 

UE CONTEXT MODIFICATION RESPONSE

 

UE 

CONTEXT 

MODIFICATION REQUEST

 

eNB

 

MME

 


Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation.
The UE CONTEXT MODIFICATION REQUEST message may contain.

-
the Security Key IE.
-
the Subscriber Profile ID for RAT/Frequency priority IE.
-
the UE Aggregate Maximum Bit Rate IE.

-
the CS Fallback Indicator IE.

-
the UE Security Capabilities IE. 

-
the CSG Membership Status IE.

-
the Registered LAI IE.

-
the Additional CS Fallback Indicator IE.

-
the ProSe Authorized IE.

Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the eNB shall
-
store the received Security Key IE, take it into use and associate it with the initial value of NCC as defined in TS 33.401 [15]

-
store the UE Security Capabilities IE and take them into use together with the received keys according to TS 33.401 [15].

-
store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [14].

If the UE Aggregate Maximum Bit Rate IE is included in the UE CONTEXT MODIFICATION REQUEST message the eNB shall:
-
replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context;

· use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.

If the CSG Membership Status IE is received in the UE CONTEXT MODIFICATION REQUEST message, the eNB shall take the following action:

-
If the cell that serves the UE is a hybrid cell, the eNB shall store the value contained in the CSG Membership Status IE and replace any previously stored membership status value by this new one. It shall then use it as defined in TS 36.300 [14].

-
If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to “not-member”, the eNB should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 36.300 [14].
-
If the UE is in dual connectivity operation and the cell configured as SCG is hybrid cell, the eNB shall inform SCG of the updated CSG membership status. 
If the UE Aggregate Maximum Bit Rate IE is not contained in the UE CONTEXT MODIFICATION REQUEST message, the eNB shall use the previously provided UE Aggregate Maximum Bit Rate which is stored in the UE context. 
If the CS Fallback Indicator IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the concerned UE Context is subject to CS Fallback. The eNB shall reply with the UE CONTEXT MODIFICATION RESPONSE message and then act as defined in TS 23.272 [17]. If the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is not present and, in case the Handover Restriction List information that may exist in the UE context is applied, no suitable target is found, or if the CS Fallback Indicator IE is set to “CS Fallback High Priority” and the Additional CS Fallback Indicator IE is set to “no restriction”, the eNB shall consider that no roaming and no access restriction apply to the UE and process according to TS 23.272 [17].
If the Registered LAI IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the eNB may take the Registered LAI IE into account when selecting the target cell or frequency and then act as defined in TS 23.272 [17].
If the ProSe Authorized IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the eNB shall, if supported, update its ProSe authorization information for the UE accordingly. If the ProSe Authorized IE includes one or more IEs set to “not authorized”, the eNB shall, if supported, initiate actions to ensure that the UE is no longer accessing the relevant ProSe service(s).
The eNB shall report, in the UE CONTEXT MODIFICATION RESPONSE message to the MME the successful update of the UE context.

After sending the UE CONTEXT MODIFICATION RESPONSE message, the procedure is terminated in the eNB.
<<<<<<<<<<<<<<<<<<<< Start of 3rd Change >>>>>>>>>>>>>>>>>>>>
8.3.6.1
General

The purpose of the UE Context Modification Indication procedure is for the eNB to request the modifications on the established UE Context.

The procedure uses UE-associated signalling.

In the current version of the specification, this procedure is only used for membership verification, as described in TS 36.300 [14].

8.3.6.2
Successful Operation
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Figure 8.3.6.2-1: UE Context Modification Indication. Successful operation

If the CSG Membership Info IE is included in the UE CONTEXT MODIFICATION INDICATION message, the MME shall use the information for CSG membership verification as specified in TS 36.300 [14] and provide the result of the membership verification in the CSG Membership Status IE contained in the UE CONTEXT MODIFICATION CONFIRM message.
If no CSG Membership Info IE is received in the UE CONTEXT MODIFICATION INDICATION message and the UE was previously configured with resources from a hybrid cell, the MME shall consider that the UE has moved into an open access cell.
If no PLMN Identity IE is received in the CSG Membership Info IE in the UE CONTEXT MODIFICATION INDICATION message, the MME shall use the selected PLMN ID of the UE for CSG membership verification as specified in TS 36.300 [14].
<<<<<<<<<<<<<<<<<<<< Start of 4th Change >>>>>>>>>>>>>>>>>>>>
9.3.3
PDU Definitions
CSGMembershipInfo ::= SEQUENCE {


cSGMembershipStatus

CSGMembershipStatus,


cSG-Id




CSG-Id,


cellAccessMode


CellAccessMode
OPTIONAL,


pLMNidentity


PLMNidentity
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { CSGMembershipInfo-ExtIEs} }

OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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