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START OF CHANGE
9.2.7
WLAN Information

This IE contains WLAN configuration information that an eNB may need for the Xw interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BSSID List
	
	0..1
	
	

	>BSSID List Item
	
	1..<maxnoofBSSIDs>
	
	

	>>BSSID
	M
	
	9.2.8
	

	>>Maximum Capacity
	M
	
	Bit Rate 9.2.17
	The maximum  available capacity corresponding to this BSSID.

	>>WLAN Band Information List
	
	0..1
	
	

	>>>WLAN Band Information Item
	
	1..<maxnoofBands>
	
	

	>>>>WLAN Band Information
	
	
	9.2.13
	

	SSID
	O
	
	9.2.9
	

	HESSID
	O
	
	9.2.10
	


	Range bound
	Explanation

	maxnoofBSSIDs
	Maximum number of BSSIDs associated to a given BSS. The value of maxnoofBSSIDs is 2048.

	maxnoofBands
	256


NEXT CHANGE
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XwAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-BSS-Item,

id-BSSMeasurementResult-Item,


id-BSSToReport-Item,

id-E-RAB-Item,

id-CompleteFailureCauseInformation-Item,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-WLANIdentifier-Item,


id-WLANIdentifiersToDelete-Item,

maxnoofBearers,

maxnoofBSSIDs,

maxnoofBSSsperWT,

maxnoofErrors,


maxnoofFailedMeasObjects,

maxnoofBands
FROM XwAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM XwAP-CommonDataTypes


ProtocolExtensionContainer{},


XWAP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


XWAP-PROTOCOL-IES
FROM XwAP-Containers;


-- A
AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
AvailableChUtilization ::= SEQUENCE {


capacityValue



CapacityValue,


iE-Extensions



ProtocolExtensionContainer { { AvailableChUtilization-ExtIEs} } OPTIONAL,


...

}

AvailableChUtilization-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
-- B

BitRate
::= INTEGER (0..10000000000)
BSSID ::= OCTET STRING (SIZE(6))

BSSLoad ::= SEQUENCE {


channelUtilization

ChannelUtilization,

stationCount


StationCount

OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { {BSSLoad-Item-ExtIEs} }
OPTIONAL,


...

}

BSSLoad-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
BSS-List ::= SEQUENCE (SIZE (1..maxnoofBSSIDs)) OF ProtocolIE-SingleContainer { {BSS-ItemIEs} }

BSS-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSS-Item
CRITICALITY ignore
TYPE BSS-Item 
PRESENCE mandatory}

}

BSS-Item ::= SEQUENCE {


bSSID





BSSID,

maximumCapacity



BitRate,

wLANBandInformationList

WLANBandInformationList






OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {BSS-Item-ExtIEs} } OPTIONAL,


...

}

BSS-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

BSSMeasurementResult-List ::= SEQUENCE (SIZE (1..maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { {BSSMeasurementResult-ItemIEs} }

BSSMeasurementResult-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSSMeasurementResult-Item
CRITICALITY ignore
TYPE BSSMeasurementResult-Item
PRESENCE mandatory},


...

}
BSSMeasurementResult-Item ::= SEQUENCE {


bSSID




BSSID,


bSSLoad




BSSLoad




OPTIONAL,


wANMetrics



WANMetrics



OPTIONAL,

availableChUtilization
AvailableChUtilization
OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {BSSMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

BSSMeasurementResult-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

BSSToReport-List ::= SEQUENCE (SIZE (1.. maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { {BSSToReport-ItemIEs} }

BSSToReport-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSSToReport-Item
CRITICALITY ignore
TYPE BSSToReport-Item 
PRESENCE mandatory}

}

BSSToReport-Item ::= SEQUENCE {


bSSID








BSSID,


iE-Extensions






ProtocolExtensionContainer { {BSSToReport-Item-ExtIEs} } OPTIONAL,


...

}

BSSToReport-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

UNCHANGED PART OMITTED
-- W

WANMetrics ::= SEQUENCE {


wLAN-Backhaul-Rate-DL

WLAN-Backhaul-Rate,


wLAN-Backhaul-Rate-UL

WLAN-Backhaul-Rate,


wANchannelUtilization-DL
ChannelUtilization,


wANchannelUtilization-UL
ChannelUtilization,


iE-Extensions



ProtocolExtensionContainer { { WANMetrics-Item-ExtIEs} }
OPTIONAL,


...

}

WANMetrics-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLAN-Backhaul-Rate ::= ENUMERATED {r0, r4, r8, r16, r32, r64, r128, r256, r512, r1024, r2048, r4096, r8192, r16384, r32768, r65536, r131072, r262144, r524288, r1048576, r2097152, r4194304, r8388608, r16777216, r33554432, r67108864, r134217728, r268435456, r536870912, r1073741824, r2147483648, r4294967296}

WLANBandInformationList ::= SEQUENCE (SIZE (1..maxnoofBands)) OF WLANBandInformation
WLANBandInformation ::= ENUMERATED {f2412, f2417, f2422, f2427, f2432, f2437, f2442, f2447, f2452, f2457, f2462, f2467, f2472, f2484, f3657and5, f3660, f3662and5, f3665, f3667and5, f3670, f3672and5, f3675, f3677and5, f3680, f3682and5, f3685, f3687and5, f3690, f3692and5, f4915, f4920, f4925, f4935, f4940, f4945, f4960, f4980, f5035, f5040, f5045, f5055, f5060, f5080, f5170, f5180, f5190, f5200, f5210, f5220, f5230, f5240, f5260, f5280, f5300, f5320, f5500, f5520, f5540, f5560, f5580, f5600, f5620, f5640, f5660, f5680, f5700, f5720, f5745, f5765, f5785, f5805, f5825, ...}

-- Editor’s Note: The encoding of the WLAN Band Information should be aligned with RAN2
WLANIdentifier-List ::= SEQUENCE (SIZE (1.. maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { { WLANIdentifier-ItemIEs} }

WLANIdentifier-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifier-Item
CRITICALITY ignore
TYPE WLANIdentifier-Item
PRESENCE mandatory},


...
}

WLANIdentifier-Item ::= SEQUENCE {


wLANInformation




WLANInformation,


iE-Extensions




ProtocolExtensionContainer { { WLANIdentifier-Item-ExtIEs} }
OPTIONAL,


...

}

WLANIdentifier-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANIdentifiersToDelete-List ::= SEQUENCE (SIZE (1.. maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { { WLANIdentifiersToDelete-ItemIEs} }

WLANIdentifiersToDelete-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifiersToDelete-Item
CRITICALITY ignore
TYPE WLANIdentifiersToDelete-Item
PRESENCE mandatory}

}

WLANIdentifiersToDelete-Item ::= SEQUENCE {


bSSID










BSSID,


iE-Extensions








ProtocolExtensionContainer { { WLANIdentifiersToDelete-Item-ExtIEs} }
OPTIONAL,


...

}

WLANIdentifiersToDelete-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANInformation ::= SEQUENCE {

bSS-List

BSS-List
OPTIONAL,


sSID


SSID

OPTIONAL,


hESSID


HESSID

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { WLANInformation-ExtIEs} }
OPTIONAL,


...

}

WLANInformation-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
WLANSecurityInfo ::= BIT STRING (SIZE(256))
--Editor’s Note: Above is a placeholder
WTID ::= CHOICE {


wTID-Type1


WTID-Type1,


wTID-Type2


WTID-Type2,


...

}

WTID-Type1 ::= SEQUENCE {


pLMN-Identity




PLMN-Identity,


shortWTID





BIT STRING (SIZE(24)),


...

}
WTID-Type2 ::= BIT STRING (SIZE(48))
END

NEXT CHANGE
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-xwSetup








ProcedureCode ::= 0

id-wTConfigurationUpdate




ProcedureCode ::= 1

id-wTStatusReportingInitiation



ProcedureCode ::= 2

id-wTStatusReporting





ProcedureCode ::= 3
id-errorIndication






ProcedureCode ::= 4

id-reset








ProcedureCode ::= 5
id-wTAdditionPreparation




ProcedureCode ::= 6

id-eNBInitiatedWTModification



ProcedureCode ::= 7

id-wTInitiatedWTModification



ProcedureCode ::= 8

id-eNBInitiatedWTRelease




ProcedureCode ::= 9

id-wTInitiatedWTRelease





ProcedureCode ::= 10

id-wTAssociationConfirmation



ProcedureCode ::= 11
id-privateMessage






ProcedureCode ::= 12
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofBearers







INTEGER ::= 256
maxnoofBSSIDs







INTEGER ::= 2048
maxnoofBSSsperWT






INTEGER ::= 4096

maxnoofErrors







INTEGER ::= 256

maxnoofFailedMeasObjects




INTEGER ::= 32 
maxnoofBands







INTEGER ::= 256
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-BSSMeasurementResult-Item






ProtocolIE-ID ::= 0

id-BSSMeasurementResult-List






ProtocolIE-ID ::= 1

id-BSSToReport-Item 








ProtocolIE-ID ::= 2

id-BSSToReport-List 








ProtocolIE-ID ::= 3

id-Cause 











ProtocolIE-ID ::= 4

id-CompleteFailureCauseInformation-Item 



ProtocolIE-ID ::= 5

id-CompleteFailureCauseInformation-List 



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics 







ProtocolIE-ID ::= 7

id-ENB-Measurement-ID 








ProtocolIE-ID ::= 8

id-Global-ENB-ID 









ProtocolIE-ID ::= 9

id-MeasurementFailureCause-Item 





ProtocolIE-ID ::= 10

id-MeasurementInitiationResult-Item 




ProtocolIE-ID ::= 11

id-MeasurementInitiationResult-List 




ProtocolIE-ID ::= 12

id-PartialSuccessIndicator 







ProtocolIE-ID ::= 13

id-Registration-Request 







ProtocolIE-ID ::= 14

id-ReportCharacteristics 







ProtocolIE-ID ::= 15

id-ReportingPeriodicity 







ProtocolIE-ID ::= 16

id-WLANIdentifier-Item 








ProtocolIE-ID ::= 17

id-WLANIdentifier-List 








ProtocolIE-ID ::= 18

id-WLANIdentifiersToAdd-List 






ProtocolIE-ID ::= 19

id-WLANIdentifiersToDelete-Item 





ProtocolIE-ID ::= 20

id-WLANIdentifiersToDelete-List 





ProtocolIE-ID ::= 21

id-WLANIdentifiersToModify-List 





ProtocolIE-ID ::= 22

id-WTID 











ProtocolIE-ID ::= 23

id-WT-Measurement-ID 








ProtocolIE-ID ::= 24
id-ENB-UE-XwAP-ID









ProtocolIE-ID ::= 25

id-WT-UE-XwAP-ID









ProtocolIE-ID ::= 26
id-BSS-Item











ProtocolIE-ID ::= 27

id-E-RABs-ToBeAdded-List







ProtocolIE-ID ::= 28
id-E-RABs-ToBeAdded-Item







ProtocolIE-ID ::= 29

id-UE-Identity










ProtocolIE-ID ::= 30

id-WLANSecurityInfo









ProtocolIE-ID ::= 31

id-E-RABs-Admitted-ToBeAdded-List





ProtocolIE-ID ::= 32
id-E-RABs-Admitted-ToBeAdded-Item





ProtocolIE-ID ::= 33
id-E-RABs-NotAdmitted-List







ProtocolIE-ID ::= 34

id-E-RAB-Item










ProtocolIE-ID ::= 35

id-UE-ContextInformationWTModReq





ProtocolIE-ID ::= 36

id-E-RABs-ToBeAdded-ModReqItem






ProtocolIE-ID ::= 37

id-E-RABs-ToBeModified-ModReqItem





ProtocolIE-ID ::= 38

id-E-RABs-ToBeReleased-ModReqItem





ProtocolIE-ID ::= 39

id-E-RABs-Admitted-ToBeAdded-ModAckList




ProtocolIE-ID ::= 40
id-E-RABs-Admitted-ToBeAdded-ModAckItem




ProtocolIE-ID ::= 41
id-E-RABs-Admitted-ToBeModified-ModAckList



ProtocolIE-ID ::= 42
id-E-RABs-Admitted-ToBeModified-ModAckItem



ProtocolIE-ID ::= 43
id-E-RABs-Admitted-ToBeReleased-ModAckList



ProtocolIE-ID ::= 44
id-E-RABs-Admitted-ToBeReleased-ModAckItem



ProtocolIE-ID ::= 45
id-E-RABs-ToBeReleased-ModReqdList





ProtocolIE-ID ::= 46

id-E-RABs-ToBeReleased-ModReqdItem





ProtocolIE-ID ::= 47
id-E-RABs-ToBeReleased-List-RelReq





ProtocolIE-ID ::= 48

id-E-RABs-ToBeReleased-RelReqItem





ProtocolIE-ID ::= 49

id-E-RABs-ToBeReleased-List-RelConf





ProtocolIE-ID ::= 50

id-E-RABs-ToBeReleased-RelConfItem





ProtocolIE-ID ::= 51

id-E-RABs-Confirmed-ToBeReleased-ModReqdList


ProtocolIE-ID ::= 52

id-E-RABs-Confirmed-ToBeReleased-ModReqdItem


ProtocolIE-ID ::= 53
END
END OF CHANGES
