Page 1



3GPP TSG-RAN WG3 Meeting #91-bis 
R3-160711
Bangalore, India, 11-15 April, 2016   
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.463
	CR
	0009
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction on Procedure code

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	LTE_WLAN_radio-Core
	
	Date:
	2016-04-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	  It was agreed that there will be no semantics description on the procedure code IE to avoid further misalignment with ASN.1. It will rely on ASN.1 only. Corresponding changes already were included in the ASN.1 review. However, the new XWAP is not align with this agreements. 

	
	

	Summary of change:
	The allocated procedure codes are removed from the Tabular Format.
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9.2.1
Message Type

This IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	M
	
	INTEGER (0..255)
	













	Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, 

…)
	


