3GPP TSG-RAN WG3 #91bis
R3-160745
Bangalore, India, 11th – 15th April 2016

Title:
TP of Additional Requirements for Flexible eNB-ID and Cell-ID in E-UTRAN
Source: 
China Telecom
Agenda item:
25
Document for:
Approval
1 Introduction

In the study on Flexible eNB-ID and Cell-ID in E-UTRAN, it has been agreed that the objective of flexible eNB-ID and Cell-ID in E-UTRAN is to find a network based solution to meet the scenarios and requirements [1].
In this contribution, we will give a TP for additional requirements of the SI.
2 Text Proposal
---Start Text Proposal---
4
General

The objective of this study [2] is to identify potential technologies to deploy a large number of eNB’s and also eNB’s that can handle more Cells’ in E-UTRAN. The detailed objective is as follows:
1. investigate and evaluate the potential solutions to:

· Support of the number of eNB beyond 1.04 million in a PLMN
· Support of the number of cells beyond 256 in an eNB
2. The evaluation should take into account the following:

· No impact on UE operation and air interfaces;

· Minimize the impacts on CN;

· Co-existence and inter-working with current Macro and HeNBs
The following additional requirements should be considered in the study:
· The candidate solutions should allow 4.16 million eNBs deployments in a PLMN.
· The candidate solutions should allow an eNB supporting 1024 cells.
--- End of the Text Proposal---
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