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1
Introduction

The X2AP BL CR [1] contains a couple of FFS in the Retrieve UE Context Response message. Those FFSs are discussed.
2
Discussion

The remaining FFSs (security related FFS are discussed in another paper) are UE History related:
-
UE History Information IE, [inclusion and usage is FFS]

-
UE History Information from the UE IE[inclusion and usage is FFS],

The UE History Information IE was introduced in Rel-8 in order to allow the target eNB to apply mobility strategies for further RRC-Connected mobility. As this IE is meant to record only RRC-Connected mobility it can be assumed that this IE would not be able to record all cells traversed while having the RRC connection suspended. Such information could be misleading for the new/target eNB and should therefore not be provided.

Proposal 1 Remove the UE History Information IE from the Retrieve UE Context Response message
The UE History Information from the UE IE was introduced in Rel-12 and was considered useful to be propagated during active mode mobility only. Given the original purpose of this IE it is proposed to also remove this IE form the BL CR.
Proposal 2 Remove the UE History Information from the UE IE from the Retrieve UE Context Response message
3
Conclusion
The remaining FFS IEs have been discussed in this document The following is proposed:
Proposal 1
Remove the UE History Information IE from the Retrieve UE Context Response message
Proposal 2
Remove the UE History Information from the UE IE from the Retrieve UE Context Response message
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