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1. Introduction

This document summarizes the progress of “Support for V2V services based on LTE side link WI” achieved in RAN3 #91bis.
2. Progress at RAN3 #91bis

2.1 Agreement and Working Assumption on Authorization:

· Agreement: Authorization shall be signaled by the MME for V2V same as ProSe (new IE)
· Working Assumption: RAN3 understands PLMN management should be like ProSe (unless SA2/RAN2 decides other way)
Open issue on the agreement above: 
· On how to name the new IE and encode it, for which the following point should be taken into consideration: 
· on whether the authorization is related to the transmit UE or not
2.2 Potential issues for more discussions in the future meetings:
· To support switching or selection between PC5 and Uu based V2V (other WG inputs may be needed), further clarifications are required on:
· Whether exchange of PC5 resource over X2 is needed or not 
· Whether exchange over the container is enough or not
· Whether V2V switching is related to Bearer connection
1. Progress at RAN3 #91
Agreements:
· Only scenario 1 is supported in the scope of the WI
· The RSU is under SID phase in SA2 and should not be discussed in this PC5 based V2V WI
Open issues:
· About the authorization, it should be service level or resource level? Should the Inter-PLMN authorization be supported or not?
· Is the Multi-carrier operation for V2V allowed? It needs to be confirmed by RAN1/2/4(?) before RAN3 discussion.
Other topics discussed in this meeting, but RAN3 impacts should be clearly identified:

· Network signaling to support switching between PC5 and Uu based V2V
· Resource coordination between neighbour eNBs
· Network assistance, if needed, to meet the synchronization requirement pending to RAN1[image: image1.png]



