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	*********First Change**********


9.2.12
WAN Metrics

This IE contains the WAN Metrics.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WAN Backhaul Speed DL
	M
	
	WAN Backhaul Speed
9.2.15
	Downlink Speed field of the WAN Metrics element defined in subclause 4.4 of Hotspot 2.0 (Release 2) [10]

	WAN Backhaul Speed UL
	M
	
	WAN Backhaul Speed
9.2.15
	Uplink Speed field of the WAN Metrics element defined in subclause 4.4 of Hotspot 2.0 (Release 2) [10]

	WAN Backlhaul Load DL
	M
	
	WAN Backhaul Load 
9.2.xx
	Downlink Load field of the WAN Metrics element defined in subclause 4.4 of Hotspot 2.0 (Release 2) [10] 

	WAN Backhaul Load UL
	M
	
	WAN Backhaul Load 

9.2.xx
	Uplink Load field of the WAN Metrics element defined in subclause 4.4 of Hotspot 2.0 (Release 2) [10]


	*********Next Change**********


9.2.15
WAN Backhaul Speed
This IE identifies a WAN Backhaul Speed.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WAN Backhaul Speed
	M
	
	INTEGER (0..4294967295) 
	


	*********Next Change**********


9.2.xx
WAN Backhaul Load
This IE identifies a WAN Backhaul Load.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WAN Backhaul Load
	M
	
	INTEGER (0..255) 
	


	*********Next Change**********


	*********Next Change**********


>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>Text Omitted for Clarity<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
WANMetrics ::= SEQUENCE {


wAN-Backhaul-Speed-DL

WAN-Backhaul-Speed,


wAN-Backhaul-Speed-UL

WAN-Backhaul-Speed,


wANBackhaulLoad-DL
WAN-Backhaul-Load,


wANBackhaulLoad-UL
WAN-Backhaul-Load,


iE-Extensions



ProtocolExtensionContainer { { WANMetrics-Item-ExtIEs} }
OPTIONAL,


...

}

>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>Text Omitted for Clarity<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
WAN-Backhaul-Speed ::= INTEGER (0.. 4294967295)
WAN-Backhaul-Load ::= INTEGER (0..255)
