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--------------Start of First Change--------------
8.9
UE Capability Info Indication

8.9.1
General

The purpose of the UE Capability Info Indication procedure is to enable the eNB to provide to the MME UE capability-related information.

8.9.2
Successful Operation


[image: image1.wmf] 

UE 

CAPABILITY 

INFO 

INDICATION

 

eNB

 

MME

 


Figure 8.9.2-1: UE Capability Info Indication procedure. Successful operation.

The eNB controlling a UE-associated logical S1-connection initiates the procedure by sending a UE CAPABILITY INFO INDICATION message to the MME including the UE capability information. The UE CAPABILITY INFO INDICATION message may also include paging specific UE capability information within the UE Radio Capability for Paging IE. 
If the UE Type IE is included in the UE CAPABILITY INFO INDICATION message and set to “monitor P-RNTI on MPDCCH”, the MME shall, if supported, store it and include the Extended UE Identity Index Value in subsequent paging.
The UE capability information received by the MME shall replace any previously stored UE capability information in the MME for the UE.

--------------Start of Next Change--------------

9.1.10
UE CAPABILITY INFO INDICATION

This message is sent by the eNB to provide UE Radio Capability information to the MME.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Radio Capability
	M
	
	9.2.1.27
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore

	UE Type
	O
	
	9.2.1.xxx
	
	YES
	reject


--------------Start of Next Change--------------

9.2.1.119
SRVCC Operation Not Possible

This element indicates that SRVCC operation is not possible any more.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SRVCC Operation Not Possible
	M
	
	ENUMERATED (notPossible, …) 
	


9.2.1.xxx
UE Type

This IE provides information on the UE Type.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Type
	M
	
	ENUMERATED (using IMSI mode 16384, ...)
	
	-
	-


--------------Start of Next Change--------------

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


BearerType,


Cause,


CellAccessMode,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXSRVCCInfo,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,

----skip the unchanged part----

UE-Usage-Type,


UEUserPlaneCIoTSupportIndicator,


NB-IoT-DefaultPagingDRX,


NB-IoT-Paging-eDRXInformation,


CE-mode-B-SupportIndicator,


NB-IoT-UEIdentityIndexValue,


UE-Type
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-AssistanceDataForPaging,


id-uEaggregateMaximumBitrate,


id-BearerType,


id-Cause,

----skip the unchanged part----

id-UE-Usage-Type,


id-UEUserPlaneCIoTSupportIndicator,


id-NB-IoT-DefaultPagingDRX,


id-NB-IoT-Paging-eDRXInformation,


id-CE-mode-B-SupportIndicator,


id-NB-IoT-UEIdentityIndexValue,


id-RRC-Resume-Cause,


id-UE-Type
----skip the unchanged part----
-- **************************************************************

--

-- UE CAPABILITY INFO INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Capability Info Indication

--

-- **************************************************************

UECapabilityInfoIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UECapabilityInfoIndicationIEs} },


...

}

UECapabilityInfoIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID




PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability



PRESENCE mandatory}|


{ ID id-UERadioCapabilityForPaging
CRITICALITY ignore
TYPE UERadioCapabilityForPaging

PRESENCE optional}|


{ ID id-UE-Type





CRITICALITY reject
TYPE UE-Type






PRESENCE optional},


...

}

--------------Start of Next Change--------------

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,

----skip the unchanged part----
UERadioCapability ::= OCTET STRING

UERadioCapabilityForPaging ::= OCTET STRING

UE-RLF-Report-Container ::= OCTET STRING

-- This IE is a transparent container and shall be encoded as the rlf-Report-r9 field contained in the UEInformationResponse message as defined in TS 36.331 [16]

UE-RLF-Report-Container-for-extended-bands ::= OCTET STRING

-- This IE is a transparent container and shall be encoded as the rlf-Report-v9e0 contained in the UEInformationResponse message as defined in TS 36.331 [16]

UESecurityCapabilities ::= SEQUENCE {


encryptionAlgorithms


EncryptionAlgorithms,


integrityProtectionAlgorithms
IntegrityProtectionAlgorithms,


iE-Extensions




ProtocolExtensionContainer { { UESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

UESecurityCapabilities-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UE-Type ::= ENUMERATED {

usingIMSImode16384,


...

}
UE-Usage-Type ::= INTEGER (0..255)

UserLocationInformation ::= SEQUENCE {


eutran-cgi 



EUTRAN-CGI,


tai





TAI,


iE-Extensions


ProtocolExtensionContainer { { UserLocationInformation-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UEUserPlaneCIoTSupportIndicator ::= ENUMERATED {


supported,


...

}
--------------Start of Next Change--------------

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation





ProcedureCode ::= 0

id-HandoverResourceAllocation



ProcedureCode ::= 1

id-HandoverNotification





ProcedureCode ::= 2

id-PathSwitchRequest





ProcedureCode ::= 3

id-HandoverCancel






ProcedureCode ::= 4

----skip the unchanged part----
id-BearerType









ProtocolIE-ID ::= 233

id-NB-IoT-DefaultPagingDRX






ProtocolIE-ID ::= 234

id-E-RABFailedToResumeListResumeReq




ProtocolIE-ID ::= 235

id-E-RABFailedToResumeItemResumeReq




ProtocolIE-ID ::= 236

id-E-RABFailedToResumeListResumeRes




ProtocolIE-ID ::= 237

id-E-RABFailedToResumeItemResumeRes




ProtocolIE-ID ::= 238

id-NB-IoT-Paging-eDRXInformation




ProtocolIE-ID ::= 239

id-UEUserPlaneCIoTSupportIndicator 




ProtocolIE-ID ::= 241

id-CE-mode-B-SupportIndicator 





ProtocolIE-ID ::= 242

id-SRVCCOperationNotPossible





ProtocolIE-ID ::= 243

id-NB-IoT-UEIdentityIndexValue 





ProtocolIE-ID ::= 244

id-RRC-Resume-Cause








ProtocolIE-ID ::= 245
id-UE-Type










ProtocolIE-ID ::= xxx
END

--------------End of the Changes--------------
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