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6.5.3.4.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation [4], are applied.

6.5.3.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.17: BS Mandatory spurious emissions limits, Category B
Band
Maximum Level
Measurement Bandwidth
Note

9 kHz ( 150 kHz
-36 dBm
1 kHz
Bandwidth as in ITU-R SM.329-7, subclause 4.1

150 kHz ( 30 MHz
- 36 dBm
10 kHz
Bandwidth as in ITU-R SM.329-7, subclause 4.1

30 MHz ( 1 GHz
-36 dBm
100 kHz
Bandwidth as in ITU-R SM.329-7, subclause 4.1

1 GHz

(
Fc1 – 60 MHz or 2 100 MHz

Whichever is the higher
-30 dBm
1 MHz
Bandwidth as in ITU-R SM.329-7, subclause 4.1

Fc1 – 60 MHz or 2 100 MHz
whichever is the higher

(
Fc1 – 50 MHz or 2 100 MHz
whichever is the higher
-25 dBm
1 MHz
Specification more stringent than ITU-R SM.329-7, subclause 4.1

Fc1 – 50 MHz or 2100 MHz
whichever is the higher

(
Fc2 + 50 MHz or 2180 MHz
whichever is the lower
-15 dBm
1 MHz
Specification more stringent than ITU-R SM.329-7, subclause 4.1

Fc2 + 50 MHz or 2180 MHz
whichever is the lower

(
Fc2 + 60 MHz or 2 180 MHz

Whichever is the lower
-25  dBm
1 MHz
Specification more stringent than ITU-R SM.329-7, subclause 4.1

Fc2 + 60 MHz or 2 180 MHz

Whichever is the lower

(
12,75 GHz
-30 dBm
1 MHz
Bandwidth as in ITU-R SM.329-7, subclause 4.1. Upper frequency as in ITU-R SM.329-7, subclause 2.6

Fc1:
Center frequency of first carrier frequency used.

Fc2:
Center frequency of last carrier frequency used.

6.5.3.4.7
Co-existence with services in adjacent frequency bands

This requirement may be applied for the protection in bands adjacent to 2 110 MHz to 2 170 MHz, as defined in subclause 3.4.1(a) and 1 930 MHz to 1 990 MHz, as defined in subclause 3.4.1(b) in geographic areas in which both an adjacent band service and UTRA are deployed.

6.5.3.4.7.1
Minimum requirement

The power of any spurious emission shall not exceed.

Table 6.24: BS spurious emissions limits for protection of adjacent band services

Band 
(f)
Maximum Level
Measurement Bandwidth
Note

2 100 MHz to 2 105 MHz

For operation in frequency bands as defined in subclause 3.4.1(a)
-30 + 3,4 (f - 2 100 MHz) dBm
1 MHz 


2 175 MHz to 2 180 MHz

For operation in frequency bands as defined in subclause 3.4.1(a)
-30 + 3,4 (2 180 MHz - f) dBm
1 MHz


1 920 MHz to 1 925 MHz

For operation in frequency bands as defined in subclause 3.4.1(b)
-30 + 3,4 (f – 1 920 MHz) dBm
1 MHz


1 995 MHz to 2 000 MHz

For operation in frequency bands as defined in subclause 3.4.1(b)
-30 +3,4 (2 000 MHz – f) dBm
1 MHz
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