A.5
UTRAN Connected Mode Mobility

A.5.1
TDD/TDD  Handover

NOTE:
This section is included for consistency with numbering with section 5; currently no test covering requirements in sections 5.1.2.1 and 5.1.2.2 exists.

A.5.2
TDD/FDD Handover

NOTE:
This section is included for consistency with numbering with section 5 currently no test covering requirements in sections 5.2.2.1 and 5.2.2.2 exists.

A.5.3
TDD/GSM Handover

NOTE:
This section is included for consistency with numbering with section 5 currently no test covering requirements in sections 5.3.2.1 and 5.3.2.2 exists.

A.5.4
Cell Re-selection in CELL_FACH

A.5.4.1
One frequency present in neighbour list
A.5.4.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in the single carrier case reported in section 5.4.2.1.1.

The test parameters are given in Table A.5.1 and A.5.2

Table A.5.1 General test parameters for Cell Re-selection in CELL_FACH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.2 Cell specific test parameters for Cell Re-selection in CELL_FACH

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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or

I

I

ˆ


dB
9
7
9
7
7
9
7
9
-1
-1
-1
-1

PCCPCH RSCP
dBm
-64
-66


-66
-64


-74
-74



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]



Cell 4
Cell 5
Cell 6

Timeslot

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

15
15
15
15
20
20
20
20
25
25
25
25

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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or

I

I

ˆ


dB
-1
-1
-1
-1
-1
-1
-1
-1
-1
-1
-1
-1

PCCPCH RSCP

-74
-74


-74
-74


-74
-74



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
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I


dBm/3.84 MHz
 -70 



Propagation Condition 

 AWGN 



Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.
A.5.4.1.2
Test Requirements

The UE shall select cell 2 within a cell re-selection delay specified in 5.4.2.1.1

A.5.4.2
Two frequencies present in the neighbour list 

A.5.4.2.1
Test Purpose and Environment

 The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in section 5.4.2.1.2.The test parameters are given in Table A5-3 and A5-4.

Table A.5.3: General test parameters for Cell Re-selection in CELL_FACH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.4: Cell specific test parameters for Cell re-selection in CELL_FACH state

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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or

I

I

ˆ


dB
3
0
3
0
0
3
0
3
-3
-3
-3
-3

PCCPCH RSCP
dBm
-70
-73


-73
-70


-76
-76



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]



Cell 4
Cell 5
Cell 6

Timeslot

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 2

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

20
20
20
20
15
15
15
15
25
25
25
25

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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I


dBm/3.84 MHz
 -70 



Propagation Condition 

 AWGN 



Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.

A.5.4.2.2
Test Requirements
The UE shall select cell 2 within a cell re-selection delay specified in 5.4.2.1.2

A.5.5
Cell Re-selection in CELL_PCH

A.5.5.1
One frequency present in the neighbour list

A.5.5.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in section 5.5.2.1.1.

The test parameters are given in Table A5.5 and A5.6

Table A.5.5: General test parameters for Cell Re-selection in CELL_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.6: Cell specific test parameters for Cell re-selection in CELL_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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or

I

I
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dB
9
7
9
7
7
9
7
9
-1
-1
-1
-1

PCCPCH RSCP
dBm
-64
-66


-66
-64


-74
-74



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]



Cell 4
Cell 5
Cell 6

Timeslot

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

15
15
15
15
20
20
20
20
25
25
25
25

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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I
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Propagation Condition 

 AWGN 



Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.

A.5.5.1.2
Test Requirements

 The UE shall select cell 2 within a cell re-selection delay specified in 5.5.2.1.1

A.5.5.2
Two frequencies present in the neighbour list 

A.5.5.2.1
Test Purpose and Environment

 The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in in section 5.5.2.1.2.

The test parameters are given in Table A.5.7 and A.5.8

Table A.5.7: General test parameters for Cell Re-selection in CELL_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.8: Cell specific test parameters for Cell re-selection in CELL_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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or
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dB
3
0
3
0
0
3
0
3
-3
-3
-3
-3

PCCPCH RSCP
dBm
-70
-73


-73
-70


-76
-76



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]



Cell 4
Cell 5
Cell 6

Timeslot

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 2

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

20
20
20
20
15
15
15
15
25
25
25
25

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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Propagation Condition 

 AWGN 



Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.

A.5.5.2.2
Test Requirements

The UE shall select cell 2 within a cell re-selection delay specified in 5.5.2.1.2

A.5.6
Cell Re-selection in URA_PCH

A.5.6.1
One frequency present in the neighbour list
A.5.6.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in in section 5.6.2.1.1.

The test parameters are given in Table A.5.9 and A.5.10.

Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA).

Table A.5.9: General test parameters for Cell Re-selection in URA_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.10: Cell specific test parameters for Cell re-selection in URA_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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[ ]
[ ]
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dB
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[ ]
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[ ]
[ ]



Cell 4
Cell 5
Cell 6

Timeslot

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

15
15
15
15
20
20
20
20
25
25
25
25

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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Propagation Condition 
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Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.

A.5.6.1.2
Test Requirements

 The UE shall select cell 2 within a cell re-selection delay specified in 5.6.2.1.1

A.5.6.2
Two frequencies present in the neighbour list 

A.5.6.2.1
Test Purpose and Environment

 The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in section 5.6.2.1.2.

The test parameters are given in Table A5.11 and A5.12.

Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA).

Table A.5.11: General test parameters for Cell Re-selection in URA_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell1



Neighbour cells

Cell2, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.12: Cell specific test parameters for Cell re-selection in URA_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3

Timeslot Number

0
8
0
8
0
8



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1

PCCPCH_Ec/Ior
dB
-3
-3


-3
-3


-3
-3



SCH_Ec/Ior
dB
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9
-9

SCH_toffset

0
0
0
0
5
5
5
5
10
10
10
10

PICH_Ec/Ior
dB


-3
-3


-3
-3


-3
-3

OCNS_Ec/Ior
dB
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
-4,28
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Cell 4
Cell 5
Cell 6

Timeslot
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8
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T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 2
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dB
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-3


-3
-3


-3
-3
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dB
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-9
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-9
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25
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-3
-3


-3
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Propagation Condition 

 AWGN 



Note: PCCPCH_RSCP is the quality measure for cell selection and re-selection.

A.5.6.2.2
Test Requirements

 The UE shall select cell 2 within a cell re-selection delay specified in 5.6.2.1.2
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