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Introduction
In the process of the Harmonised standard in Europe, TS25.141 will be used as the basis. This has lead to that the specification has been scrutinised. Several things minor corrections has then been identified which can be categorised as:

· Tests not following the structure prescribed in chapter 5. 

· References to core requirement lacking, or specified under test purpose instead of conformance requirement as prescribed in chapter 5.

· Values have not been updated or included in TS25.141 when changes have been made to the core specification TS25.104.

· A number of incorrect references within the document exist.

· Incorrect vocabulary. For instance GSM BTS is called BS and UTRAN BS is called BTS. 

In the table below the errors that has been found are listed and a short description of the reason for change and proposals can be found. The attached CR contains a proposal to resolve the issues that has been found.

Affected Chapter
Reason for change

4.6.4 
Editors not that suggest that a table similar to GSM shall be introduced can be removed, since a table containing the information has been included.

4.7 
The references to the regional frequency bands are not correct. 

6.2.1.3
Test purpose is lacking.

6.2.1.2, 6.2.2.2, 6.3.2, 6.5.2.1.2, 6.6.2, 6.7.1.2, 6.7.2.2, 7.2.2, 7.3.2. 7.4.2, 7.5.2, 7.6.2, 7.7.2
The following text is included under the chapter conformance requirement

The reference for this requirement is in TS 25.104 [1] subclause XXX  
This is proposed in order to align with chapter 5 Format and interpretation of tests. 

X.2
Conformance requirements
This subclause describes the requirement under test has to fulfil to ensure compliance with the relevant specification.
In addition, this subclause contains the reference to the subclause to the 3GPP reference (or core) specification from which the conformance requirements are derived.

6.2.2.2
The conformance requirement is written under the chapter conformance requirement and not under test requirement. 

6.3.1
BTS is replaced with BS as BS is used throughout the document for UTRA.

6.4.2.4.1
Editorial correction. DBm replaced with dBm

6.4.4.3
Editors note that the rational for the requirement should be clarified proposed to be deleted. 

6.4.4.4.1
Editors not that test models should be clarified deleted, as the test models has evolved.

6.4.4.5
Corrects reference 6.4.3.2. to 6.4.4.2.

6.5.2.1
Note that mask does not apply in all region deleted. Information is repeated in definition and applicability chapter.

6.5.2.1.3
Test purpose for spectrum emission mask is proposed to be changed to

This test measures the emissions from the BS close to the assigned channel bandwidth of the wanted signal, while the transmitter is in operation.

6.5.3.4.2.1
Spurious emission requirements is changed from –25-13 dBm to –25 dBm, this is inline with TS25.104. –13 dBm was an earlier requirement.

6.5.3.4.4.2, 6.5.3.4.4.2.1, 6.5.3.4.5.2
Changes GSM BS to GSM BTS

6.5.3.4.4.1.1
Aligns the requirement for co-existence with GSM 900 with TS 25.104 The requirement has been swapped between GSM 1800 and GSM 900

6.5.3.4.5.1.1
Aligns the requirement for co-existence with GSM 1800 with TS 25.104. The requirement has been swapped between GSM 900 and GSM 1800.

6.5.3.4.7.1
The requirement for adjacent services contains an error 1930 should be 1920 MHz. This is inline with TS25.104

6.6.1
Editors note that multi carries case shall be specified proposed to be deleted. Note has been there for long time and no contributions has been presented.

6.6.3
The test purpose is proposed to be changed to. 
The test purpose is to verify the ability of the BS transmitter to restrict the generation of intermodulation products in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna to below specified levels.

7.2.3
 Test purpose for receiver sensitivety proposed to be changed to. 

To verify the minimum receiver input power of a single code at which the BER does not exceed the specific value indicated in subclause 7.2.2

7.3.3
Test purpose for dynamic range proposed to be changed to.
The test purpose is to verify the ability of the BS to receive a single-code test signal of maximum with a BER not exceeding a specified limit.

7.4.3
Test purpose for ACS proposed to be changed to.

The test purpose is to verify the ability of the BS receiver filter to suppress interfering signals in the channels adjacent to the wanted channel.

7.4.2 & 7.4.4.2
The condition that the interferer is a single code signal is moved from the test procedure to the conformance requirement. 

7.5.4.2
Table references corrected. 


Test purpose for the intermodulation test proposed to be changed to.
The test purpose is to verify the ability of the BS receiver to inhibit the generation of intermodulation products in its non-linear elements caused by the presence of two high-level interfering signals at frequencies with a specific relationship to the frequency of the wanted signal.

7.7.3
Test purpose for the intermodulation test proposed to be changed to.
The test purpose is to verify the ability of the BS to limit the interference caused by receiver spurious emissions to other systems.

8.2.1.2, 8.3.3.2, 8.4.2
Spelling of subclause corrected

8.3.1.5
Reference corrected.

8.3.3.2, 8.3.3.4, 8.4.3.1.2
Requirement values aligned with TS25.104

8.3.3.4.2, 8.4.3.1, 8.4.3.2, 8.5.2.2.2
Table reference corrected.

8.4.2 & 8.4.3.1.2, 8.5.2, 8.5.2.2.2
Values from TS25.141 included

8.7.1.3.3
Table reference corrected incorporates the changes proposed in R4-000838

A.1
Annex references corrected. A.1 to A.5 changed to A.2 to A.6

