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8.1.2.4
GSM measurements

The requirements in this section apply only to UE supporting FDD and GSM.


In CELL_DCH state when a transmission gap pattern sequence is provided by the UTRAN the UE shall continously measure GSM cells and search for new GSM cells given in the monitored set.

Measurements on a GSM cell can be requested with BSIC verified or BSIC non-verified.

If BSIC verified is requested for a GSM cell the UE shall only report measurement quantities for that GSM cell with a BSIC “verified” according to section 9.2.5.2. If BSIC verification is not required for a GSM cell the UE shall report measurement quantities for that GSM cell irrespectively if the BSIC has been verified or not verified according to section 9.2.5.2.
If the UE does not need compressed mode to perform GSM measurements, the requirements in GSM 05.08 shall apply.

8.1.2.4.1 GSM carrier RSSI

A UE supporting GSM measurements using compressed mode shall meet the minimum number of GSM RSSI carrier measurements specified in Table 8.1. This measurement shall be based on a transmission gap pattern sequence with purpose “GSM carrier RSSI measurements”

In the CELL_DCH state the measurement period for the GSM carrier RSSI measurement is 480 ms.

The UE shall meet the measurement accuracy requirements stated for RXLEV in GSM 05.08, when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

Table 8.1

TGL
Number of GSM carrier RSSI samples in each gap.

3
1

4
2

5
3

7,10,14
5

In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the following measurement periods. This means that, in this particular case, the L1 reporting period to higher layers of a GSM neighbour can be a multiple of the measurement period.
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