Page 2
Draft prETS 300 ???: Month YYYY


TSG-RAN Working Group 4 (Radio) meeting #16

R4-010261
Vienna, 19 – 23 Feb 2001


Agenda Item:
5.2
Source: 
Agilent Technologies


Title: 
Clarification of Out of synch handling of output 
Document for:
Approval

Situation

The definition of Out of synch handling of output power is defined in subclause 6.4.4 in terms of a test rather than as a requirement, and makes reference to unspecified terms. The existing definition is retained as an example and a requirement is inserted which shall be used for the purpose of designing the UE. They key point is that the UE shall not stop transmission until the DPCCH_Ec/Ior ratio has fallen below –28 dB, and if this condition occurs, the UE shall not resume transmission until the ratio has exceeded –18 dB.

The period of stability for the DPCCH_Ec/Ior ratio is still TBD.
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6.4.4
Out-of-synchronization handling of output power

The UE shall monitor the DPCCH_Ec/Ior ratio in order to detect a loss of the signal on Layer 1, as specified in TS 25.214. 
6.4.4.1
Minimum requirement

If the DPCCH_Ec/Ior ratio falls below –28 dB for a period of longer than [TBD] ms, the UE shall, within 200 ms of this condition, reduce its transmitted average power to below the level defined in subclause 6.5.1 transmit off power, and shall not transmit above this level until the DPCCH_Ec/Ior ratio has exceeded –18 dB for a period of [TBD] ms. The UE shall transmit above the transmit off power within 200 ms of the DPCCH_Ec/Ior ratio having exceeded –18 dB for a period of [TBD] ms.

As an example, the parameters in Table 6.6 and Figure 6.1 show how the UE shall respond using the DL reference measurement channel (12.2) kbps specified in subclause A.3.1 and with static propagation conditions. 

Table 6.6: DCH parameters for test of Out-of-synch handling

Parameter
Unit
Value
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Figure 6.1: Example of how the UE shall respond to variations in DPCCH_Ec/Ior ratios versus time.
In this example, the UE shall respond as follows :

1. The UE shall transmit above the transmit OFF power before point B.

2. The UE shall transmit below the transmit OFF power before point C, which is Toff = 200 ms after point B.

3. The UE shall not transmit above the transmit OFF power between points C and E.

4. The UE shall transmit above the transmit OFF power before point F, which is Ton = 200 ms after point E.
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